IMPORTANT: For promotional prices, remember to use the full ORDER CODE

**April Offers valid until 1st May 2020**

**BULK BARGAINS**

2 Gang 13A Outdoor Socket Outlets
- 1+ £8.50
- 5+ £7.95
- code PL1554907
- see page 42

Heavy Duty Cable Reel 25m
- 1+ £17.75
- 5+ £16.25
- SAVE OVER 25%
- code PL1645607
- visit cpc.co.uk for more details

Hand Dryer 1200W Satin Finish
- 1+ £6.26
- 5+ £5.57
- 1+ £61.98
- 5+ £56.95
- SAVE OVER 10%
- code PL1628807
- visit cpc.co.uk for more details

16" Pedestal Fan
- 1+ £11.35
- 5+ £9.55
- SAVE OVER 20%
- code HG0108107
- see page 3

Ultra Alkaline AAA Batteries 40 Pack
- 1+ £6.26
- 5+ £5.57
- see page 47

4-Gang Mains Extension Lead - 2m
- 1+ £11.95
- 5+ £10.59
- code PL1610307
- see page 33

Fan
- code HG0108107
- see page 47

**ORDER NOW**

03447 88 00 88

cpc.co.uk

All prices exclude VAT. Visit cpc.co.uk for VAT inclusive prices
### 3kW Over Door Air Curtain
- Ceiling or wall mounting
- Easy fix bracket
- Pressed steel epoxy coated body
- 1.5kW or 3kW Heat settings
- Dims (LxWxD): 525x380x110mm
- Weight: 5.2kg

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0099207</td>
<td>£11.25</td>
<td>£9.98</td>
</tr>
<tr>
<td>HG0099307</td>
<td>£11.25</td>
<td>£9.98</td>
</tr>
</tbody>
</table>

### 2kW Convector Heaters
- 3 Heat settings
- Adjustable thermostat
- Overheat protection
- Dimensions (WxHxD): 525x380x110mm

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0100307</td>
<td>£8.95</td>
<td>£8.60</td>
</tr>
<tr>
<td>HG0100407</td>
<td>£11.50</td>
<td>£10.85</td>
</tr>
<tr>
<td>HG0100507</td>
<td>£14.50</td>
<td>£12.95</td>
</tr>
</tbody>
</table>

### 650W - 5 Fins Oil Filled Radiators
- Adjustable thermostat
- Wide base for stability

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0099207</td>
<td>£11.25</td>
<td>£9.98</td>
</tr>
<tr>
<td>HG0099307</td>
<td>£11.25</td>
<td>£9.98</td>
</tr>
</tbody>
</table>

### 1.2kW 3-Bar Halogen Heater
- 3x Heat settings
- Oscillates to create an even heat over a large area
- Anti-tilt safety switch
- Safety thermal cut-out fuse
- Extra long tube life (approx. 6,000 hours)

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0011107</td>
<td>£11.48</td>
<td>£9.98</td>
</tr>
</tbody>
</table>

### 2kW Upright Fan Heater
- 2x Heat Settings: 1000/2000W
- Fan mode
- Overheat protection
- Thermal cut-out protection
- Safety thermal fuse built in
- Adjustable room thermostat
- Power Supply: 240V, 50Hz
- Weight: 1.14kg
- Dims (HxWxD): 262x220x130mm

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0034507</td>
<td>£5.95</td>
<td>£5.30</td>
</tr>
</tbody>
</table>

### 1.5kW - 7 Fins Oil Filled Heater
- Adjustable thermostat
- 3 Power Settings

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0099907</td>
<td>£17.95</td>
<td>£16.50</td>
</tr>
</tbody>
</table>

### 2.5kW - 11 Fins Oil Filled Heaters
- Adjustable thermostat
- 3 Power Settings

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0099807</td>
<td>£21.50</td>
<td>£18.95</td>
</tr>
<tr>
<td>HG0100007</td>
<td>£17.95</td>
<td>£16.50</td>
</tr>
</tbody>
</table>

### 2kW - 9 Fins Oil Filled Heaters
- Adjustable thermostat
- 3 Power Settings

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0099607</td>
<td>£21.95</td>
<td>£19.50</td>
</tr>
<tr>
<td>HG0099707</td>
<td>£21.95</td>
<td>£19.50</td>
</tr>
<tr>
<td>HG0099807</td>
<td>£23.50</td>
<td>£21.65</td>
</tr>
<tr>
<td>HG0099907</td>
<td>£23.50</td>
<td>£21.65</td>
</tr>
</tbody>
</table>

### 800W Quartz Heater
- Two heat settings: 400W and 800W
- Auto safety cut off for peace of mind
- High efficiency energy saving
- Compact, lightweight construction for portability
- Dimensions (WxHxD): 400x270x80mm

**Prices:**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0104807</td>
<td>£6.90</td>
<td>£6.30</td>
</tr>
</tbody>
</table>
**FANS**

**PRICES CUT ACROSS RANGE**

### Mini USB Desk Fans
- USB powered
- 360° Pivot
- Dimensions: 155x85x160mm
- Lead length: 1.2m

<table>
<thead>
<tr>
<th>4&quot; Fans</th>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0086807 Black</td>
<td>£2.65</td>
<td>£2.25</td>
</tr>
<tr>
<td>HG0096007 Pink</td>
<td>£2.65</td>
<td>£2.25</td>
</tr>
</tbody>
</table>

### 9" Desk Fans
- 3 Blade desktop fans
- 2 Speed operation
- Oscillation on/off
- 80° Tiling head

<table>
<thead>
<tr>
<th>Colour</th>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0107507 White</td>
<td>£7.64</td>
<td>£6.85</td>
</tr>
<tr>
<td>HG0107607 Black</td>
<td>£7.64</td>
<td>£6.85</td>
</tr>
</tbody>
</table>

### 12" Desk Fan
- 3 Speed operation
- Oscillation on/off
- 80° Tiling head

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£9.55</td>
<td>£8.45</td>
</tr>
</tbody>
</table>

### 12" Metal Desk Fan
- Metal construction
- 3x Speed settings
- Stationary or oscillation modes
- Power: 35W
- Dimensions: 340x240x420mm
- Weight: 3kg

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£19.95</td>
<td>£18.28</td>
</tr>
</tbody>
</table>

### 18" High Velocity Floor Fans
- Floor fans with high velocity output
- Durable metal construction
- 3 Speed operation
- Head is adjustable through 130°

<table>
<thead>
<tr>
<th>PIM_62357281</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0109607 Chrome</td>
</tr>
<tr>
<td>HG0109707 Black</td>
</tr>
</tbody>
</table>

### 16" Pedestal Fan
- Free standing pedestal fans
- 3 Speed operation
- Oscillation on/off
- 80° Tiling head
- Height adjustable

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£11.35</td>
<td>£9.55</td>
</tr>
</tbody>
</table>

### 16" Wall Fan with Remote Control
- Wall mount fan with oscillation
- 3 Operating modes and 3 fan speeds
- Remote controlled

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£15.25</td>
<td>£14.49</td>
</tr>
</tbody>
</table>

### 14" Mini Tower Fans
- 3 Speed options
- Oscillation function
- Power: 30W
- Dimensions: 135x130x350mm
- Weight: 1.45kg

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>HG0105107 White</td>
<td>£12.85</td>
</tr>
<tr>
<td>HG0105207 Black</td>
<td>£12.85</td>
</tr>
</tbody>
</table>

### 4.5L Air Cooler
- Oscillating vertical louvres
- 3x Speed settings (Low/Med/High)
- 1h/2h/4h/6h/8h Timer function
- Remote control operated (requires 2x AAA batteries, not included)

**Technical Data**
- Max. Air Flow: 15.5m³/min.
- Max. Air Velocity: 3.15m/s
- Water Tank Cap: 4.5L
-Rated Power: 70W
- Dims (HxWxD): 700x355x275mm
- Weight: 6.3kg

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£44.50</td>
<td>£39.95</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
**Lighting**

**6W Amber GLS LED Filament Lamp**
- Non-dimmable
- Warm White (WW): 2700K
- Cool White (CW): 4000K
- Daylight White (DW): 6400K
- 5W - 450lm
- 725 Lumens
- Extra warm white

<table>
<thead>
<tr>
<th>Pack Size</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£3.89</td>
</tr>
<tr>
<td>5+</td>
<td>£3.47</td>
</tr>
</tbody>
</table>

**Clear B22 GLS LED Filament Lamp**
- Non-dimmable
- Warm White (WW): 6000K
- Daylight White (DW): 6500K
- Cool White (CW): 4000K
- Warm White (WW): 3000K

<table>
<thead>
<tr>
<th>Pack</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£1.79</td>
</tr>
<tr>
<td>5+</td>
<td>£1.68</td>
</tr>
</tbody>
</table>

**9W B22 Dimmable Smart GLS LED Lamp**
- Non-dimmable
- Daylight White (DW): 6500K
- 725 Lumens

<table>
<thead>
<tr>
<th>Pack</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£1.065</td>
</tr>
<tr>
<td>5+</td>
<td>£1.012</td>
</tr>
</tbody>
</table>

**5W LED Clear Globe Bulbs**
- Non-dimmable
- Warm White (WW): 4000K
- Cool White (CW): 4000K
- 806lm

<table>
<thead>
<tr>
<th>Pack</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>4Pack</td>
<td>£6.30</td>
</tr>
</tbody>
</table>

**Lamp Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- Cool White (CW): 4000K
- Daylight White (DW): 6500K
- Warm White: 3000K

<table>
<thead>
<tr>
<th>Pack</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>4Pack</td>
<td>£6.30</td>
</tr>
</tbody>
</table>

**6W Frosted GLS LED Lamps**
- Non-dimmable
- Warm White (WW): 6000K
- Cool White (CW): 4000K
- Daylight White (DW): 6500K
- 725 - 1520 Lumens

<table>
<thead>
<tr>
<th>Pack</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£1.03</td>
</tr>
<tr>
<td>5+</td>
<td>£0.89</td>
</tr>
</tbody>
</table>

**9W GLS LED Lamp**
- Non-dimmable
- Warm White (WW): 2700K
- Daylight White (DW): 6400K
- 725 Lumens

<table>
<thead>
<tr>
<th>Pack</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£1.16</td>
</tr>
<tr>
<td>5+</td>
<td>£0.84</td>
</tr>
</tbody>
</table>

**10W LED Lamp**
- A retrofit LED lamp alternative that saves energy compared to standard filament GLS lamps
- Built-in motion sensor
- 850 Lumens output in a warm white (2700K) LED colour temperature
- E27 Lamp fitting
- Non-dimmable

<table>
<thead>
<tr>
<th>Pack</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£2.70</td>
</tr>
<tr>
<td>5+</td>
<td>£2.50</td>
</tr>
</tbody>
</table>

All prices exclude VAT.
For VAT inclusive prices visit cpc.co.uk

**Lighting**

**3W LED Frosted Globe Lamps - Pack of 2**
- Non-dimmable
- 3000k Warm White
- 250 Lumens

**Technical Data**
- Equivalent (W): 25W
- Base: E27
- Voltage: 230Vac
- Beam Angle: 170°
- Ambient Temp: -30°C to 40°C

| 1+ | £2.34 |
| 5+ | £2.15 |

code LP0925307

**4W LED Golf Ball Lamp**
- Non-dimmable
- 4W - 470lm

**5W LED Golf Ball Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

For VAT inclusive prices visit cpc.co.uk

**Sylvania ToLEDo GLS LED Filament Lamps**
- Warm White (WW): 2700K
- 4W - 470lm
- 7W - 850lm

| LP1118607 4W E27 | £1.95 |
| LP1118707 4W B22 | £1.95 |
| LP1118807 7W B22 | £2.25 |

**5W LED Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

| LP0928707 WW B22 | £4.50 |

**8W LED Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**LED Dimmable Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**Technical Data**
- Equivalent (W): 25W
- Base: E27
- Voltage: 230Vac
- Beam Angle: 170°
- Ambient Temp: -30°C to 40°C

| 1+ | £1.75 |
| 5+ | £1.50 |

**4W Dimmable Frosted LED Golf Ball Lamps**
- Cool White (CW): 4000K

**5W LED Dimmable Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

| LP0927407 WW B22 | £3.70 |
| LP0927507 CW E27 | £3.70 |

**8W LED Dimmable Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**ToLEDo GLS LED Filament Lamps**
- Not Dimmable
- 4W - 470lm
- 7W - 806lm

**3W LED Mini-Globe Lamps**
- 3000k Warm White
- 2700K
- 400 Lumens

- Cool White (CW): 4000K
- 520 Lumens

**Technical Data**
- Equivalent (W): 25W
- Base: E27
- Voltage: 230Vac
- Beam Angle: 170°
- Ambient Temp: -10°C to 40°C

| 1+ | £0.75 |
| 5+ | £0.68 |

**5W LED Golf Ball Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 400 Lumens

**6W LED Mini-Globe Lamps**
- 3000k Warm White
- 2700K
- 400 Lumens

**4W LED Golf Ball Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**Clear GLS LED Filament Lamps**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**5W LED Golf Ball Lamps**
- Non-dimmable
- Daylight White (DW): 6000K
- 320 Lumens

**6W LED Globe Lamps**
- Non-dimmable
- Warm White (WW): 2700K
- 250 - 470 Lumens

**17W LED G120 Frosted Globe Lamps**
- Non-dimmable
- Daylight White (DW): 6000K
- 320 Lumens

**4W LED Filament Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**15W LED Globe Lamps**
- Non-dimmable
- Warm White (WW): 2700K
- 250 - 470 Lumens

**3W LED Frosted Globe Lamps**
- Non-dimmable
- Warm White (WW): 2700K
- 400 Lumens

**15W LED Golf Ball Lamps**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**Clear GLS LED Filament Lamps**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**5W LED Golf Ball Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**15W LED Golf Ball Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**15W LED Golf Ball Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**15W LED Golf Ball Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens

**15W LED Golf Ball Bulbs**
- Non-dimmable
- Warm White (WW): 2700K
- 470 Lumens
**4W Clear LED Candle Flame Filament Lamp**
- Direct replacement for conventional incandescent lamps with E14 fitting
- Low energy consumption
- No UV radiation or flickering
- 400 Lumens with warm white LED colour

**6W LED Candle Filament Bulbs**
- Non-Dimmable
- Available in 3000k Warm White (WW), 4000k Cool White (CW) or 6500k Daylight White (DW)
- Beam Angle: 200°
- Luminous Flux: 460lm
- Lamp Base: E14
- Voltage: 220-240V AC
- Equivalent Wattage: 35W

**5W LED Clear Candle Bulbs**
- Non-Dimmable
- Warm White: 2700K
- Beam Angle: 200°
- Luminous Flux: 460lm
- Lamp Base: E14
- Voltage: 220-240V AC
- Equivalent Wattage: 35W

**2W LED Clear Filament Candle Lamps**
- Non-Dimmable
- Warm White: 2700K
- Beam Angle: 200°
- Luminous Flux: 460lm
- Lamp Base: E14
- Voltage: 220-240V AC
- Equivalent Wattage: 25W

**7W LED Candle Bulbs**
- Warm White (WW): 2700K
- Beam angle: 180°

**4W LED Candle Bulbs**
- 400 Lumens with warm white LED colour
- Direct replacement

**5W LED Frosted Dimmable Candle Bulbs**
- Integral 4 stage dimmer function
- Equivalent Wattage: 35W
- Luminous Flux: 400lm
- Voltage: 220-240V AC
- Energy Rating: A+

**4.5W Frosted LED Candle Lamps**
- No UV radiation or flickering
- 470 Lumens

**3W LED Candle Bulb**
- Non-dimmable
- Lumens: 250lm
- Beam Angle: 200°
- Lamp Base: B22
- Voltage: 220-240VAC
- WW

**6W LED Lamps**
- W2: 250lm
- 4W: 420lm
- 4.5W: 470lm

**4W LED Filament Lamps**
- Beam Angle: 360°
- Warm White:
- Lumens: 470
- Technical Data

**4W LED Filament Lamps**
- Beam Angle: 360°
- Warm White:
- Lumens: 470
- Technical Data

**2W LED Filament Lamps**
- Beam Angle: 360°
- Warm White:
- Lumens: 470
- Technical Data

**3W LED Filament Lamps**
- Beam Angle: 360°
- Warm White:
- Lumens: 470
- Technical Data
5W GU10 LED Lamp
- Low energy consumption - 80% less than standard halogen bulbs
- Reliable IC power driver
- Non-flickering
- Dimmable
- 380 Lumens in warm white LED colour temperature

1+ £1.25 5+ £1.19

5W LED GU10 Bulbs

5W LED Spotlight
- Non-dimmable

Technical Data
Lamp Base GU10 Power 5W Equivalent Voltage 220 - 240V Lumens 320lm Beam Angle 110°

Frosted
LP1024507 WW £0.80 £0.70
LP1024607 CW £0.80 £0.70
Clear
LP1025407 WW £0.80 £0.75
LP1024907 WW £0.80 £0.75
LP1025007 DW £0.85 £0.75

6.9W GU10 LED Lamps
- Non-dimmable

LP1149801 WW £2.75 £2.36
LP1149701 CW £2.75 £2.36

5W CorePro LED M16 Spotlights
- Non-dimmable

Technical Data
Equivalent (W) 4W 5W Luminous Flux 270lm 310lm Beam Angle 23° 20° Voltage 230Vac 230Vac

4W LED GU10 Bulbs
LP0982307 WW £0.92 £0.88
LP0982407 CW £0.99 £0.88
LP0982507 DW £0.99 £0.88

5W LED GU10 Bulbs
LP0982607 WW £0.99 £0.85
LP0982707 CW £0.99 £0.85
LP0982807 DW £0.99 £0.85

5W GU10 LED Lamps
- 345 Lumens in a warm white (2700K) or cool white (4000K) LED colour temperature

Pack of 50
LP1012807 WW 2700K Not Dim. £2.93 £2.45
LP1013007 WW 2700K Dim. £4.49 £3.66

Pack of 5
LP1012907 WW 2700K Not Dim £1.20 £1.10
LP1013107 WW 2700K Dim £1.95 £1.10

5W GU10 LED Bulbs
- 380 Lumens in warm white LED colour temperature
- Dimmable
- Non-flickering
- Reliable IC power driver
- 4W & 5W LED GU10 Bulbs

Technical Data
Power Equivalent (W) Luminous Flux Beam Angle Voltage
5W 35W 400lm 120° 220-240Vac

5W GU10 Lamps
code LP1236307 PM_61500226

5W GU10 Lamps
- 400 Lumens

Pack of 5
LP1125007 WW £0.98 £0.85
LP1126007 WW £0.98 £0.85
LP1127007 WW £0.98 £0.85

7W GU10 LED Bulbs
- Non-dimmable
- 38° Beam Angle
- 3000K WW, 4000K CW
- Energy rating: A+
- 353 Lumens with a warm white LED colour temperature

LP1122307 DW 240lm £1.55 £1.25
LP1122407 DW 345lm £1.60 £1.40
LP1122507 DW 6000K £1.75 £1.45

7.2W Dimmable GU10 LED Lamp
- Full glass design
- Dimmable
- 535 Lumens with a warm white LED colour temperature

LP1123807 WW £2.20 £1.80
LP1124007 DW £2.20 £1.80
LP1124107 WW £2.20 £1.80

ReFLED GU10 LED Lamps
- Non-dimmable

3.6W Lamps
LP1122107 WW 240lm £1.25
LP1122307 DW 240lm £1.25

5W Lamps
LP1122407 WW 340lm £1.60
LP1122507 DW 340lm £1.60
LP1122607 DW 340lm £1.60

6.5W GU10 LED Lamps
- Non-dimmable

6.5W M16 LED Lamps
- 450 Lumens
- Non-dimmable

For VAT inclusive prices visit cpc.co.uk

Lighting
## Lighting

### 4W RC LED GU10 Bulb
- Non-dimmable
- Remote control operated (Supplied with 1x CR2025 battery)

**Technical Data**
- **Power**: 4W
- **Luminous Flux**: 280lm
- **Beam Angle**: 120°
- **Voltage**: 220-240Vac

**Price**
- £3.80
- £3.40

### 6W LED E27 G95 Globe Filament Lamp
- Non-dimmable
- Warm White (WW): 2700K
- T52 Lumens

- **Price**
  - £4.44
  - £3.81

### 6W LED G125 E27 Globe Filament Lamps
- Non-dimmable
- Extra Warm White (EWW): 2200K
- Warm White (WW): 2700K

### 11W LED PAR30 Lamps
- E27 Fitting
- 825 Lumens
- Non-dimmable

- **Price**
  - £4.41
  - £3.89

### 7W GX53 LED PAR Lamps
- No UV radiation or flickering
- 550 Lumens

- **Price**
  - £3.05
  - £2.52

### 4W ToLEDo Teardrop LED Filament Lamps
- Non-dimmable
- Extra Warm White (EWW): 2400K
- Warm White (WW): 2700K

### 6W LED E27 G95 Globe Filament Lamp
- Non-dimmable
- Warm White (WW): 2700K
- 725 Lumens

- **Price**
  - £4.44
  - £3.81

### 6W LED R50 Lamps
- E14 fitting
- 470 Lumens
- Non-dimmable

### 8W LED R80 Lamps
- E27 fitting
- Non-dimmable
- 800 Lumens

### 4W & 5W R80 LED Bulbs
- Warm White

### 2W R50 LED Filament Reflector Bulb
- Non-Dimmable

### 8W T37 LED Lamps
- 725 Lumens with warm white, daylight white or cool white LED colours

---

**All prices exclude VAT**
**2W G9 LED Capsule Lamps**

- Non-dimmable

Technical Data
- Power: 1.5W
- CCT: 3000K Warm White
- Luminous Flux: 280lm

**G9 LED Bulbs**

- Non-dimmable

Technical Data
- Power: 3W
- CCT: 5700K Daylight White
- Luminous Flux: 250lm

**1.5W G4 LED Bulbs**

- Non-dimmable

Technical Data
- Power: 1.5W
- CCT: 3000K Warm White
- Luminous Flux: 110lm

**16W G4 Halogen Lamp**

- Dimmable

Technical Data
- Power: 16W
- CCT: 3000K Warm White
- Luminous Flux: 280lm

**2W ST26 LED Lamps**

- Dimmable

Technical Data
- Power: 2W
- CCT: 3000K Warm White
- Luminous Flux: 110lm

**2W Pygmy Bulbs**

- Non-dimmable

Technical Data
- Power: 2W
- CCT: 3000K Warm White
- Luminous Flux: 110lm

**ECO Halogen R7s Lamps**

- Dimmable

Technical Data
- Power: 80W
- CCT: 2950k
- Luminous Flux: 1250lm

**LED Bulb**

- Non-dimmable

**LED Capsule Lamps**

- Non-dimmable

**1.5W G9 LED Capsule Lamps**

- Non-dimmable

Technical Data
- Power: 1.5W
- CCT: 3000K Warm White
- Luminous Flux: 110lm

**1.5W LED Capsule Lamps**

- Non-Dimmable

Technical Data
- Power: 1.5W
- CCT: 3000K Warm White
- Luminous Flux: 110lm

**3W LED Pygmy Bulbs**

Note: Not for use inside ovens or microwaves

**3W LED Capsule Lamps**

- Non-dimmable

Technical Data
- Power: 3W
- CCT: 3000K Warm White
- Luminous Flux: 110lm

**3W LED Lamps**

- Non-dimmable

Technical Data
- Power: 3W
- CCT: 3000K Warm White
- Luminous Flux: 110lm

**2D CFL Lamps**

- Low energy, long life lamps
- 3500K colour temperature
- Compatible with all current control gear

<table>
<thead>
<tr>
<th>Type</th>
<th>Cap</th>
<th>Lumens</th>
<th>Length</th>
<th>Width</th>
<th>5+</th>
<th>1+</th>
</tr>
</thead>
<tbody>
<tr>
<td>4 Pin 18W</td>
<td>G10q</td>
<td>1050lm</td>
<td>132mm</td>
<td>132mm</td>
<td>£1.74</td>
<td>£1.47</td>
</tr>
<tr>
<td>4 Pin 28W</td>
<td>G10q</td>
<td>2250lm</td>
<td>196mm</td>
<td>196mm</td>
<td>£2.63</td>
<td>£2.31</td>
</tr>
<tr>
<td>4 Pin 38W</td>
<td>G10q</td>
<td>3000lm</td>
<td>198mm</td>
<td>198mm</td>
<td>£2.89</td>
<td>£2.73</td>
</tr>
</tbody>
</table>

**For VAT inclusive prices visit cpc.co.uk**
**T8 Fluorescent Lamps**

- Lamp base: G13
- Bulb type: T8 (26mm)
- Dimmable
- Tube Diameter: 28mm

<table>
<thead>
<tr>
<th>Available Lengths - Lumens:</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Tube Diameter: 28mm</td>
<td></td>
</tr>
<tr>
<td>Dimmable</td>
<td></td>
</tr>
<tr>
<td>Bulb type: T8</td>
<td></td>
</tr>
<tr>
<td>Lamp base: G13</td>
<td></td>
</tr>
<tr>
<td>1.5m - 2,300lm</td>
<td>£4.94</td>
</tr>
<tr>
<td>1.2m - 1,710lm</td>
<td>£4.94</td>
</tr>
<tr>
<td>600mm - 855lm</td>
<td>£4.94</td>
</tr>
</tbody>
</table>

**Technical Data**

- (WxHxD) (mm):
  - Dimms. Square: 120x120x25 170x170x25 225x225x25
  - Dimms. Round: 120x25 170x25 225x25

**Energy Rating A**

- Lifetime: 20,000 Hours
- Beam Angle: 120°
- Colour Temp: 3,000 - 6,000K
- Lumens: 420lm 1,000lm 1,500lm
- Equivalent Power: 24W 48W 72W

**Lighting**

- Built-in integrated driver
- High transmittance glass tube
- LED driver also available

**Accessories**

- UP0922407 LED Starter £3.53

---

**T8 LED Tube Lamps**

- No ultraviolet, infrared rays or flickering

<table>
<thead>
<tr>
<th>18W Tubes (600mm)</th>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LP1126807 CW 850lm</td>
<td>£3.56</td>
<td>£4.94</td>
</tr>
<tr>
<td>LP1126907 CW 850lm</td>
<td>£3.56</td>
<td>£4.94</td>
</tr>
<tr>
<td>36W Tubes (1.2m)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>LP1126507 WW 1700lm</td>
<td>£7.30</td>
<td>£7.30</td>
</tr>
<tr>
<td>LP1126607 WW 1700lm</td>
<td>£7.30</td>
<td>£7.30</td>
</tr>
<tr>
<td>58W Tubes (1.8m)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>LP1126807 WW 2000lm</td>
<td>£7.61</td>
<td>£7.61</td>
</tr>
<tr>
<td>LP1126907 WW 2000lm</td>
<td>£7.61</td>
<td>£7.61</td>
</tr>
</tbody>
</table>

**Technical Data**

- (ØxD) (mm):
  - Dimms. Square: 120x120x25 170x170x25 225x225x25
  - Dimms. Round: 120x25 170x25 225x25

**LED Emergency Ceiling Light**

- 3-Hour emergency lighting
- 24-Hour recharge time
- Charging and overdischarging protection
- IP65 Rated
- 24-Hour recharging time
- 3-Hour emergency lighting

**Wireless Motion Sensor LED Strip Light**

- 10x Warm white LEDs
- Magnetic and adhesive strips for wall mounting
- Activities in low light when motion is detected
- Requires 4x AAA batteries (not included)
- Dimensions: 25x31x188mm

**Voltage 220-240Vac**

- Luminous Flux: 350lm 550lm
- 3.5W Equivalent (W) Luminous Flux
- Code: LA0796207

---

**LED Downlight Panels**

- IP20 Rated
- LED driver also available

**Technical Data**

- Power: 6W 12W 18W
- Equiv. Power: 24W 48W 72W
- Voltage: 220 - 240V AC
- Lumens: 420lm 1,000lm 1,500lm
- Colour Temp: 3,000 - 6,000K
- Beam Angle: 120°
- Lifetime: 20,000 Hours
- Energy Rating: A

**Dimensions**

- (WxHxD) (mm):
  - Dimms. Square: 120x120x25 170x170x25 225x225x25
  - Dimms. Round: 120x25 170x25 225x25

**Accessories**

- LA0684107 3W £22.52
- LA0684207 1W £16.25

---

**9W T8 LED Tube Lamps**

- Direct replacement for fluorescent T8 lamps
- High transmittance glass tube
- Built-in integrated driver
- Warm white (3,000K), cool white (4,000K) or daylight white (6,000K) LED colour temperatures
- Not dimmable

**Available Lengths - Lumens:**

- 600mm - 855lm
- 1.2m - 1,710lm
- 1.5m - 2,300lm

**Warm White**

- LA083907 600mm 855lm £2.66 £2.44
- LA083907 1.2m 1,710lm £3.13 £2.87
- LA083907 1.5m 2,300lm £4.23 £3.88

**Cool White**

- LA083907 600mm 855lm £2.66 £2.44
- LA083907 1.2m 1,710lm £3.13 £2.87
- LA083907 1.5m 2,300lm £4.23 £3.88

**Lightup White**

- LA083907 600mm 855lm £2.66 £2.44
- LA083907 1.2m 1,710lm £3.13 £2.87
- LA083907 1.5m 2,300lm £4.23 £3.88

---

**Ultrasonic Link Triphosphor Fittings**

- White plastic with on/off rocker switch
- Each fitting supplied with 1x 14 fluorescent tube (3400K) (tube length shown without pins)
- Fitting dimensions (HxD): 43x19mm
- IP20 Rated

**White Plastic Fittings**

- LA074307 6W 2700lm £8.93 £8.03
- LA074407 10W 3900lm £15.68 £14.88
- LA074507 16W 5200lm £15.68 £14.88
- LA2074607: 20W 6200lm £19.70 £19.30

---

**Spare Tubes**

- LA074707 6W 220/231mm £2.69 £2.28
- LA074807 10W 341/352mm £2.86 £2.37
- LA074907 16W 468/479mm £3.38 £3.05

---

**LED Emergency Spotlights**

- 1W (non-maintained) or 3W (maintained) LED emergency spotlights
- 24-Hour recharging time
- Continuous illumination for more than 3 hours
- Aluminium construction
- Compact design
- Pre-wired for easy installation
- Ceiling or recess-mounted
- Rechargeable Ni-Cad battery
- Cut-out diameter: 45mm (1W) or 70mm (3W)
- Supply Voltage: 220 - 240V AC

**S15 LED Strip Lamps**

- Dimensions: 25x31x188mm
- Activates in low light when motion is detected
- Magnetic and adhesive strips for wall mounting
- 10x Warm white LEDs

**Voltage 220-240Vac**

- Luminous Flux: 350lm 550lm
- 3.5W Equivalent (W) Luminous Flux
- Code: LA0796207

---

**Wireless Sensor LED Strip Light**

- 1W 2000lm £1.99
- 2W 2000lm £3.48
- 3W 2000lm £5.46

---

**S15 LED Strip Lights**

- Equivalent (W) Luminous Flux
- Voltage: 220-240Vac
- Code: LA0796207

---

**FOR MORE INFORMATION VISIT CPC.CO.UK**

---

**All prices exclude VAT**
For VAT inclusive prices visit cpc.co.uk
## LIGHTING

### Dusk-to-Dawn LED Night Light
- Automatic night light with built-in sensor
- Simply plugs into a 13 amp socket

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0286307</td>
<td>£1.49</td>
<td>£1.37</td>
</tr>
</tbody>
</table>

### LED PIR Night Sensor Light
- LED: 2W COB
- 180° Viewing angle
- Requires 4x AA batteries (not included)
- Dimensions: 127x140mm
- Weight: 176g

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0795407</td>
<td>£3.40</td>
<td>£2.95</td>
</tr>
</tbody>
</table>

### LED Tapeelight Kits
- 30x LEDS per strip
- 60x LEDS per metre
- IP rating: IP65
- Cut points: 60mm
- Operating voltage: 12V DC
- Length: 5m
- Dimensions (WxD): 2.5x 30mm

**Contents:** LED tapeight, 2x inline couplers, heatshrink and power supply

**Note:** The LED driver is for indoor use only and is not IP rated

### 2W LED Switch
- Suitable for lofts, hallways, landings, shelves etc...
- Easy fixing by magnet, screw or VELCRO
- Requires 3x AAA batteries (not included)
- Dimensions: 90x80x25mm
- Weight: 54g

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0795707</td>
<td>£1.30</td>
<td>£1.05</td>
</tr>
</tbody>
</table>

### LED PIR Night Light
- 10x Warm white LEDs
- Requires 3x AAA batteries (not included)
- Dimensions: 80x25mm
- Weight: 51g

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0795507</td>
<td>£2.57</td>
<td>£2.15</td>
</tr>
</tbody>
</table>

### LED M ini PIR Sensor Switch Light
- ABS construction
- 2x 1W Superbright COB Led
- Lumens: 120lm
- PIR detection distance: 3m
- Requires 3x AAA batteries (not included)
- Supplied with 2x VELCRO stickers and 2x magnets for hands free operation
- Dimension: 72x86x22mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0795607</td>
<td>£2.45</td>
<td>£2.10</td>
</tr>
</tbody>
</table>

### LED RGB Torch Lights W ith Remote Control, Pack of 6
- Colour temperature control
- Functions: On/off and stepless dimmer
- Lumens: 50lm
- Remote control distance: 5m
- Requires 3x AAA batteries (not included)
- Dimension: 62x28mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0796007</td>
<td>£8.35</td>
<td>£7.60</td>
</tr>
</tbody>
</table>

### RGB Remote Control LED Light
- 16 Colour changing modes
- 10x RGB LEDs
- 21 Key remote control
- Requires 3x AAA batteries (not included)
- Dimensions: 68x68x29mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0795207</td>
<td>£1.98</td>
<td>£1.85</td>
</tr>
</tbody>
</table>

### RGB Remote Control LED Lights, Pack of 4
- 16 Colour changing modes
- 3x RGB LEDs
- 21 Key remote control
- Requires 2x CR2032 batteries (supplied)
- Dimensions: 30x27mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0795807</td>
<td>£1.72</td>
<td>£1.45</td>
</tr>
</tbody>
</table>

### LED Torch Lights W ith Remote Control, Pack of 3
- Colour temperature control
- Functions: On/off and stepless dimmer
- Lumens: 50lm
- Remote control distance: 5m
- Requires 3x AAA batteries (not included)
- Dimension: 62x28mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0796707</td>
<td>£5.25</td>
<td>£4.50</td>
</tr>
</tbody>
</table>

All prices exclude VAT
**LED Grill Fittings**

- High output of over 120 lumens per Watt
- Easy to install, push-fit connectors
- 1.200 - 7.200 Lumens in 3,000K, 4,000K or 6,400K colour temperatures

**Meteor Colour Changing LED Battens**

- 30-65W Streamlined LED batten lights with rounded, opal diffuser
- Direct replacement for traditional single and twin batten lights
- Internal switch to change colour temperature output (3000K/warm white, 4000K/cool white, 6000K/daylight white)
- UK Standard BESA box cut-outs
- Screwless terminal block
- Lidak driver with flicker-free operation
- Available in various lengths

**Meteor Colour Changing LED Battens**

- 30-65W LED battens that are a direct replacement for traditional single and twin batten lights
- Slim, opal diffuser in square or rounded shape
- Three pinch points for easy diffuser removal
- Internal switch to change colour temperature output (3000K/warm white, 4000K/cool white, 6000K/daylight white)
- UK Standard BESA box cut-outs
- Screwless terminal block
- Lidak driver with flicker-free operation
- Available in various lengths

**45W LED Panels**

- Ultra-slim design
- No UV radiation or infrared, does not attract flies
- Supplied with panel driver
- IP20 Rated
- Dimensions (WxD:H): 595x595x14mm

**45W LED**

- High output of over 100 lumens per Watt
- Provides exceptional light levels whilst being very energy efficient
- Polycarbonate and aluminium construction
- Ideal for commercial, retail or domestic applications
- Warm white (3,000K), cool white (4,000K) or daylight white (6,500K) LED colour temperatures
- Not dimmable

**ORDER ONLINE CPC.CO.UK**

- High output of over 100 lumens per Watt
- Provides exceptional light levels whilst being very energy efficient
- Polycarbonate construction
- Ideal for commercial, retail or domestic applications
- Multiple lights can be linked together with the available mains connection lead
- Warm white (3,000K) or cool white (4,000K) LED colour temperatures
- Not dimmable

**T5 LED Linkable Light Fixtures**

- High output of over 120 lumens per Watt
- Provides exceptional light levels whilst being very energy efficient
- Polycarbonate and aluminium construction
- Ideal for commercial, retail or domestic applications
- Multicolour lights can be linked together with the available mains connection lead
- Warm white (3,000K) or cool white (4,000K) LED colour temperatures
- Not dimmable

**Available Lengths - Lumens:**

- 313mm - 400lm
- 873mm - 1,000lm
- 1,173mm - 1,400lm

**T8 LED Light Fixtures**

- High output of over 100 lumens per Watt
- Provides exceptional light levels whilst being very energy efficient
- Polycarbonate and aluminium construction
- Ideal for commercial, retail or domestic applications
- Warm white (3,000K), cool white (4,000K) or daylight white (6,500K) LED colour temperatures
- Not dimmable

**For VAT inclusive prices visit cpc.co.uk**
### Slimline LED Floodlights
- Non-dimmable
- IP rating: IP65
- 30cm (approx) 3-core mains cable attached

#### Technical Data
<table>
<thead>
<tr>
<th>Wattage</th>
<th>Lumens 800lm</th>
<th>Lumens 1600lm</th>
<th>Lumens 2400lm</th>
<th>Lumens 3500lm</th>
</tr>
</thead>
<tbody>
<tr>
<td>10W</td>
<td>800lm</td>
<td>1600lm</td>
<td>2400lm</td>
<td>3500lm</td>
</tr>
<tr>
<td>20W</td>
<td>800lm</td>
<td>1600lm</td>
<td>2400lm</td>
<td></td>
</tr>
<tr>
<td>30W</td>
<td>800lm</td>
<td>1600lm</td>
<td></td>
<td></td>
</tr>
<tr>
<td>50W</td>
<td>800lm</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### LED Floodlights
- Compact yet powerful LED floodlights
- 6000K Colour temperature
- Toughened glass
- IP65 Rated
- 15cm Cable

<table>
<thead>
<tr>
<th>Model</th>
<th>Wattage</th>
<th>Lumens</th>
<th>Colour Temperature</th>
<th>Price</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0731207</td>
<td>10W</td>
<td>800lm</td>
<td>£2.95</td>
<td>£2.54</td>
<td></td>
</tr>
<tr>
<td>LA0731307</td>
<td>20W</td>
<td>1600lm</td>
<td>£3.95</td>
<td>£3.60</td>
<td></td>
</tr>
<tr>
<td>LA0731407</td>
<td>30W</td>
<td>2400lm</td>
<td>£6.25</td>
<td>£5.58</td>
<td></td>
</tr>
<tr>
<td>LA0731507</td>
<td>50W</td>
<td>4000lm</td>
<td>£9.75</td>
<td>£8.80</td>
<td></td>
</tr>
</tbody>
</table>

### 100W LED Floodlights
- Aluminium alloy body, corrosion resistant
- Fascia glass sealed with silicone rubber
- Built-in constant current driver and power supply, no external ballast required
- 8,000 Lumens
- IP65 Rated
- Cable length: 900mm

#### Technical Data
- Voltage: 230Vac
- Angle: 110°
- Lumens: 4000lm

#### LED Floodlights
- 10W, 20W, 30W, 50W

### 200W LED Floodlights
- High power LED chips
- Aluminium alloy body, corrosion resistant
- Fascia glass sealed with silicone rubber
- Built-in constant current driver and power supply, no external ballast required
- 16,000 Lumens
- IP65 Rated
- Cable length: 900mm

### 500W LED Floodlights
- High power LED chips
- Aluminium alloy body, corrosion resistant
- Fascia glass sealed with silicone rubber
- Built-in constant current driver and power supply, no external ballast required
- 24,000 Lumens
- IP65 Rated
- Cable length: 900mm
- 6400K

### 200W LED Floodlights
- 4000K, 6400K

### 150W LED Floodlights
- 3000K, 4000K, 6400K

### 300W LED Floodlights
- 3000K, 4000K, 6400K

### 500W LED Floodlights
- 4000K, 6400K
### LED Floodlights with PIR

- **Frosted cover made of tempered glass**
- **1,050 - 20,000 Lumens**
- **IP65, IK07 Rated**
- **Cable length: 150mm**

<table>
<thead>
<tr>
<th>Power (W)</th>
<th>Model</th>
<th>Colour</th>
<th>Lumen Range</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>LA0757307</td>
<td>White 3000K</td>
<td>£11.80</td>
<td>£9.95</td>
<td></td>
</tr>
<tr>
<td>20</td>
<td>LA0757407</td>
<td>White 3000K</td>
<td>£11.80</td>
<td>£9.95</td>
<td></td>
</tr>
<tr>
<td>50</td>
<td>LA0757507</td>
<td>Black 3000K</td>
<td>£13.50</td>
<td>£12.60</td>
<td></td>
</tr>
<tr>
<td>50</td>
<td>LA0757607</td>
<td>White 3000K</td>
<td>£13.50</td>
<td>£12.60</td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>LA0757707</td>
<td>Black 4000K</td>
<td>£13.50</td>
<td>£12.60</td>
<td></td>
</tr>
<tr>
<td>100</td>
<td>LA0757807</td>
<td>White 4000K</td>
<td>£13.50</td>
<td>£12.60</td>
<td></td>
</tr>
<tr>
<td>200</td>
<td>LA0757907</td>
<td>Black 6500K</td>
<td>£18.50</td>
<td>£15.40</td>
<td></td>
</tr>
<tr>
<td>200</td>
<td>LA0758007</td>
<td>White 6500K</td>
<td>£18.50</td>
<td>£15.40</td>
<td></td>
</tr>
<tr>
<td>300</td>
<td>LA0758107</td>
<td>Black 4000K</td>
<td>£85.40</td>
<td>£78.50</td>
<td></td>
</tr>
<tr>
<td>300</td>
<td>LA0758207</td>
<td>Black 6500K</td>
<td>£85.40</td>
<td>£78.50</td>
<td></td>
</tr>
<tr>
<td>400</td>
<td>LA0758307</td>
<td>Black 4000K</td>
<td>£139.60</td>
<td>£125.50</td>
<td></td>
</tr>
<tr>
<td>400</td>
<td>LA0758407</td>
<td>Black 6500K</td>
<td>£139.60</td>
<td>£125.50</td>
<td></td>
</tr>
<tr>
<td>500</td>
<td>LA0758507</td>
<td>Black 4000K</td>
<td>£165.50</td>
<td>£161.60</td>
<td></td>
</tr>
<tr>
<td>500</td>
<td>LA0758607</td>
<td>Black 6500K</td>
<td>£165.50</td>
<td>£161.60</td>
<td></td>
</tr>
</tbody>
</table>

### LED Floodlights with PIR

- **Compact yet powerful LED floodlights with PIR**
- **Toughened glass**
- **IP44 Rated**
- **Cable length: 150mm**

<table>
<thead>
<tr>
<th>Power (W)</th>
<th>Model</th>
<th>Colour</th>
<th>Lumen Range</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>LA0732107</td>
<td>10W</td>
<td>£5.98</td>
<td>£5.40</td>
<td></td>
</tr>
<tr>
<td>20</td>
<td>LA0732207</td>
<td>20W</td>
<td>£7.25</td>
<td>£6.64</td>
<td></td>
</tr>
<tr>
<td>30</td>
<td>LA0732307</td>
<td>30W</td>
<td>£9.25</td>
<td>£8.68</td>
<td></td>
</tr>
<tr>
<td>50</td>
<td>LA0732407</td>
<td>50W</td>
<td>£12.95</td>
<td>£11.75</td>
<td></td>
</tr>
</tbody>
</table>

### LED Floodlights with PIR

- **110° & 180° PIRs**
- **Adjustable lux level**
- **12m Range**
- **Time on adjustable: 5sec - 5min**
- **Supply Voltage: 220 - 240V AC**
- **Ambient light: 3 - 2,000Lux (adjustable)**
- **Max. load: 1,200W incandescent and 300W fluorescent**
- **IP65 Rated**
- **Dimensions (WxD): 115x50x80mm**

<table>
<thead>
<tr>
<th>Power (W)</th>
<th>Model</th>
<th>Colour</th>
<th>Lumen Range</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>110°</td>
<td>SR0700307</td>
<td>Black</td>
<td>£9.79</td>
<td>£9.08</td>
<td></td>
</tr>
<tr>
<td>110°</td>
<td>SR0700707</td>
<td>Black</td>
<td>£12.03</td>
<td>£10.52</td>
<td></td>
</tr>
<tr>
<td>180°</td>
<td>SR0700407</td>
<td>White</td>
<td>£9.45</td>
<td>£8.80</td>
<td></td>
</tr>
<tr>
<td>180°</td>
<td>SR0700807</td>
<td>White</td>
<td>£10.71</td>
<td>£10.08</td>
<td></td>
</tr>
</tbody>
</table>

### PIR Motion Sensors with Pet-Immunity

- **Pet friendly selectivity (36kg)**
- **PIR white light immunity**
- **Sensor range: 12m**
- **Model: IS312B**
- **Supplied with wall/ceiling bracket**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>IS312B</td>
<td>£6.93</td>
<td>£6.37</td>
</tr>
<tr>
<td>IS312B &amp; Wall Bracket</td>
<td>£7.71</td>
<td>£6.99</td>
</tr>
</tbody>
</table>

### Lighting Autoswitch

- **A handy ‘push to break’ autoswitch for cupboard and cabinet lights**
- **Normally on, push for off (ie. turns off when cupboard door closes)**
- **2mm depression required for operation - 5.5mm total travel**
- **Switching 1A max. (250V)**
- **Thermoplastic moulding**
- **IP20 rated**
- **Dims (WxD): 35 x 45 x 20mm**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0276107</td>
<td>£2.60</td>
<td>£2.20</td>
</tr>
</tbody>
</table>

### 360° PIR Sensor

- **Detection distance: 6m**
- **Detection angle: 360°**
- **Time delay: 10 seconds to 7 mins**
- **Supply Voltage: 220 - 240V AC**
- **Max. load: 1200W incandescent and 300W fluorescent**
- **Dimensions (ØxD): 115x60mm**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>SR1007007</td>
<td>£7.81</td>
<td>£7.14</td>
</tr>
</tbody>
</table>

### 360° Recessed PIR Sensor

- **Detection distance: 6m**
- **Detection angle: 360°**
- **Time delay: 10 seconds to 15 mins**
- **Supply Voltage: 220 - 240V AC**
- **Ambient light: 3 - 2,000Lux (adjustable)**
- **Max. load: 800W**
- **IP20 Rated**
- **Dimensions (ØxD): 50x65mm**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>SR1007207</td>
<td>£9.04</td>
<td>£8.42</td>
</tr>
</tbody>
</table>

### Wall-Mounted PIR Sensors

- **Detection distance: 12m**
- **Detection angle: 180°**
- **Time delay: 10 seconds to 15 mins**
- **Supply Voltage: 220 - 240V AC**
- **Ambient light: 3 - 2,000Lux (adjustable)**
- **Max. load: 1,200W incandescent and 300W fluorescent**
- **IP65 Rated**
- **Dims (WxD): 115x50x80mm**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>SR1007307</td>
<td>£11.56</td>
<td>£11.10</td>
</tr>
<tr>
<td>SR1007407</td>
<td>£11.56</td>
<td>£11.10</td>
</tr>
</tbody>
</table>

### Complete Photocell Kit

- **Switching delay: 10-15 seconds**
- **Light level: On 20 Lux, Off 80 Lux**
- **Supply Voltage: 240V 50Hz**
- **Switching load: 1000W Resistive, 1800VA Inductive (Relay switching: 10A Max.)**
- **IP65 rated**
- **Photocell dims (HxD): 125x80mm**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Discount</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0378507</td>
<td>£6.50</td>
<td>£5.80</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
**Lighting**

### Oval Bulkhead Lamps
- Polypropylene construction
- IP44 Rated
- Requires fluorescent or LED E27 lamp, max. 11W (not included)
- Voltage: 220 - 240V AC
- Dimensions: (LxWxD): 220x130x91mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0697907</td>
<td>Black</td>
<td>£3.46</td>
<td>£2.95</td>
</tr>
<tr>
<td>LA0799907</td>
<td>White</td>
<td>£3.25</td>
<td>£2.75</td>
</tr>
</tbody>
</table>

### LED Oval Bulkhead Lights
- Class II oval bulkhead light for outdoor use
- Requires fluorescent or LED lamp E27 max. 11W (not included)
- Polypropylene construction with polycarbonate diffuser
- 4000K Colour
- Dimensions (LxWxD): 215x90x110mm
- IP44 Rated

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0799807</td>
<td>Black</td>
<td>£7.95</td>
<td>£7.10</td>
</tr>
<tr>
<td>LA0799907</td>
<td>White</td>
<td>£7.95</td>
<td>£7.10</td>
</tr>
</tbody>
</table>

### Round Garden Bulkhead Lamp
- Polypropylene construction
- Supplied with cable
- IP44 Rated
- Requires fluorescent or LED E27, G5 lamp, max. 11W (not included)
- Voltage: 220 - 240V AC
- Dimensions: (DxD): 190x85mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0697807</td>
<td>Black</td>
<td>£3.67</td>
<td>£3.25</td>
</tr>
<tr>
<td></td>
<td>White</td>
<td>£3.57</td>
<td>£3.25</td>
</tr>
</tbody>
</table>

### LED Round Bulkhead
**Model: Mars**
- Light source: E27
- IP rating: IP44
- Dimensions (DiaxD): 180x100mm
- Material: Polycarbonate and glass
- Requires fluorescent or LED E27, max. 11W (not included)
- Polypropylene construction
- IP44 Rated
- Supplied with cable for outdoor use

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0537807</td>
<td>Black</td>
<td>£6.70</td>
<td>£6.10</td>
</tr>
<tr>
<td></td>
<td>White</td>
<td>£6.70</td>
<td>£6.10</td>
</tr>
</tbody>
</table>

### 12W LED Garden Spike Light
- Ideal replacement for traditional garden light fittings
- Specifically designed for outdoor use
- Easy installation and low maintenance
- Ideal for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0825907</td>
<td>Black</td>
<td>£14.58</td>
<td>£13.85</td>
</tr>
<tr>
<td></td>
<td>White</td>
<td>£14.58</td>
<td>£13.85</td>
</tr>
</tbody>
</table>

### 1.2m Lantern Post Light
- A Class II lantern style lamp post light ideal for outdoor use
- Polycarbonate and glass construction
- IP rating: IP44
- Available in black
- Requires E27 11W (max) LED or CFL lamp

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0846107</td>
<td>Black</td>
<td>£6.15</td>
<td>£5.48</td>
</tr>
<tr>
<td></td>
<td>White</td>
<td>£6.15</td>
<td>£5.48</td>
</tr>
</tbody>
</table>

### Outdoor Dusk-to-Dawn Lights
- Polypropylene construction
- Requires E27, G5 lamp, max. 11W (not included)
- IP44 Rated
- Voltage: 220 - 240V AC
- Dimensions: (HxDxD): 200x140x140mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0698607</td>
<td>Black</td>
<td>£3.95</td>
<td>£3.40</td>
</tr>
<tr>
<td>LA0698707</td>
<td>White</td>
<td>£3.95</td>
<td>£3.40</td>
</tr>
</tbody>
</table>

### Outdoor Lantern
- Polypropylene construction with 6x clear glass faces
- Requires fluorescent or LED E27, G5 lamp, max. 11W (not included)
- Supplied with cable for mains wiring
- Light fitting can be assembled inverted as required
- IP44 Rated
- Voltage: 220-240V AC
- Dimensions (HxDxD): 250x165mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0697607</td>
<td>Black</td>
<td>£7.95</td>
<td>£7.10</td>
</tr>
<tr>
<td>LA0799807</td>
<td>Black</td>
<td>£7.95</td>
<td>£7.10</td>
</tr>
<tr>
<td>LA0799907</td>
<td>Black</td>
<td>£7.95</td>
<td>£7.10</td>
</tr>
<tr>
<td></td>
<td>White</td>
<td>£7.95</td>
<td>£7.10</td>
</tr>
</tbody>
</table>

### Up & Down Outdoor LED WAll Lights
- Wall mounted
- Requires 2x GU10, LED bulbs up to 7W each (not included)
- IP44 Rating
- ABS and polycarbonate construction with polycarbonate diffuser
- Voltage: 220-240V AC
- Dimensions (HxDxD): 215x90x110mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0698207</td>
<td>Square</td>
<td>£8.59</td>
<td>£7.86</td>
</tr>
<tr>
<td>LA0698307</td>
<td>Round</td>
<td>£8.59</td>
<td>£7.86</td>
</tr>
</tbody>
</table>

### Bronx 7W LED Wall Up & Down Light
- Brushed stainless steel, outdoor wall light
- Suitable for lighting doorways and paths or to illuminate features
- Supplied with fixtures
- IP44 Rated
- Lumens: 600
- Power supply: 240V AC
- A Class II lantern wall light ideal for outdoor use
- Polycarbonate and glass construction
- IP rating: IP44

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>1+ Price</th>
<th>5+ Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA080007</td>
<td>Black</td>
<td>£4.23</td>
<td>£3.88</td>
</tr>
<tr>
<td>LA0800107</td>
<td>Black</td>
<td>£4.23</td>
<td>£3.88</td>
</tr>
<tr>
<td>LA0800207</td>
<td>Black</td>
<td>£4.23</td>
<td>£3.88</td>
</tr>
</tbody>
</table>

### Post Top Lantern Lights
- A Class II lantern post light ideal for outdoor use
- IP44 weatherproof rating
- Polypropylene and glass construction
- Requires E27 11W (max) LED or fluorescent lamp
- Suitable for lighting doorways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Ideal for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
- IP65 Rated
- 720 Lumens in green LED colour temperature
- Suitable for use with gardens, pools, outdoor residential areas, walkways, passages, driveways etc.
Outdoor Spike LED Light, GU10
- ABS and clear polycarbonate construction
- Requires 1x GU10 lamp, max. 7W (not included)
- IP44 Rated
- IP65 Rated connector housing (not included)
- 300mm, 2-Core, 0.75mm² rubber cable provided (280mm length)
- Voltage: 220 - 240V AC
- Dimensions: (HxØ) 110x55x55mm / Spike length: 160mm

1+ £3.75 5+ £3.20
code LA0698507

Outdoor Spot Light, GU10
- ABS and clear polycarbonate construction
- 300mm, 2-Core, 0.75mm² rubber cable provided
- Requires GU10 lamp (max. 7W) and IP65 rated connector housing (not included)
- IP44 Rated
- Voltage: 220 - 240V AC
- Dimensions: (HxWxD) 110x55x55mm

1+ £3.56 5+ £3.10
code LA0698407

Battery Powered Parasol Light
- Easy to assemble, no wiring required
- 20 Cool white LEDs
- Requires 3x AA batteries (not included)
- Dimensions (HxD): 60x200mm

1+ £4.05 5+ £3.40
code LA0802407

4W Circular LED Outdoor Wall Lights
- Polycarbonate body and diffuser
- IP65 Rated
- Class II, circular design
- Supply voltage: 240V AC
- Brightness: 270 Lumens
- Colour temperature 4000K

LA0799107 Dark Grey £6.95 £6.20
LA0799207 White £6.95 £6.20

2W Square LED Outdoor Wall Lights
- Polycarbonate body and diffuser
- IP65 Rated
- Glass II, square design
- Supply voltage: 240V AC
- Brightness: 60 Lumens
- Colour temperature 4000K

LA0799307 Dark Grey £5.44 £4.98
LA0799407 White £5.44 £4.98

3W LED Outdoor Wall Lights
- Colour temperature 4000K
- 100lm Brightness
- Polycarbonate body and diffuser
- IP65 Rated
- Available in circular or square design

LA0799307 Dark Grey £6.27 £5.74
LA0799407 White £6.27 £5.74

4W Square LED Outdoor Wall Lights
- Polycarbonate body and diffuser
- IP65 Rated
- Glass II, square design
- Supply voltage: 240V AC
- Brightness: 270 Lumens
- Colour temperature 4000K

LA0798907 Black £7.68 £6.98
LA0799007 White £7.68 £6.98

LED Rectangular Outdoor Wall Lights
- Colour temperature 4000K
- Polycarbonate body and diffuser
- IP65 Rated
- Available in a rectangular design

LA0798407 1.5W 80lm £4.15 £3.76
LA0798507 3W 150lm £5.53 £5.02
LA0798607 3.5W 200lm £6.46 £5.97

For VAT inclusive prices visit cpc.co.uk
3.5W LED Maintained Emergency Bulkhead

- Hinged gear tray and screw terminal connector
- Polycarbonate base and diffuser
- 3.6V Ni-Cd battery
- 20mm Gland entry
- Emergency duration: >3 hours
- Supply Voltage: 220-240V
- Dimensions (WxHxD): 350x120x75mm

1+ £9.50
5+ £8.80

PIM_61503486
code LA0771907

6W Twin Spot Emergency Light

- Polycarbonate base
- 24-Hour recharging time
- Lumens: 168 (DC)/256 (AC)
- Insulated grip handle
- Toughened glass cover
- IP65 Rated
- Dimensions (WxHxD): 365x110x65mm

1+ £14.65
5+ £13.75

PIM_61966440
code LA0700207

3W LED Bulkhead Emergency Lights

- 2x 3W, Fully adjustable twin spot heads
- Over-charge and over-discharge protection
- Lumens: 600lm
- Supply Voltage: 220-240V AC
- Dimensions (WxHxD): 305x305x76mm

1+ £12.20
5+ £11.60

PIM_61503486
code LA0771907

5W LED Maintained Emergency Bulkhead

- Hinged gear tray and screw terminal connector
- Polycarbonate base and diffuser
- 3.6V Ni-Cd battery
- 20mm Gland entry
- Emergency duration: >3 hours
- Supply Voltage: 220-240V
- Dimensions (WxHxD): 320x310x110mm

1+ £8.50
5+ £7.65

PIM_61503486
code LA07804307

5W LED Maintained Emergency Bulkhead

- Polycarbonate base
- 24 Hour recharging time
- Overcharge and overdischarge protection
- Universal (wall, side or ceiling) mounting
- LED indicator light
- Lumens: 190 (AC V), 160 (DC V)
- Recharge time: 24 hours
- Dimensions (WxHxD): 352x110x55mm

1+ £11.95
5+ £10.95

PIM_61503597
code LA0686707

3W LED Bulkhead Emergency Lights

- Non-maintained
- Fully adjustable twin spot heads
- Over-charge and over-discharge protection
- Lumens: 450lm
- Supply Voltage: 220-240V AC
- Dimensions (WxHxD): 320x310x110mm

1+ £8.04
5+ £7.25

PIM_61503486
code LA07804307

3W LED Bulkhead Emergency Lights

- Polycarbonate base
- 24 Hour recharging time
- Lumens: 600lm
- Overcharge and overdischarge protection
- Wire link for maintained or non-maintained
- Continuous illumination: >3 Hours
- IP rating: IP65
- Lumens: 190 (AC V), 160 (DC V)
- Recharge time: 24 hours
- Dimensions (WxHxD): 352x110x55mm

1+ £8.50
5+ £7.65

PIM_61503486
code LA07804307

5W LED Maintained Emergency Bulkhead

- Hinged gear tray and screw terminal connector
- Polycarbonate base and diffuser
- 3.6V Ni-Cd battery
- 20mm Gland entry
- Emergency duration: >3 hours
- Supply Voltage: 220-240V
- Dimensions (WxHxD): 305x305x76mm

1+ £12.20
5+ £11.60

PIM_61503486
code LA0771907

2W LED Twin Spot Emergency Light

- 27x Bright white LEDs, 0.06W per LED
- Thermoplastic, polycarbonate housing
- Reliable, emergency backup of 3 hours
- Universal (wall, side or ceiling) mounting
- LED indicator light
- Lumens: 140
- Recharge time: 24 hours
- Dimensions (WxHxD): 135x110x65mm

1+ £7.65
5+ £6.90

PIM_61503597
code LA0686707

2W LED Maintained Emergency Bulb

- Polycarbonate base
- 1.5m Cable
- Insulated grip handle
- Toughened glass cover
- IP65 Rated
- Supply voltage: 65-265V

1+ £15.25
5+ £13.95

PIM_61776699
code LA0687307

7W LED Work Lights

- Tilts up and down with 360° rotation
- Lithium ion rechargeable battery
- Contents: Floodlight, mains charger and car charger

1+ £19.95
5+ £17.95

PIM_61776699
code LA0687307

Outdoor Rechargeable LED Work Lights

- Tilts up and down with 360° rotation
- Lithium ion rechargeable battery
- Contents: Floodlight, mains charger and car charger

1+ £15.25
5+ £13.95

PIM_61776699
code LA0687307

3W LED Maintained Emergency Light

- Non-maintained
- Fully adjustable twin spot heads
- Over-charge and over-discharge protection
- Continuous illumination for more than 3 hours
- Self-test function
- Wall-mounted
- Emergency duration: >3 hours
- IP65 Rated
- 3.6V, 1.5Ah Nickel Cadmium battery
- Dimensions (WxHxD): 345x106x76mm

1+ £8.50
5+ £7.65

PIM_61503486
code LA07804307

7W LED Maintained Emergency Light

- Non-maintained
- Fully adjustable twin spot heads
- Over-charge and over-discharge protection
- Continuous illumination: >3 Hours
- Power: 2x 3W
- Dimensions (WxHxD): 320x310x110mm

1+ £26.50
5+ £24.60

PIM_61503486
code LA07804307
<table>
<thead>
<tr>
<th>Product Name</th>
<th>Brand</th>
<th>Price</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>24 LED Work Light</td>
<td>PROELEC</td>
<td>£1.85</td>
<td>£1.70</td>
</tr>
<tr>
<td>0.5W LED Aluminium Torch</td>
<td>PROELEC</td>
<td>£88p</td>
<td>£85p</td>
</tr>
<tr>
<td>Big Larry Power LED Work Light</td>
<td>NEBO</td>
<td>£7.45</td>
<td>£7.20</td>
</tr>
<tr>
<td>3W LED Handheld Work Light</td>
<td>PROELEC</td>
<td>£3.95</td>
<td>£3.50</td>
</tr>
<tr>
<td>24 LED Mini Work Light</td>
<td>PROELEC</td>
<td>£1.85</td>
<td>£1.70</td>
</tr>
<tr>
<td>9 LED Aluminium Torch</td>
<td>PROELEC</td>
<td>£1.57</td>
<td>£1.35</td>
</tr>
<tr>
<td>LED Telescopic Torch</td>
<td>PROELEC</td>
<td>£2.10</td>
<td>£1.95</td>
</tr>
<tr>
<td>10 LED USB Book Light</td>
<td>PROELEC</td>
<td>£1.85</td>
<td>£1.70</td>
</tr>
<tr>
<td>TIKKINA LED Head Torch</td>
<td>PETZL</td>
<td>£4.50</td>
<td>£3.80</td>
</tr>
<tr>
<td>3W COB LED Head Torch</td>
<td>protech</td>
<td>£1.57</td>
<td>£1.35</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
<table>
<thead>
<tr>
<th>Product Description</th>
<th>Code</th>
<th>Price excl VAT</th>
<th>Discounted Price excl VAT</th>
<th>Code</th>
<th>Price incl VAT</th>
<th>Discounted Price incl VAT</th>
</tr>
</thead>
<tbody>
<tr>
<td>Vision LED Head Torch</td>
<td>LA0655907</td>
<td>£5.38</td>
<td>£4.86</td>
<td>PM_61328149</td>
<td>£5.92</td>
<td>£5.43</td>
</tr>
<tr>
<td>Carabiner LED Torch</td>
<td>LA0699407</td>
<td>£1.90</td>
<td>£1.60</td>
<td>PM_61952334</td>
<td>£2.20</td>
<td>£1.90</td>
</tr>
<tr>
<td>COB LED Round Worklight</td>
<td>LA0773807</td>
<td>£2.85</td>
<td>£2.60</td>
<td>PM_61976178</td>
<td>£3.10</td>
<td>£2.80</td>
</tr>
<tr>
<td>Mini Work Light</td>
<td>LP0574307</td>
<td>£1.40</td>
<td>£1.28</td>
<td>PM_676191</td>
<td>£1.50</td>
<td>£1.30</td>
</tr>
<tr>
<td>LED Push Lights</td>
<td>LA06802907 Round</td>
<td>£1.98</td>
<td>£1.80</td>
<td>LA06802907 Triangle</td>
<td>£1.50</td>
<td>£1.22</td>
</tr>
<tr>
<td>Flexible Clip-On Dual LED Light</td>
<td>LA0802707</td>
<td>£2.40</td>
<td>£1.96</td>
<td>PM_62194616</td>
<td>£2.60</td>
<td>£2.14</td>
</tr>
<tr>
<td>Mini Worklight</td>
<td>LA0772807</td>
<td>£2.50</td>
<td>£2.20</td>
<td>PM_61976178</td>
<td>£2.70</td>
<td>£2.40</td>
</tr>
<tr>
<td>3W LED Heavy Duty Lantern</td>
<td>LA06802907</td>
<td>£5.80</td>
<td>£5.00</td>
<td>PM_61509823</td>
<td>£6.40</td>
<td>£5.70</td>
</tr>
<tr>
<td>LED Bicycle Light Set</td>
<td>LA0772907</td>
<td>£3.90</td>
<td>£3.45</td>
<td>PM_61509823</td>
<td>£4.30</td>
<td>£3.80</td>
</tr>
</tbody>
</table>

All prices exclude VAT

**Specs for Carabiner LED Torch**
- 1W COB
- 3x Light modes
- Magnet on underside
- Weatherproof
- 50 Hours runtime
- Supplied with 2x CR2032 batteries
- Colour may vary (blue, red or silver)
- Dims (WxHxD): 65x33x19mm
- Lumens: 30

**Specs for Flashlight**
- Aluminium head torch
- 3 Settings: high, low & flashing
- 90° Rotational swivel
- Beam distance: 50m
- Brightness: 80 Lumens
- 2x White LEDs

**Specs for HD LED Head Torch**
- Aluminium head torch
- 3 Settings: high, low & flashing
- 90° Rotational swivel
- Beam distance: 50m
- Brightness: 80 Lumens
- 2x White LEDs

**Specs for HD+ LED Head Torch**
- Aluminium head torch
- 3 Settings: high, low & flashing
- 90° Rotational swivel
- Beam distance: 50m
- Brightness: 80 Lumens
- 2x White LEDs

**Specs for HD+ Focus LED Head Torch**
- Aluminium head torch
- 3 Settings: high, low & flashing
- 90° Rotational swivel
- Beam distance: 50m
- Brightness: 80 Lumens
- 2x White LEDs

**Specs for LED Bicycle Light Set**
- LED front and rear light set
- Comprising one red and one white flashlight
- 2x Light modes: steady or flashing
- Supplied with mounting brackets and 4x AAA batteries

**Specs for LED Motion Sensor Light**
- Round worklight with super-bright, 120 Lumen output
- COB (chip on board) technology
- Strong magnet on the back and a fold-away, 360° swivel hanging hook for hands-free use
- Rubber coated for added protection
- Supplied with 3x AAA batteries

**Specs for COB LED Round Worklight**
- Round worklight with super-bright, 120 Lumen output
- COB (chip on board) technology
- Strong magnet on the back and a fold-away, 360° swivel hanging hook for hands-free use
- Rubber coated for added protection
- Supplied with 3x AAA batteries

**Specs for LED Push Lights**
- Compact LED push lights
- Adhesive backing for easy mounting
- Powered by 3x AAA batteries (not included)
- Supplied in packs of 3x round or 2x triangular lights

**Specs for LED HD LED Head Torch**
- Aluminium head torch
- 3 Settings: high, low & flashing
- 90° Rotational swivel
- Beam distance: 50m
- Brightness: 80 Lumens
- 2x White LEDs

**Specs for LED HD+ LED Head Torch**
- Aluminium head torch
- 3 Settings: high, low & flashing
- 90° Rotational swivel
- Beam distance: 50m
- Brightness: 80 Lumens
- 2x White LEDs

**Specs for LED HD+ Focus LED Head Torch**
- Aluminium head torch
- 3 Settings: high, low & flashing
- 90° Rotational swivel
- Beam distance: 50m
- Brightness: 80 Lumens
- 2x White LEDs
For VAT inclusive prices visit cpc.co.uk

45W LED Panel Drivers

- Driver for use with LED panels
- Instant start
- Constant current output
- Non-dimmable
- Available in standard or flicker-free versions

Technical Data
- Power: 45W
- Input Voltage: 200 - 240V AC
- Output Voltage: 30-42V DC
- Amps: 1.050mA
- IP Rating: IP20

<table>
<thead>
<tr>
<th>Code</th>
<th>Type</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0699107</td>
<td>Flicker-Free</td>
<td>£12.80</td>
<td>£11.80</td>
</tr>
<tr>
<td>LA0803007</td>
<td>Standard</td>
<td>£6.50</td>
<td>£6.18</td>
</tr>
</tbody>
</table>

26W Fluorescent Electronic Ballast

- Lamp configuration: 2 lamps in parallel
- Energy efficient design
- Long life of 30,000 hours
- High PFC, Low THD
- Abnormal Protection
- Temperature: -10°C to 50°C
- Input Voltage: 220 - 240Vac
- Dimensions (LxWxD): 123x67x30mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Type</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0517507</td>
<td>7W</td>
<td>£3.29</td>
<td>£3.05</td>
</tr>
<tr>
<td>LA0517607</td>
<td>12W</td>
<td>£5.29</td>
<td>£4.69</td>
</tr>
<tr>
<td>LA0517707</td>
<td>22W</td>
<td>£6.81</td>
<td>£6.49</td>
</tr>
<tr>
<td>LA0517807</td>
<td>30W</td>
<td>£9.85</td>
<td>£8.69</td>
</tr>
</tbody>
</table>

12V Constant Voltage LED Driver

- Overload, short circuit and over heat protection
- Non-dimmable
- Isolation class: Class II, SELV
- Recommended input and output cable: 0.75mm²

Technical Data
- Input Voltage: 220-240V AC
- Input current: 130-150mA
- Power Factor: 0.5 (min)
- Output Voltage: 12V DC
- Output Power: 15W (Max)
- Output Current: 1.25A (Max)
- Ambient Temperature: 45°C
- IP Rating: IP20

<table>
<thead>
<tr>
<th>Code</th>
<th>Type</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0453807</td>
<td>1 Gang</td>
<td>£1.11</td>
<td>£1.02</td>
</tr>
<tr>
<td>LA0453907</td>
<td>2 Gang</td>
<td>£1.27</td>
<td>£1.16</td>
</tr>
</tbody>
</table>

EcoClick Starters

Premium-quality glow switch starters for igniting fluorescent lamps with electromagnetic ballast.
- Cap: 2P
- Voltage: 220-240V
- Dimensions (LxW): 40x22mm

Model: S2
- Lamp Wattage: 4-22W

Model: S10
- Lamp Wattage: 4-65W

<table>
<thead>
<tr>
<th>Code</th>
<th>Type</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0213007</td>
<td>FSU 4-80W</td>
<td>£0.38</td>
<td>£0.32</td>
</tr>
<tr>
<td>LA0223107</td>
<td>FS2 4-22W</td>
<td>£0.60</td>
<td>£0.50</td>
</tr>
<tr>
<td>LA0232207</td>
<td>FS12 100-125W</td>
<td>£1.10</td>
<td>£0.90</td>
</tr>
</tbody>
</table>

BS Approved Fluorescent Starters

Model: S2
- Lead free glass component
- Up to 10,000 switches
- 110-130V / 75-125W

<table>
<thead>
<tr>
<th>Code</th>
<th>Type</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0233007</td>
<td>FSU 4-80W</td>
<td>£0.38</td>
<td>£0.32</td>
</tr>
<tr>
<td>LA0233107</td>
<td>FS2 4-22W</td>
<td>£0.60</td>
<td>£0.50</td>
</tr>
<tr>
<td>LA0233207</td>
<td>FS12 100-125W</td>
<td>£1.10</td>
<td>£0.90</td>
</tr>
</tbody>
</table>

12V Dimmable Halogen Lighting Transformer

- Overload, short circuit and over heat protection
- 24cm Input and Output tails
- Dimmable (Phase cut off dimmer)
- Isolation class: Class II, SELV

Technical Data
- Input Voltage: 220 - 240Vac
- Output Voltage: 12-15V DC
- Output Power: 30W
- Output Current: 3.0A (Max)
- Ambient Temperature: 45°C
- IP Rating: IP20

<table>
<thead>
<tr>
<th>Code</th>
<th>Type</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>LA0518107</td>
<td>36W</td>
<td>£5.45</td>
<td>£4.98</td>
</tr>
<tr>
<td>LA0518207</td>
<td>58W</td>
<td>£7.60</td>
<td>£7.20</td>
</tr>
</tbody>
</table>
**GU5.3 Lampholder**
- 150mm Cable attached
- Code LA0452607

**GU10 Lampholder**
- Conforms to BSEN61184
- Cable size: 1mm²
- Code LA0452507

**Halogen Bulb Remover**
- Use with caution when removing LED bulbs
- Code LP0325107

**BC Cordgrip Pendant Lampholder - T2**
- Conforms to BSEN61184
- Cable size: 1mm²
- Dimensions (HxW): 23x32mm
- Code PL1487607

**GU10 Lampholder with Cable**
- 190mm of cable supplied
- Dimensions (H): 23x32mm
- Code LA0452507

**GU10 Lampholder with Extension Lead**
- A clip-on lampholder with a 13A plug (with 5A fuse) and 2m lead. Ideal for indoor use in kitchens, workshops, offices and garages. Suitable for use with bulbs with a maximum power rating of 60W max.

**BC Brass Lampholder**
- Die cast aluminum/satin nickel body
- Code LP0325107

**6” Pendant Set**
- Model: 3450
- BS 67, BSEN 61184
- 0.75mm² twin core circular cord

**Threaded Entry Cordgrip Lampholders - BC**
- 1/4” or 10mm Cordgrip lampholders
- Straight skirt
- Conforms to BSEN61184
- Cable size: 1mm²
- Code PL1487707

**Waterproof Boxes with Terminal Block**
- Model: PRC007
- BS 67, BSEN 61184
- 0.75mm² Twin-core circular cord
- Code PL1486707

**BC Clip-On Lampholder with Extension Lead**
- Conforms to BS67, BSEN61184
- Cable size: 2x 1.5mm²
- Code PL1486807

**Lamp Socket Converters**
- Range of converters that allows one type of lamp to be used with a different connection

**Model: 2041**
- 6AX 1 way SP ceiling switch
- Dimensions (BxH): 68.5x42.5mm
- 1.5m long white pullcord
- Fully rated for fluorescent or inductive loads

**Model: 2067**
- 50A 1 way DP ceiling pull switch
- Neon and mechanical indicator
- Integral pattress
- Can mount to large circular conduit box
- Conforms to BS67, BSEN61184
- Cable size: 2x 1.5mm²
- Fire retardant Level: V2

**BC Batten Lampholder - T2**
- Conforms to BS67, BSEN61184
- Cable size: 2x 1.5mm²
- Code PL148607

**Lighting Accessories**
- 1/2” or 10mm Cordgrip lampholders
- Conforms to BSEN61184
- Code PL1487607

**Conductive Entry Cordgrip - BC**
- Threaded entry cordgrip lampholders
- Code PL1487707

---

**All prices exclude VAT**

---

**22**
Metalclad Light Switches - 10A

- 40mm Depth mounting box
- Knockouts at top and sides
- Conforms to BS EN60669

<table>
<thead>
<tr>
<th>Code</th>
<th>Single</th>
<th>Double</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0940607</td>
<td>£1.34</td>
<td>£2.13</td>
</tr>
<tr>
<td>PL0940707</td>
<td>£1.82</td>
<td>£3.50</td>
</tr>
<tr>
<td>PL1512407</td>
<td>£1.48</td>
<td>£2.28</td>
</tr>
</tbody>
</table>

1 Gang Fused Connection Unit 13A

- Terminals suitable for 3x2.5mm², 2x4mm²
- BS 1363

<table>
<thead>
<tr>
<th>Code</th>
<th>Single</th>
<th>Double</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0921807</td>
<td>£1.90</td>
<td>£1.75</td>
</tr>
<tr>
<td>PL0921907</td>
<td>£1.50</td>
<td>£1.35</td>
</tr>
<tr>
<td>PL0922007</td>
<td>£2.00</td>
<td>£1.80</td>
</tr>
<tr>
<td>PL0922107</td>
<td>£1.50</td>
<td>£1.35</td>
</tr>
</tbody>
</table>

Light Switches

- 6A, 10AX rated for fluorescent and inductable loads

<table>
<thead>
<tr>
<th>Code</th>
<th>Single</th>
<th>Double</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1572907</td>
<td>£1.90</td>
<td>£1.70</td>
</tr>
<tr>
<td>PL1573007</td>
<td>£2.75</td>
<td>£2.55</td>
</tr>
</tbody>
</table>

Connection Unit

- Terminals suitable for 3x2.5mm², 2x4mm²
- BS 1363

<table>
<thead>
<tr>
<th>Code</th>
<th>Single</th>
<th>Double</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1275007</td>
<td>£2.50</td>
<td>£2.35</td>
</tr>
<tr>
<td>PL1275107</td>
<td>£3.10</td>
<td>£2.80</td>
</tr>
<tr>
<td>PL1275207</td>
<td>£1.90</td>
<td>£1.75</td>
</tr>
<tr>
<td>PL1275307</td>
<td>£1.50</td>
<td>£1.35</td>
</tr>
<tr>
<td>PL1275407</td>
<td>£1.80</td>
<td>£1.70</td>
</tr>
<tr>
<td>PL1275507</td>
<td>£2.60</td>
<td>£2.40</td>
</tr>
<tr>
<td>PL1275607</td>
<td>£2.90</td>
<td>£2.75</td>
</tr>
<tr>
<td>PL1275707</td>
<td>£3.80</td>
<td>£3.60</td>
</tr>
<tr>
<td>PL1275807</td>
<td>£4.65</td>
<td>£4.25</td>
</tr>
<tr>
<td>PL1275907</td>
<td>£10.03</td>
<td>£9.34</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
13A Switched Sockets

- Twin earth fitted as standard
- Ideal for retrofit, fits 25mm box
- Dimensions (WxH): 146.5x86mm

Metalclad 13A Switched Sockets

- 40mm Depth mounting box
- Conforms to BS 1363

Metalclad 13A Fused Spur

- 40mm Depth mounting box

13A Switched Socket with Neon

- Terminals suitable for 3x2.5mm², 2x4mm²
- BS1363

All prices exclude VAT

2-Gang Power & USB Charging Wallplate

- Twin earth fitted as standard
- Ideal for retrofit, fits 25mm box
- Dimensions (WxH): 146.5x86mm
- 5V, 2.1A Max. output per socket
- Fits a 25mm wall box
- Dimensions (WxH): 146x86mm

Mains Wallplates with USB Charging Sockets 4.8A

- 5V, 2.4A Max. output per socket
- Fits a 25mm wall box
- Dimensions (WxH): 86x86mm
MAINS ELECTRICAL

2-Gang Power & USB Charging Wallplates

- Fits a 25mm wall box
- Dimensions (WxH): 146x86mm

2.1A USB Sockets
- PL149507 White Moulded £5.80 £5.00
- PL1514907 Chrome Plated £9.46 £8.64
- PL1515007 Stainless Steel £9.40 £8.54
- PL1515307 Black Nickel £9.40 £8.54

2.4A USB Sockets
- PL1563407 White Moulded £5.30 £4.93

13A Stainless Steel Floor Sockets

- Spring loaded lid
- Conforms to BS1363
- Single dimensions: (HxWxD) 94x85x25mm
- Double dimensions: (HxWxD) 94x145x25mm

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1122407</td>
<td>Control Switch</td>
<td>£3.95</td>
<td>£3.75</td>
</tr>
<tr>
<td>PL1122507</td>
<td>+ Neon</td>
<td>£7.52</td>
<td>£6.96</td>
</tr>
</tbody>
</table>

Brass Effect Floor Socket - 13A

- 13A Floor box
- 240V Conforms to BS1363
- Single dimensions: (HxWxD) 94x85x25mm
- Double dimensions: (HxWxD) 94x145x25mm

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1122607</td>
<td>Switched</td>
<td>£6.50</td>
<td>£6.00</td>
</tr>
<tr>
<td>PL1122707</td>
<td>Unswitched</td>
<td>£10.50</td>
<td>£9.50</td>
</tr>
</tbody>
</table>

13A Fused Connection Units

- See website for full information

<table>
<thead>
<tr>
<th>Switched</th>
<th>Description</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1184407</td>
<td>Neon</td>
<td>£2.90</td>
<td>£2.70</td>
</tr>
<tr>
<td>PL1196007</td>
<td>Yes</td>
<td>£3.20</td>
<td>£3.10</td>
</tr>
</tbody>
</table>

Fused Connection Units

- Twin earth terminals for easy cable connection

<table>
<thead>
<tr>
<th>Unswitched</th>
<th>Description</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1184507</td>
<td>Neon</td>
<td>£2.80</td>
<td>£2.60</td>
</tr>
<tr>
<td>PL1296007</td>
<td>Yes</td>
<td>£2.70</td>
<td>£2.60</td>
</tr>
</tbody>
</table>

45A DP Control Switches

<table>
<thead>
<tr>
<th>In-Line Switch</th>
<th>Description</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1404407</td>
<td>Switch</td>
<td>£4.99</td>
<td>£4.50</td>
</tr>
<tr>
<td>PL1404507</td>
<td>Switch + Neon</td>
<td>£4.95</td>
<td>£4.50</td>
</tr>
</tbody>
</table>

20A Double Pole Switch

- Fitted with knockout position
- Use with or without cord outlet
- Cord outlet suitable for 10mm outside diameter cord
- Two earthing terminals are fitted
- Dimensions: 86x86mm

<table>
<thead>
<tr>
<th>Shaver Socket</th>
<th>Description</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1404404</td>
<td>Switch</td>
<td>£4.99</td>
<td>£4.50</td>
</tr>
<tr>
<td>PL1404507</td>
<td>Switch + Neon</td>
<td>£4.95</td>
<td>£4.50</td>
</tr>
</tbody>
</table>

Industrial Control Station Switches

- Control station pushbutton or key selector switches
- 2x M16/20 Cable entry knockouts (top and bottom)
- IP65 Rated
- UL/CSA Approved

Model: APSFR
- 3-Gang, pushbutton switch
- 2x Green and 1x red pushbutton
- Supplied with 5x legend stickers (‘UP’, ‘DOWN’, ‘FORWARD’, ‘REVERSE’ and blank)
- Dimensions (WxHxD): 70x137x62mm

Model: APSOFK
- 2-Position, key selector switches
- Supplied with 3x legend stickers (2x ‘0/1’ and 1x ‘OFF/ON’) and 4x keys
- Pack of 2x switches
- Dimensions (WxHxD): 70x70x62mm

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1576407</td>
<td>APSFR</td>
<td>£8.34</td>
<td>£7.54</td>
</tr>
<tr>
<td>PL1576607</td>
<td>APSFK</td>
<td>£11.42</td>
<td>£10.21</td>
</tr>
<tr>
<td>PL1576707</td>
<td>APSOFR</td>
<td>£12.97</td>
<td>£11.81</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
## MAINS ELECTRICAL

### Blanking Plates

- 1 & 2 gang blanking plates
- White moulded

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1282607</td>
<td>£0.42</td>
<td>£0.38</td>
</tr>
<tr>
<td>PL1282707</td>
<td>£0.53</td>
<td>£0.48</td>
</tr>
</tbody>
</table>

### Blanking Plates

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1182307</td>
<td>£0.60</td>
<td>£0.50</td>
</tr>
<tr>
<td>PL1182407</td>
<td>£0.60</td>
<td>£0.50</td>
</tr>
</tbody>
</table>

### Blanking Plates

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1187707</td>
<td>£1.30</td>
<td>£1.10</td>
</tr>
<tr>
<td>PL1187807</td>
<td>£2.90</td>
<td>£2.60</td>
</tr>
</tbody>
</table>

### Finger Plate

- Designed to protect wall coverings from finger marks
- Supplied in packs of two

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1002707</td>
<td>£0.74</td>
<td>£0.67</td>
</tr>
<tr>
<td>PL1498807</td>
<td>£0.78</td>
<td>£0.71</td>
</tr>
</tbody>
</table>

### Cable Access Grommets

100mm Cable access grommets with a push fitting top cover that rotates to reveal access holes which are passed over the cable before the cover is fitted. Elongated slot of 75x12mm.

- Manufactured from ABS

### Finger Plate

- Designed to protect wall coverings from finger marks
- Supplied in packs of two

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1002707</td>
<td>£0.74</td>
<td>£0.67</td>
</tr>
<tr>
<td>PL1498807</td>
<td>£0.78</td>
<td>£0.71</td>
</tr>
</tbody>
</table>

### 2-Gang Socket Shelf

- Fits most 2-gang socket faceplates
- Raised, rounded profile
- Concealed fixings
- Fixings supplied
- Dimensions (WxHxD): 146x114x39mm

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1182307</td>
<td>£0.60</td>
<td>£0.50</td>
</tr>
<tr>
<td>PL1182407</td>
<td>£0.60</td>
<td>£0.50</td>
</tr>
</tbody>
</table>

### 2-Gang Socket Shelf

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1187707</td>
<td>£1.30</td>
<td>£1.10</td>
</tr>
<tr>
<td>PL1187807</td>
<td>£2.90</td>
<td>£2.60</td>
</tr>
</tbody>
</table>

### Co-Axial Socket Outlets

Model: 7265
- 1 Gang TV/FM coax socket
- 1-Way direct connection
- BS 3041
- Dimensions: 86x86mm

Model: 7269
- 1-Way, F-type satellite socket

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1187707</td>
<td>£1.30</td>
<td>£1.10</td>
</tr>
<tr>
<td>PL1187807</td>
<td>£2.90</td>
<td>£2.60</td>
</tr>
</tbody>
</table>

### Co-Axial Socket Outlets

Model: 7265
- 1 Gang TV/FM coax socket
- 1-Way direct connection
- BS 3041
- Dimensions: 86x86mm

Model: 7269
- 1-Way, F-type satellite socket

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1187707</td>
<td>£1.30</td>
<td>£1.10</td>
</tr>
<tr>
<td>PL1187807</td>
<td>£2.90</td>
<td>£2.60</td>
</tr>
</tbody>
</table>

### PIR Mains Switch - Unswitched

- The switch will allow fans or lights operate up to a point where no moving body heat is detected
- Fits standard 1-gang box (25mm depth required)
- 3-Wire switches (requires neutral)
- Power Ratings: Max. 10A for incandescent lamps or 3A for energy savings lamps, fluorescent lights and exhaust fans

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1085907</td>
<td>£9.38</td>
<td>£9.20</td>
</tr>
</tbody>
</table>

### Surface Moulded Boxes

Model: 9041
- 1 Gang 44mm deep moulded back box
- BS 5733
- Dimensions: 87x87x44mm

Model: 9043
- 1 Gang 20mm deep moulded back box
- With earth terminal
- Dimensions: 87x87x20mm

Model: 9047
- 1 Gang 29mm deep moulded back box
- Dimensions: 87x87x29mm

Model: 9048
- 2 Gang 29mm deep moulded back box
- Dimensions: 147x87x29mm

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1188107</td>
<td>£1.50</td>
<td>£1.40</td>
</tr>
<tr>
<td>PL1188207</td>
<td>£0.70</td>
<td>£0.65</td>
</tr>
<tr>
<td>PL1188307</td>
<td>£0.90</td>
<td>£0.80</td>
</tr>
<tr>
<td>PL1188407</td>
<td>£1.10</td>
<td>£1.00</td>
</tr>
<tr>
<td>PL1188507</td>
<td>£1.30</td>
<td>£1.20</td>
</tr>
</tbody>
</table>

### 1 Gang Pattress Boxes

- Conforms to BS5733

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0430307</td>
<td>£0.37</td>
<td>£0.34</td>
</tr>
<tr>
<td>PL0430407</td>
<td>£0.53</td>
<td>£0.47</td>
</tr>
</tbody>
</table>

### 2 Gang Pattress Boxes

- Conforms to BS5733

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1280907</td>
<td>£0.59</td>
<td>£0.55</td>
</tr>
<tr>
<td>PL1281007</td>
<td>£0.62</td>
<td>£0.58</td>
</tr>
<tr>
<td>PL1281107</td>
<td>£0.90</td>
<td>£0.85</td>
</tr>
</tbody>
</table>

### Dry Lining Boxes - 35mm

- Will fit wall facing/ceilings 3-18mm thick
- Minimum recess: Single: 75x75mm, Double: 75x135mm
- Conforming to BS 5733

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0430307</td>
<td>£0.37</td>
<td>£0.34</td>
</tr>
<tr>
<td>PL0430407</td>
<td>£0.53</td>
<td>£0.47</td>
</tr>
</tbody>
</table>

### Dry Lining Boxes - 35mm

- Will fit wall facing/ceilings 3-18mm thick
- Minimum recess: Single: 75x75mm, Double: 75x135mm
- Conforming to BS 5733

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1181107</td>
<td>£0.59</td>
<td>£0.55</td>
</tr>
<tr>
<td>PL1281007</td>
<td>£0.62</td>
<td>£0.58</td>
</tr>
<tr>
<td>PL1281107</td>
<td>£0.90</td>
<td>£0.85</td>
</tr>
</tbody>
</table>

### Dry Lining Boxes - 35mm

- Will fit wall facing/ceilings 3-18mm thick
- Minimum recess: Single: 75x75mm, Double: 75x135mm
- Conforming to BS 5733

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0430307</td>
<td>£0.37</td>
<td>£0.34</td>
</tr>
<tr>
<td>PL0430407</td>
<td>£0.53</td>
<td>£0.47</td>
</tr>
</tbody>
</table>

### Dry Lining Boxes - 35mm

- Will fit wall facing/ceilings 3-18mm thick
- Minimum recess: Single: 75x75mm, Double: 75x135mm
- Conforming to BS 5733

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1181107</td>
<td>£0.59</td>
<td>£0.55</td>
</tr>
<tr>
<td>PL1281007</td>
<td>£0.62</td>
<td>£0.58</td>
</tr>
<tr>
<td>PL1281107</td>
<td>£0.90</td>
<td>£0.85</td>
</tr>
</tbody>
</table>
Surface Mount Pattress Boxes
- Flame retardant urea moulding
- Conforming to BS5733

1-Gang
- Depth 1+ 10+
- PL0914107 16mm £0.33 £0.30
- PL0429207 25mm £0.35 £0.32
- PL0429407 45mm £0.67 £0.63

2-Gang
- PL0429607 25mm £0.49 £0.45
- PL0429707 32mm £0.61 £0.55

2-Gang + Clamp & Earth Terminal
- PL0429807 45mm £0.87 £0.82

Dual Pattress Box - 32mm
- Brass threaded inserts with multiple knockouts

2 Gang Installation Boxes
- Model: SB636
  - 35mm, 2 Gang metal back box with fixed lugs
  - 16x20mm Knockouts
  - Dimensions: 154x68.3x35mm
- Model: SFSB628
  - 47mm, 2 Gang flush steel box
  - 1x Adjustable, 1x fixed lug
  - 4x 20/25mm Knockouts
  - Dimensions: 129x68.3x47mm

Flush Steel Back Boxes
- 1-Gang
  - Knockouts Depth 1+ 10+
  - PL1178407 SFSB623 £0.30 £0.28
  - PL1179207 SF615 £0.40 £0.38

Metal Clad Mounting Boxes
- Electroplated and coated with brass earth terminals
- Back box depth: 40mm
- Knockouts: 20mm
- Dimensions (1-Gang) (WxH): 80x80mm
- Dimensions (2-Gang) (WxH): 140x80mm

Dry Lining Boxes
- Flush, wall mounting backing boxes for switches, sockets and connection units. The boxes are designed to be quickly fitted into partitioned walls and feature horizontally/vertically adjustable lugs (for 6-20mm board thicknesses), flange to cover irregular cut-outs, cable access points and standard fixing centres for face plates. The boxes are either 35mm or 47mm deep.

For VAT inclusive prices visit cpc.co.uk
MAINS ELECTRICAL

1 Gang Dry Lining Boxes

**Model: SB632**
- 47mm 1 gang with adjustable lugs
- Dims: 83x83x48mm
- Cut out: 73x73mm

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1178007</td>
<td>55p</td>
<td>38p</td>
</tr>
<tr>
<td>PM_650147</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Dry Lining Box**

- Suitable for board thicknesses of 6.35 to 15mm
- Cut out: 73x73mm
- Depth: 38mm

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL266307</td>
<td>34p</td>
<td>50p</td>
</tr>
<tr>
<td>PM_650130</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Circular Dry Lining Box**

- 35mm, 1 gang, 2x 20mm knockouts
- 80mm Diameter
- Cut out dimensions: 63mm diameter

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1177807</td>
<td>50p</td>
<td>40p</td>
</tr>
<tr>
<td>PM_650130</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**EZYLINK Dry Lining Boxes**

- Dry lining boxes with connector that securely link cavity boxes together to form a run of electrical accessories
- Can be used as a standalone dry lining box
- Fixing arms can be removed allowing the connecting device to be inserted

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0303607</td>
<td>1 Gang £0.68</td>
<td>£0.55</td>
</tr>
<tr>
<td>PL0303707</td>
<td>2 Gang £0.65</td>
<td>£0.52</td>
</tr>
</tbody>
</table>

Electrical Screws

- Nickel coated steel screws with Phillips head and M3.5 thread
- Available in 25mm, 40mm or 50mm lengths
- Supplied in packs of 90

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Price 1+</th>
<th>Price 10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>25mm</td>
<td>PL1600507</td>
<td>£1.34</td>
<td>£1.23</td>
</tr>
<tr>
<td>40mm</td>
<td>PL1600607</td>
<td>£1.50</td>
<td>£1.30</td>
</tr>
<tr>
<td>50mm</td>
<td>PL1600707</td>
<td>£1.50</td>
<td>£1.30</td>
</tr>
</tbody>
</table>

**2 Way Pull Cord Ceiling Switch - 6A**

- Unswitched

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0925007</td>
<td>£1.70</td>
<td>£1.55</td>
</tr>
</tbody>
</table>

**BC Ceiling Pendants - T2**

- 85mm diameter

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0924307</td>
<td>£1.15</td>
<td>£1.04</td>
</tr>
<tr>
<td>PL0924407</td>
<td>£1.42</td>
<td>£1.25</td>
</tr>
</tbody>
</table>

**BC Cord Grip Lampholder - T2**

- Unswitched

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0924607</td>
<td>£0.66</td>
<td>£0.59</td>
</tr>
<tr>
<td>PL0924707</td>
<td>£0.66</td>
<td>£0.59</td>
</tr>
<tr>
<td>PL0924807</td>
<td>£0.79</td>
<td>£0.72</td>
</tr>
<tr>
<td>PL0924907</td>
<td>£0.88</td>
<td>£0.78</td>
</tr>
</tbody>
</table>

**45A Pull Cord Ceiling Switch**

- Approximately 1.5 metre cord

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0924007</td>
<td>£6.47</td>
<td>£5.70</td>
</tr>
</tbody>
</table>

**Quickfit UK Mains Plugs**

- Quickfit type cord grip and BS1363 approved
- Cord grip

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1315007</td>
<td>3A £0.65</td>
<td>£0.58</td>
</tr>
<tr>
<td>PL1315207</td>
<td>13A £0.63</td>
<td>£0.57</td>
</tr>
<tr>
<td>PL1314507</td>
<td>3A £0.65</td>
<td>£0.58</td>
</tr>
<tr>
<td>PL1314607</td>
<td>5A £0.61</td>
<td>£0.54</td>
</tr>
<tr>
<td>PL1314707</td>
<td>3A £0.65</td>
<td>£0.58</td>
</tr>
<tr>
<td>PL1314807</td>
<td>5A £0.61</td>
<td>£0.54</td>
</tr>
<tr>
<td>PL1314907</td>
<td>13A £0.61</td>
<td>£0.54</td>
</tr>
</tbody>
</table>

**UK Mains Plugs**

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1334507</td>
<td>3A £10.40</td>
<td>£9.55</td>
</tr>
<tr>
<td>PL1334607</td>
<td>5A £10.40</td>
<td>£9.55</td>
</tr>
<tr>
<td>PL1334707</td>
<td>3A £10.40</td>
<td>£9.55</td>
</tr>
<tr>
<td>PL1334807</td>
<td>5A £10.40</td>
<td>£9.55</td>
</tr>
<tr>
<td>PL1334907</td>
<td>13A £10.40</td>
<td>£9.55</td>
</tr>
</tbody>
</table>

**UK Mains Plugs - 20 Pack**

- Beneficial for PAT testing and recommended in the HSE guidance note HSG107

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1335007</td>
<td>3A £15.60</td>
<td>£13.85</td>
</tr>
<tr>
<td>PL1335107</td>
<td>5A £15.60</td>
<td>£13.85</td>
</tr>
<tr>
<td>PL1335207</td>
<td>13A £15.60</td>
<td>£13.85</td>
</tr>
</tbody>
</table>

**Transparent Mains Plugs**

- Manufactured from nylon and urea
- Integral screw type cord grip
- Quickfit type cord grip and BS1363 approved
- Cord grip

<table>
<thead>
<tr>
<th>Code</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1395707</td>
<td>3A £0.79</td>
<td>£0.70</td>
</tr>
<tr>
<td>PL1395807</td>
<td>5A £0.84</td>
<td>£0.75</td>
</tr>
<tr>
<td>PL0047407</td>
<td>13A £0.84</td>
<td>£0.75</td>
</tr>
<tr>
<td>PL1395907</td>
<td>3A £15.60</td>
<td>£13.85</td>
</tr>
<tr>
<td>PL1396007</td>
<td>5A £15.60</td>
<td>£13.85</td>
</tr>
<tr>
<td>PL1396107</td>
<td>13A £15.60</td>
<td>£13.85</td>
</tr>
</tbody>
</table>

All prices exclude VAT
Surge Protected Rewirable Plug Adaptor

A 13A socket that provides protection from power surges and spikes, to mains powered electrical appliances.

- £2.75
- £2.50

code PL1107107 PIM_621771

Surge Protected Plug Top

- LED indicator shows that protection is present

1+ 5+

- £2.30
- £2.04

code PL1095007 13A PIM_472876

Switched Plugtop

- Allows appliances to be switched on and off without the need for unplugging
- Fitted with 13A replaceable fuse
- Red neon indicator indicates power source

1+ 10+

- £1.80
- £1.48

code PL1003707 White PIM_472916

13A Easy Pull Plug

White

1+ 10+

- £1.03
- £0.89

code PL1395107 13A PIM_488072

Rubber Plugtop 13A

- LED indicator shows that protection is present

1+ 5+

- £2.30
- £2.04

code PL1095607 13A PIM_472916

Heavy Duty Plugs

- Allows appliances to be switched on and off without the need for unplugging
- Fitted with 13A replaceable fuse
- Red neon indicator indicates power source

1+ 10+

- £1.80
- £1.48

code PL1294407 Black PIM_472876

13A Rubber Mains Plugs

Black

1+ 10+

- £1.03
- £0.84

code PL0946207 Black PIM_435662

Red neon indicator indicates power source

• Polycarbonate bases and rubber covers
• Manufactured to ASTA, BS1363 standards

1+ 10+

- £1.60
- £1.48

code PL1003707 White PIM_472916

PL1294407 Black £1.60 £1.48
PL1341107 13A £0.98 £0.84

White

1+ 10+

- £1.03
- £0.89

code PL1002207 13A PIM_472916

PL1395107 13A £1.03 £0.89
PL1395207 13A £1.03 £0.89

PL1395307 13A £1.03 £0.89

3-Pin, Round Mains Plugs

- Unfused

1+ 10+

- £0.78
- £0.68

code PL0995007 3A PIM_700834

PL1394207 13A £1.12 £0.94
PL1401907 13A £1.16 £1.08

2.5A European 2-pin Converter Plug – Quick Fit

Fitted with a 3A fuse.

1+ 10+

- £1.20
- £1.10

code PL0203507 2.5A PIM_261358

Euro-Converter Plugs

- External fuse access

1+ 10+

- £0.98
- £0.89

code PL0046607 Black PIM_466948

5A Fuse

PL0995507 Black £1.25 £1.15
PL0995707 White £1.35 £1.24

European Schuko to UK Converter Plugs

A range of mains adaptors allowing mains leads with European type circular Schuko plugs to be converted into UK, 3-pin mains plugs. The converter plugs are available for ungrounded (shown above) or grounded Schuko plugs.

Unfused

1+ 10+

- £1.30
- £1.10

code PL0673007 5A Black PIM_261370

For Ungrounded Schuko Plugs

3A Black £1.50 £1.10
PL0673307 3A White £1.30 £1.10
PL0673507 5A Black £1.30 £1.10
PL0673707 10A Black £1.30 £1.10

For Grounded Schuko Plugs

3A Black £1.30 £1.10
PL0673607 5A Black £1.30 £1.10
PL0673907 5A White £1.30 £1.10
PL0674107 13A White £1.30 £1.10

Warning: Does not convert Voltages.

USA to UK Converter Plugs

For Ungrounded Schuko Plugs

1+ 10+

- £1.45
- £1.30

code PL0674407 Black PIM_261371

PL0674707 White £1.45 £1.30

For Grounded Schuko Plugs

3A £0.98 £0.88
PL0575070 3A £0.98 £0.88
PL0575407 5A £0.98 £0.88
PL0576070 5A £0.98 £0.88
PL0576407 5A £0.98 £0.88

For VAT inclusive prices visit cpc.co.uk
**MAINS ELECTRICAL**

### US/Japan Mains Travel Adaptor

- **Model:** 1508520
- **US/Japan to Euro adaptor**
- **For use with earthed plugs**
- **Max. load:** 250V/15A
- **Note:** The adaptors are not transformers or frequency converters.

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1585200</td>
<td>£1.45</td>
<td>PL1585200</td>
</tr>
<tr>
<td>PL1585201</td>
<td>£2.14</td>
<td>PL1585201</td>
</tr>
</tbody>
</table>

### All Continents to UK Travel Adaptor

- **Fitted with 13A fuse**
- **Max. Amp:** 13A

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PM_511596</td>
<td>£1.14</td>
<td>PL1020000</td>
</tr>
<tr>
<td>PM_427426</td>
<td>£0.90</td>
<td>PL1020001</td>
</tr>
</tbody>
</table>

### All Continents to UK Travel Adaptor

- **BS5733/A approved with integral 13A fuse and holder.**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PM_487426</td>
<td>£1.14</td>
<td>PL1020000</td>
</tr>
<tr>
<td>PM_427426</td>
<td>£0.90</td>
<td>PL1020001</td>
</tr>
</tbody>
</table>

### Travel Adaptor Schuko to UK Plug

- **A BS1363/3 approved Schuko socket to UK plug with integral 13A fuse and holder.**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PM_487426</td>
<td>£1.14</td>
<td>PL1020000</td>
</tr>
<tr>
<td>PM_427426</td>
<td>£0.90</td>
<td>PL1020001</td>
</tr>
</tbody>
</table>

### European Schuko Plugs

- A rewirable ‘Schuko’ plug which incorporates a dual earthing system.

### UK Mains Travel Adaptors

- **Rated 250V, 10A**
- **Note:** This product is for use only outside the U.K., not within the U.K.

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0154007</td>
<td>£1.20</td>
<td>PL1128107</td>
</tr>
<tr>
<td>PL115407</td>
<td>£1.25</td>
<td>PL1128107</td>
</tr>
</tbody>
</table>

### UK to Europe Travel Adaptors

- **Rated 250V, 10A**
- **Note:** This product is for use only outside the U.K., not within the U.K.

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1128007</td>
<td>£1.96</td>
<td>PL1128007</td>
</tr>
<tr>
<td>PL1128008</td>
<td>£1.80</td>
<td>PL1128008</td>
</tr>
</tbody>
</table>

### Battery Charger Adaptor

- **External fuse access**
- **Suitable for class 2 devices (unearthed) only**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0700007</td>
<td>£1.94</td>
<td>PL1128107</td>
</tr>
<tr>
<td>PL1128007</td>
<td>£1.20</td>
<td>PL1128007</td>
</tr>
</tbody>
</table>

### Shaver Adaptors

- **1A Sleeved pin shaver adaptors**

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1513207</td>
<td>£0.71</td>
<td>PL1128107</td>
</tr>
<tr>
<td>PL1513107</td>
<td>£0.64</td>
<td>PL1128107</td>
</tr>
</tbody>
</table>

### 3-Pin UK Mains Tester Plug

- Suitable for testing the wiring correctness of a standard 13A trailing socket.

### UK to Euro/US Travel Adaptors with USB

- **Converts from 3-pin UK socket to Euro (Schuko) 2-pin plug or US 3-pin plug**
- **2x USB ports for charging smartphones, tablets, cameras etc.**
- **USB Ports rated at 5V, 2.4A**
- **Rated at 250V, 10A (Euro) or 120V, 13A (US)**
- **Conforms to BS 8546: 2016**
- **Note:** This product is for use only outside the U.K., not within the U.K.

<table>
<thead>
<tr>
<th>Model</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1589307</td>
<td>£3.15</td>
<td>PL1589307</td>
</tr>
<tr>
<td>PL1589407</td>
<td>£3.15</td>
<td>PL1589407</td>
</tr>
</tbody>
</table>

---

All prices exclude VAT
## MAINS ELECTRICAL

### LED Night Light
- Emits a soft, orange neon light
- Simply plugs into a 13A socket

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£77</td>
<td>£72</td>
</tr>
<tr>
<td>10+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1588407

### Non-Latching In-Line RCD Unit - IP65

**Technical Data**
- Max. Current: 13A
- Max. Output: 3.120W
- Trip Current: 30mA
- Voltage Rating: 240V AC

**Trip Time:** 0.040ms

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£10.60</td>
<td>£9.60</td>
</tr>
<tr>
<td>10+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1421707

### In-Line RCD Unit - 13A

**Technical Data**
- Operating Voltage: 240V AC
- Trip Current: 30mA
- Trip Time: 30ms

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£6.54</td>
<td>£5.60</td>
</tr>
<tr>
<td>10+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1005107

### Rewireable RCD Plug - 13A, IP54
- Cuts off the power in less than 0.1s if an earth current fault is detected
- Rated Trip Current: 30mA

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£6.19</td>
<td>£5.46</td>
</tr>
<tr>
<td>10+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1512007

### Rewireable In-Line RCD Unit
- Cuts in less than 0.1s if an earth current fault is detected
- Indicator shows that protection is present
- Rated Trip Current: 30mA

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£7.72</td>
<td>£7.15</td>
</tr>
<tr>
<td>10+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1511907

### Non-Latching RCD Adaptor
- 13A Fused
- Maximum load: 3120W at 240VAC
- 40ms Trip speed (typical)
- Manufactured to BS7071:1992T

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£8.20</td>
<td>£7.50</td>
</tr>
<tr>
<td>5+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1417407

### Non-Latching RCD Safety Plug

**Technical Data**
- Max. Current: 13A
- Max. Output: 3,120W
- Rated Trip Current: 30mA
- Trip Speed: ≤40ms
- Voltage Rating: 240V AC

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£6.60</td>
<td>£6.20</td>
</tr>
<tr>
<td>10+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1421607

### RCD Plug-in Adaptor - 13A, IP40
- 13A Fused
- Maximum load: 3120W at 240VAC
- 30mA Trip current
- 40ms Trip speed (typical)
- Manufactured to BS7071:1992T

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£7.72</td>
<td>£7.15</td>
</tr>
<tr>
<td>10+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1512507

### Wattage & Current Meter
- Measuring of voltage, frequency, current, efficiency, factor and power output
- Calculation of the entire energy consumption and energy costs
- 2 individually adjustable current rates (day + night)
- Supplied with 3x LR44 batteries for data storage in case of a power failure
- Childproof socket

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£9.99</td>
<td>£9.38</td>
</tr>
<tr>
<td>5+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1340307

### Remote Control Sockets
- No installation required
- 2 x AA battery supplied for remote control
- Remote control range: 30m (line-of-sight)

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+ Remote</td>
<td>£4.95</td>
<td>£4.78</td>
</tr>
<tr>
<td>PL1502707</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1502507

### Appliance Power Monitor
- Measure the energy use of household appliances
- Simple operation with LCD display
- Voltage: 240V AC, 50Hz

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£11.40</td>
<td>£9.60</td>
</tr>
<tr>
<td>5+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1302607

### WiFi Smart Plug
- A voice controlled socket that will respond to your commands
- Compatible with Amazon Alexa and Google Home Assistant
- Controlled with downloadable V-TAC Smart Home app (iOS/Android)
- Max. load: 2200W

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£9.95</td>
<td>£8.80</td>
</tr>
<tr>
<td>5+</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Code:** PL1610407

---

For VAT inclusive prices visit cpc.co.uk
24-Hour Programmable Timers

- 15-Minute slices
- 48x programs
- LED indicator

Model: PEL00409

- 30-Minute slices
- 24x programs

Model: PEL00408

- 24-Hour
- Programmable Timers

- 10x programs with 1-minute steps
- Summer time function
- Rated at 230V AC, 13A, max. 2,990W

Model: PEL00410

- LCD display on top face
- Also available as a pack of 3x timers (PEL00875)

Model: PEL00411

- LCD display on front face

7-Day Programmable Timer

- 2-Hour time slices
- 48x On/Off programs
- Min. setting time: 2h
- LED indicator
- Complies with BS5733
- Rated at 230V AC, 13A, max. 2990W

24-Hour Programmable Timers

- 10x programs with 1-minute steps
- Summer time function
- Rated at 230V AC, 13A, max. 2,990W

Model: PEL00410

- LCD display on top face
- Also available as a pack of 3x timers (PEL00875)

Model: PEL00411

- LCD display on front face

3-Gang Mains Adaptors

- Fitted with 13A fuse
- Complies with BS5733/A

3-Gang Surge Protected Fused Adaptors

- Technical Data
- Max. Current
- Max. Surge Current
- Clamping Voltage
- 13A (fuse fitted)
- 4500A
- 775V

3 Way Switched Adaptor

- Features 2x Type A, USB sockets
- 5V, 2.1A

4-Gang 13A Extension Socket

- Fitted with 13A fuse
- Complies with BS5733/A

6-Gang IEC Distribution Boards

Power distribution module with 6x shuttered IEC sockets connected to a single inlet being either a single IEC socket or a 3 pin UK plug on a 2m trailing lead.

- Integral On/Off switch, neon and fuse unit
- 10A @ 250V AC total current rating
- UL, CSA, BEAB and VDE approved
### Mains Electrical

#### 1-Gang Trailing Sockets
- Rated at 13A and conform to BS1363/A.

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>Lead Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0408007</td>
<td>Black</td>
<td>0.5m</td>
<td>£0.79</td>
</tr>
<tr>
<td>PL0926907</td>
<td>White</td>
<td>0.5m</td>
<td>£0.71</td>
</tr>
</tbody>
</table>

#### 1-Gang Extensions - 13A
- Rated 13A and conforms to BS 1363/A.

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>Lead Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0910007</td>
<td>Black</td>
<td>0.5m</td>
<td>£0.71</td>
</tr>
<tr>
<td>PL0910107</td>
<td>White</td>
<td>0.5m</td>
<td>£0.79</td>
</tr>
</tbody>
</table>

#### Heavy Duty Sockets

- 1-Gang Trailing
- 2-Gang Sockets
- 3-Gang Extension Sockets
  - Rated at 13A and conforms to BS 1363/A.

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>Lead Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0920007</td>
<td>White</td>
<td>0.5m</td>
<td>£0.71</td>
</tr>
<tr>
<td>PL0920107</td>
<td>Black</td>
<td>0.5m</td>
<td>£0.79</td>
</tr>
</tbody>
</table>

#### Rubberised Extensions

- 2-Gang Extensions
- 3-Gang Extension Sockets

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>Lead Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0920007</td>
<td>White</td>
<td>0.5m</td>
<td>£0.71</td>
</tr>
<tr>
<td>PL0920107</td>
<td>Black</td>
<td>0.5m</td>
<td>£0.79</td>
</tr>
</tbody>
</table>

#### 13A Rubberised Extension Sockets

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>Lead Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0940007</td>
<td>Black</td>
<td>0.5m</td>
<td>£0.71</td>
</tr>
<tr>
<td>PL0940107</td>
<td>White</td>
<td>0.5m</td>
<td>£0.79</td>
</tr>
</tbody>
</table>

#### 2-Gang Mains Extension Lead
- Conforms to BS 1363/A
- 250V, 10A Rated
- Lead length: 3m

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>Lead Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1529007</td>
<td>Black</td>
<td>0.5m</td>
<td>£0.71</td>
</tr>
<tr>
<td>PL1529107</td>
<td>White</td>
<td>0.5m</td>
<td>£0.79</td>
</tr>
</tbody>
</table>

#### Mains Extensions

<table>
<thead>
<tr>
<th>Code</th>
<th>Colour</th>
<th>Lead Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1529207</td>
<td>Black</td>
<td>0.5m</td>
<td>£0.71</td>
</tr>
<tr>
<td>PL1529307</td>
<td>White</td>
<td>0.5m</td>
<td>£0.79</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
MAINS ELECTRICAL

4-Gang Socket

- £1.96
- £1.82
- Code PL1295707
- PIM_673148

4-Gang Extensions

- Rated at 13A and conform to BS 1363/A
- £4.60
- £5.54
- Code PL1398307
- PIM_437914

4-Gang Extensions

- Rated at 13A with neon indicators
- Conform to BS 1363/A
- £1.96
- £2.84
- Code PL0955807
- PIM_443024

4 and 6 Gang Sockets

- £6.03
- £5.54
- Code PL0955807
- PIM_443024

4-Gang Fused Single Switched Extension

- £6.03
- £5.54
- Code PL0955807
- PIM_443024

Mains Extensions with 2x 2.4A USB

- LED Surge indicator
- Hanging holes on base of unit

6-Gang Extensions

- Rated at 13A, BS1363/A compliant
- £7.84
- £7.03
- Code PL1569507
- PIM_673157

5-Gang Individually Switched Mains Extensions with Neons

- £7.84
- £7.03
- Code PL1569507
- PIM_673157

10-Gang Extensions

- Keyhole slots for surface mounting
- £9.53
- £8.29
- Code PL1569507
- PIM_673157

8-Gang Extensions

- £4.40
- £4.20
- Code PL1569507
- PIM_673157

6-Gang Extension Lead - 5m

- Surge protected
- Dims (LxWxH): 270x60x24mm
- £5.40
- £4.60
- Code PL1565507
- PIM_61437386

All prices exclude VAT
**Individually Switched Mains Extensions with 2x 2.4A USB**

- Non-Surge
  - 4-Gang: £9.15
  - 5-Gang: £9.38
  - 6-Gang: £9.55

- Surge Protected
  - 4-Gang: £9.03
  - 5-Gang: £9.38
  - 6-Gang: £9.55

For VAT inclusive prices visit cpc.co.uk

**Extension Leads Individually Switched with Neon**

- 4-Gang: £4.90
- 5-Gang: £4.93
- 6-Gang: £4.96

**Individually Switched Extension Lead**

- Wall mountable
- Maximum surge current: 4,500A
- Clamping Voltage: 775V
- 1+ £10.40
- 10+ £9.54

**Heavy Duty Trailing Sockets**

- 2-Gang: £6.50
- 3-Gang: £6.80
- 4-Gang: £6.80

**Switched Multi-Way Extension Sockets**

- Studied housing made from aluminium
- Provides protection against electromagnetic waves
- Suitable for hanging or wall mounting
- Earthed sockets at 90° angles, ideal for angular plugs
- Excess cable can be wound around the housing
- Childproof sockets
- 10 year manufacturers guarantee

**2-Gang Surge Protected Mains Extensions**

- Black: £3.59
- White: £3.05

**4-Gang Surge Protected Mains Extension**

- Black: £4.03
- White: £3.95

For VAT inclusive prices visit cpc.co.uk
**Surge Protected Extension Leads**

**6 Gang Surge Protected Extension Leads**

- Rated at 13A and conform to BS 1363/A

<table>
<thead>
<tr>
<th>Code</th>
<th>Length</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>4m</th>
<th>5m</th>
<th>6m</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1298307</td>
<td>1m Black</td>
<td>£3.50</td>
<td>£4.47</td>
<td>£5.50</td>
<td>£6.47</td>
<td>£7.50</td>
<td>£8.50</td>
</tr>
<tr>
<td>PL1298407</td>
<td>2m Black</td>
<td>£4.25</td>
<td>£5.22</td>
<td>£6.25</td>
<td>£7.22</td>
<td>£8.25</td>
<td>£9.25</td>
</tr>
<tr>
<td>PL1298507</td>
<td>3m Black</td>
<td>£5.00</td>
<td>£5.95</td>
<td>£6.90</td>
<td>£7.95</td>
<td>£8.90</td>
<td>£9.90</td>
</tr>
<tr>
<td>PL1298607</td>
<td>4m Black</td>
<td>£5.75</td>
<td>£6.70</td>
<td>£7.65</td>
<td>£8.65</td>
<td>£9.60</td>
<td>£10.60</td>
</tr>
<tr>
<td>PL1298707</td>
<td>5m Black</td>
<td>£6.50</td>
<td>£7.45</td>
<td>£8.40</td>
<td>£9.40</td>
<td>£10.40</td>
<td>£11.40</td>
</tr>
<tr>
<td>PL1298807</td>
<td>6m Black</td>
<td>£7.25</td>
<td>£8.20</td>
<td>£9.15</td>
<td>£10.15</td>
<td>£11.10</td>
<td>£12.10</td>
</tr>
</tbody>
</table>

**Surge Protected Extension Leads**

- Surge protective device: Type 3

<table>
<thead>
<tr>
<th>Code</th>
<th>Length</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>4m</th>
<th>5m</th>
<th>6m</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1097807</td>
<td>1m White</td>
<td>£3.50</td>
<td>£4.25</td>
<td>£5.22</td>
<td>£6.22</td>
<td>£7.22</td>
<td>£8.22</td>
</tr>
<tr>
<td>PL1098007</td>
<td>2m White</td>
<td>£4.25</td>
<td>£5.22</td>
<td>£6.22</td>
<td>£7.22</td>
<td>£8.22</td>
<td>£9.22</td>
</tr>
<tr>
<td>PL1098107</td>
<td>3m White</td>
<td>£5.00</td>
<td>£6.03</td>
<td>£7.05</td>
<td>£8.05</td>
<td>£9.05</td>
<td>£10.05</td>
</tr>
<tr>
<td>PL1098207</td>
<td>4m White</td>
<td>£5.75</td>
<td>£6.80</td>
<td>£7.85</td>
<td>£8.85</td>
<td>£9.85</td>
<td>£10.85</td>
</tr>
<tr>
<td>PL1098307</td>
<td>5m White</td>
<td>£6.50</td>
<td>£7.55</td>
<td>£8.60</td>
<td>£9.60</td>
<td>£10.60</td>
<td>£11.60</td>
</tr>
<tr>
<td>PL1098407</td>
<td>6m White</td>
<td>£7.25</td>
<td>£8.30</td>
<td>£9.35</td>
<td>£10.35</td>
<td>£11.35</td>
<td>£12.35</td>
</tr>
</tbody>
</table>

**4-Gang Surge Protected Extension Lead with 2 USB Charger Sockets**

<table>
<thead>
<tr>
<th>Code</th>
<th>Length</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>4m</th>
<th>5m</th>
<th>6m</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1540907</td>
<td>1m White</td>
<td>£9.95</td>
<td>£10.30</td>
<td>£10.65</td>
<td>£11.00</td>
<td>£11.35</td>
<td>£11.70</td>
</tr>
<tr>
<td>PL1541007</td>
<td>2m White</td>
<td>£10.30</td>
<td>£10.65</td>
<td>£11.00</td>
<td>£11.35</td>
<td>£11.70</td>
<td>£12.05</td>
</tr>
<tr>
<td>PL1541107</td>
<td>3m White</td>
<td>£10.65</td>
<td>£11.00</td>
<td>£11.35</td>
<td>£11.70</td>
<td>£12.05</td>
<td>£12.40</td>
</tr>
<tr>
<td>PL1541207</td>
<td>4m White</td>
<td>£11.00</td>
<td>£11.35</td>
<td>£11.70</td>
<td>£12.05</td>
<td>£12.40</td>
<td>£12.75</td>
</tr>
<tr>
<td>PL1541307</td>
<td>5m White</td>
<td>£11.35</td>
<td>£11.70</td>
<td>£12.05</td>
<td>£12.40</td>
<td>£12.75</td>
<td>£13.10</td>
</tr>
<tr>
<td>PL1541407</td>
<td>6m White</td>
<td>£11.70</td>
<td>£12.05</td>
<td>£12.40</td>
<td>£12.75</td>
<td>£13.10</td>
<td>£13.45</td>
</tr>
</tbody>
</table>

**10-Gang Extension Lead RFI and Surge Protected**

- Wall mountable

<table>
<thead>
<tr>
<th>Code</th>
<th>Length</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>4m</th>
<th>5m</th>
<th>6m</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1000307</td>
<td>1m Black</td>
<td>£9.25</td>
<td>£9.70</td>
<td>£10.15</td>
<td>£10.60</td>
<td>£11.05</td>
<td>£11.50</td>
</tr>
<tr>
<td>PL1000407</td>
<td>2m Black</td>
<td>£10.25</td>
<td>£10.70</td>
<td>£11.15</td>
<td>£11.60</td>
<td>£12.05</td>
<td>£12.50</td>
</tr>
<tr>
<td>PL1000507</td>
<td>3m Black</td>
<td>£11.25</td>
<td>£11.70</td>
<td>£12.15</td>
<td>£12.60</td>
<td>£13.05</td>
<td>£13.50</td>
</tr>
<tr>
<td>PL1000607</td>
<td>4m Black</td>
<td>£12.25</td>
<td>£12.70</td>
<td>£13.15</td>
<td>£13.60</td>
<td>£14.05</td>
<td>£14.50</td>
</tr>
<tr>
<td>PL1000707</td>
<td>5m Black</td>
<td>£13.25</td>
<td>£13.70</td>
<td>£14.15</td>
<td>£14.60</td>
<td>£15.05</td>
<td>£15.50</td>
</tr>
<tr>
<td>PL1000807</td>
<td>6m Black</td>
<td>£14.25</td>
<td>£14.70</td>
<td>£15.15</td>
<td>£15.60</td>
<td>£16.05</td>
<td>£16.50</td>
</tr>
</tbody>
</table>

**Surge Protected Extension Leads**

- Thermal cut out

<table>
<thead>
<tr>
<th>Code</th>
<th>Length</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>4m</th>
<th>5m</th>
<th>6m</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1064107</td>
<td>1m Black</td>
<td>£6.95</td>
<td>£7.40</td>
<td>£7.85</td>
<td>£8.30</td>
<td>£8.75</td>
<td>£9.20</td>
</tr>
<tr>
<td>PL1064207</td>
<td>2m Black</td>
<td>£7.40</td>
<td>£7.85</td>
<td>£8.30</td>
<td>£8.75</td>
<td>£9.20</td>
<td>£9.65</td>
</tr>
<tr>
<td>PL1064307</td>
<td>3m Black</td>
<td>£7.85</td>
<td>£8.30</td>
<td>£8.75</td>
<td>£9.20</td>
<td>£9.65</td>
<td>£10.10</td>
</tr>
<tr>
<td>PL1064407</td>
<td>4m Black</td>
<td>£8.30</td>
<td>£8.75</td>
<td>£9.20</td>
<td>£9.65</td>
<td>£10.10</td>
<td>£10.55</td>
</tr>
<tr>
<td>PL1064507</td>
<td>5m Black</td>
<td>£8.75</td>
<td>£9.20</td>
<td>£9.65</td>
<td>£10.10</td>
<td>£10.55</td>
<td>£11.00</td>
</tr>
<tr>
<td>PL1064607</td>
<td>6m Black</td>
<td>£9.20</td>
<td>£9.65</td>
<td>£10.10</td>
<td>£10.55</td>
<td>£11.00</td>
<td>£11.45</td>
</tr>
</tbody>
</table>

**Individually Switched Surge Protected Mains Extensions**

- On/off switch on each socket
- LED surge indicator
- Hanging holes on base of unit

<table>
<thead>
<tr>
<th>Code</th>
<th>Length</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>4m</th>
<th>5m</th>
<th>6m</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1534007</td>
<td>1m Black</td>
<td>£5.95</td>
<td>£6.40</td>
<td>£6.85</td>
<td>£7.30</td>
<td>£7.75</td>
<td>£8.20</td>
</tr>
<tr>
<td>PL1534107</td>
<td>2m Black</td>
<td>£6.40</td>
<td>£6.85</td>
<td>£7.30</td>
<td>£7.75</td>
<td>£8.20</td>
<td>£8.65</td>
</tr>
<tr>
<td>PL1534207</td>
<td>3m Black</td>
<td>£6.85</td>
<td>£7.30</td>
<td>£7.75</td>
<td>£8.20</td>
<td>£8.65</td>
<td>£9.10</td>
</tr>
<tr>
<td>PL1534307</td>
<td>4m Black</td>
<td>£7.30</td>
<td>£7.75</td>
<td>£8.20</td>
<td>£8.65</td>
<td>£9.10</td>
<td>£9.55</td>
</tr>
<tr>
<td>PL1534407</td>
<td>5m Black</td>
<td>£7.75</td>
<td>£8.20</td>
<td>£8.65</td>
<td>£9.10</td>
<td>£9.55</td>
<td>£10.00</td>
</tr>
<tr>
<td>PL1534507</td>
<td>6m Black</td>
<td>£8.20</td>
<td>£8.65</td>
<td>£9.10</td>
<td>£9.55</td>
<td>£10.00</td>
<td>£10.45</td>
</tr>
</tbody>
</table>

**Technical Data**

- Operating Voltage: 240V
- Max. Current: 13A
- Max. Surge Energy: 375 Joules
- Clamping Voltage: 775V
- Response Time: <10ns

---

**All prices exclude VAT**
For VAT inclusive prices visit cpc.co.uk

10-Gang Switched Extension Towers with Surge Protection

- Angled sockets
- Max. Surge current: 4,500A
- Dimensions (ØxH): 190x400mm

10-Gang Extension Towers with 2x 2.1A USB - 2m

- 8x Angled and 2x straight sockets
- Lead stores in base when not in use

Premier-Line Mains Extension Leads

- Slimline, high quality design
- Removable rear mounting plate for easy fixing
- Self-securing fixture is simple to remove
- Available in various colours and cable lengths

10-Gang Surge Protected Extension Tower - 2m

European Extension Lead & Blocks

- 2P+E Plug fitted
- Hanging holes on the base

IEC C14 to 4-Gang Mains Extension Leads

- 5-Way filtered distribution board for IEC320/CEE22
- Manufactured from rugged, black ABS to BS5733 requirements
- Fitted with mains red neon indicator and 6.3A 20x5mm fuse

5-Way In-Line Stripbloc

- High impact rubber plugs and sockets
- Strong storage and carry cable tidy
- 15m Length

Energy Saving M aster/ Slave Extension Lead - 2m

- 8-Gang
- 2x Sockets stay permanently on
- 2x USB 1A Charger outputs
- Surge protected, 13A sockets
- Includes telecom protection, broadband, ISDN or modern connections
- Power and surge LED indicators

Heavy Duty Extension Leads

Mains Connector Test Block

- High impact rubber plugs and sockets
- Strong storage and carry cable tidy
- 15m Length

Warning: Not for continuous use.
MAINS ELECTRICAL

Four Socket Reel Extensions

Rated at 13A and conform to BS EN61242.

<table>
<thead>
<tr>
<th>Type</th>
<th>Length (m)</th>
<th>Price 1+ 240V</th>
<th>Price 3+ 240V</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0947907</td>
<td>15</td>
<td>£14.64</td>
<td>£13.36</td>
</tr>
<tr>
<td>PL0948007</td>
<td>20</td>
<td>£16.25</td>
<td>£15.94</td>
</tr>
<tr>
<td>PL0948107</td>
<td>25</td>
<td>£18.00</td>
<td>£17.15</td>
</tr>
</tbody>
</table>

2-Gang 16A Industrial Extension Reel

110 V

<table>
<thead>
<tr>
<th>Type</th>
<th>Length (m)</th>
<th>Price 1+</th>
<th>Price 3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0988607</td>
<td>25</td>
<td>£24.25</td>
<td>£22.37</td>
</tr>
<tr>
<td>PL0988707</td>
<td>50</td>
<td>£38.25</td>
<td>£35.78</td>
</tr>
</tbody>
</table>

240 V

<table>
<thead>
<tr>
<th>Type</th>
<th>Length (m)</th>
<th>Price 1+</th>
<th>Price 3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL0937407</td>
<td>8</td>
<td>£44.03</td>
<td>£42.59</td>
</tr>
<tr>
<td>PL0937507</td>
<td>16</td>
<td>£77.72</td>
<td>£74.34</td>
</tr>
</tbody>
</table>

Automatic Cable Reels

• Slewable up to 180°
• Safety cut-out protection
• Oil-resistant, neoprene cable

RCD Cable Reel - 50m

• 4x 13A sockets terminating in an RCD plug
• Robust steel frame with strong, break resistant body

Cable Reel Extensions with USB

• Safety cut-out reset button
• 2x USB Ports rated at 5V/2A

Cassette Reel Mains Extensions

• Rated at 240V, 5A (2-gang), 10A or 13A (4-gang)

Metal Framed Cable Extensions

• Conforms to BS EN61242

Empty Cable Reel Drums

• 2-Gang cable reel drum
• Safety cut-out reset button
• Integrated metal handle and stand
• Max. cable length: 50m
• Diameter: 280mm

Surge Protected 3-Way IEC Connector Leads

• 13A plug to 2 x IEC sockets and 1 x C5 connector with built in surge protection.
• 2x C13, 1x C7
• 2.3m

IEC Socket to Bare Ends - 5A - 2m

Only for use by qualified personnel. Bare ends must be correctly terminated to another connector or piece of equipment before connection.

Bare Ends to 90° C7 ‘Figure-8’ Mains Leads

• Manufactured from 0.75mm² approved 2-core cable
• Rated 3A @ 240V AC

IEC Plug to Bared Ends

• Rating: 5A @ 250V AC

Warning: Only for use by qualified personnel. Bare ends must be correctly terminated to another connector or piece of equipment before connection.

IEC (C13) Socket to Bare Ends - 10A

• Manufactured from 1mm² cable
• For equipment up to 10A

Only for use by qualified personnel. Bare ends must be correctly terminated to another connector or piece of equipment before connection.
UK Mains Plug to C7 Leads - 3A

- Manufactured from 0.5mm², 2-core cable
- Rated at 13A, 2.5A, 0.75mm² Cable
- PVC jacket
- Fire retardant Level: V2
- Wire range: 0.5~4mm²
- Dimensions: 126.8x93.3x35.3mm
- Material: Polycarbonate (PC)
- Voltage: AC:450V

Black PL1530807 1m £0.94 PL1530907 2m £1.27 PL1531007 3m £1.57
White PL1531207 0.5m £0.71 PL1531307 1m £0.94 PL1531407 2m £1.27 PL1531507 3m £1.57 PL1531607 5m £1.87

UK Plug to C7 'Figure 8' - 3A

- Leads - 3A
- UK Mains Plug to IEC C7 Socket
- Extension Leads
- Mains lead with in-line switch, for use on unearthed appliances such as lighting units.
- 2 core cable
- Low profile, in-line On/Off switches
- Black
- 2m length

Black £3.90 PL0246107
White £3.90

UK Plug to IEC C13 Socket

- Fitted with 13A fuse
- 1mm² Cable
- IP68 Rating
- UV Protection
- Current Rating: 24A
- Fire retardant Level: V2
- Cable Ø: 8-12mm
- Wire range: 0.5~4mm²
- Dimensions: 79.5x79.5x19.5mm
- Material: Polycarbonate (PC)
- Voltage: AC:450V

Black £1.24 PL15320407
White £1.24

Mains to IEC C15 'Hot Condition' Extension Lead

- Mains to IEC female C15 socket 'Hot Condition' extension leads.
- Length: 2m
- Male UK mains plug
- HO5RR-F 1.00mm² cable
- Rated at 10A, 250V

Black £2.64 PL15320407
White £2.64

UK Plug to IEC C13 Sockets - Y Lead

- Integral 13A fuse
- 5A, 240V Rated
- BS1363 Compliant
- Integral 13A fuse
- Male UK mains plug to female C5 or C7 connector or piece of equipment correctly terminated to another personnel. Bare ends must be detected. Warning: Only for use by qualified personnel. Bare ends must be correctly terminated to another connector or piece of equipment before connection.

Black £1.32 PL1532507 2m £1.05 PL1532607 3m £1.18 PL1532707 4m £1.40 PL1532807 5m £1.80
White £1.32 PL1533007 2m £1.05 PL1533107 3m £1.18 PL1533207 4m £1.40 PL1533307 5m £1.80
Grey £1.32 PL1533407 2m £1.05 PL1533507 3m £1.18 PL1533607 4m £1.40 PL1533707 5m £1.80

Waterproof Boxes with Terminal Block

- Models: VT-870-B/W, with Terminal Block
- Waterproof Boxes
- Voltage: AC:450V
- Material: Polycarbonate (PC)
- Dimensions: 126.8x93.3x35.3mm
- Wire range: 0.5~4mm²
- Cable Ø: 9.12mm
- Fire retardant Level: V2
- Current Rating: 24A
- UV Protection
- IP68 Rating

Black £6.50 PL1607907
White £6.50

For VAT inclusive prices visit cpc.co.uk
MAINS ELECTRICAL

I EC C14 Plug to IEC C13 Socket Extension Leads

- IEC extension leads consisting of a moulded 3-pin CEE 22 10A shrouded plug and socket on either end of 3-core BASEC approved cable.
- Rated at 6A or 10A @ 250Vac

<table>
<thead>
<tr>
<th>Rating</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>6A</td>
<td>0.88</td>
<td>0.83</td>
</tr>
<tr>
<td>10A</td>
<td>0.87</td>
<td>0.83</td>
</tr>
</tbody>
</table>

I EC C14 Plug to Mains Socket Leads

- 1.0mm², HOSWF-F cable

<table>
<thead>
<tr>
<th>Length</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>500mm</td>
<td>1.45</td>
<td>1.33</td>
</tr>
<tr>
<td>1m</td>
<td>1.76</td>
<td>1.60</td>
</tr>
<tr>
<td>2m</td>
<td>2.04</td>
<td>1.86</td>
</tr>
<tr>
<td>3m</td>
<td>2.51</td>
<td>2.28</td>
</tr>
<tr>
<td>5m</td>
<td>2.72</td>
<td>2.46</td>
</tr>
</tbody>
</table>

C5 to C14 Power Lead

- Connector A - 1 x power IEC 320 EN 60320 C5 - female
- Connector B - 1 x power IEC 320 EN 60320 C14 - male

<table>
<thead>
<tr>
<th>Length</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>500mm</td>
<td>0.79</td>
<td>0.67</td>
</tr>
<tr>
<td>1m</td>
<td>1.00</td>
<td>0.88</td>
</tr>
<tr>
<td>2m</td>
<td>1.28</td>
<td>1.17</td>
</tr>
<tr>
<td>5m</td>
<td>2.14</td>
<td>1.93</td>
</tr>
</tbody>
</table>

Male IEC to 2x IEC Sockets 'Y' Lead

- 0.5m To split
- Length: 1m

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.88</td>
<td>£1.65</td>
</tr>
</tbody>
</table>

I EC Inlet to 4x Outlets

An IEC distribution board allowing 1 inlet to power 4x outlets sockets linked via an internal busbar system. UL and CSA recognised.

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£13.83</td>
<td>£12.53</td>
</tr>
</tbody>
</table>

Schuko Leads

- Straight or 90° Schuko plug to IEC/bared ends available
- Bared ends version for professional use only
- Current rating 10A at 250V

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.63</td>
<td>£1.53</td>
</tr>
</tbody>
</table>

Mains Lead Figure 8 to Bare Ends

Warning: Only for use by qualified personnel. Bare ends must be correctly terminated to another connector or piece of equipment before connection.

<table>
<thead>
<tr>
<th>Black</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>0.45</td>
<td>0.38</td>
</tr>
<tr>
<td>3m</td>
<td>0.78</td>
<td>0.70</td>
</tr>
<tr>
<td>5m</td>
<td>1.17</td>
<td>1.14</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>White</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>0.44</td>
<td>0.38</td>
</tr>
<tr>
<td>3m</td>
<td>0.77</td>
<td>0.69</td>
</tr>
<tr>
<td>5m</td>
<td>1.17</td>
<td>1.14</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Schuko to IEC</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>2m Black</td>
<td>1.10</td>
<td>1.06</td>
</tr>
<tr>
<td>2m White</td>
<td>1.17</td>
<td>1.13</td>
</tr>
<tr>
<td>2.5m Black</td>
<td>1.35</td>
<td>1.31</td>
</tr>
<tr>
<td>2.5m White</td>
<td>1.41</td>
<td>1.37</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Schuko to Bare Ends</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>2m Black</td>
<td>0.94</td>
<td>0.89</td>
</tr>
<tr>
<td>2m White</td>
<td>0.97</td>
<td>0.93</td>
</tr>
</tbody>
</table>

Rewireable IEC C14 Mains Plugs

- Power rating: 10A @ 250V
- Insulation resistance: 100MQ

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£66</td>
<td>£59</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Copper</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>0.88</td>
<td>0.83</td>
</tr>
<tr>
<td>White</td>
<td>0.87</td>
<td>0.83</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Copper</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>0.80</td>
<td>0.75</td>
</tr>
<tr>
<td>White</td>
<td>0.80</td>
<td>0.75</td>
</tr>
</tbody>
</table>

Rewireable IEC C13 Plugs - 10A

- Solder/screw terminations and cable strain relief.

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£12.53</td>
<td>£11.88</td>
</tr>
</tbody>
</table>

2.5A Class 1 (C5) Leads

Warning: Only for use by qualified personnel. Bare ends must be correctly terminated to another connector or piece of equipment before connection.

<table>
<thead>
<tr>
<th>1.5m Lead</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>1.25</td>
<td>1.17</td>
</tr>
<tr>
<td>White</td>
<td>1.41</td>
<td>1.30</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>2m Lead</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Bare Ends</td>
<td>0.82</td>
<td>0.75</td>
</tr>
<tr>
<td>UK Plug</td>
<td>1.41</td>
<td>1.30</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>2.5m Lead</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>0.94</td>
<td>0.89</td>
</tr>
<tr>
<td>White</td>
<td>0.97</td>
<td>0.93</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>C5 to C13 Power Lead</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Female C13 socket</td>
<td>£1.63</td>
<td>£1.53</td>
</tr>
<tr>
<td>3-core cable</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Male C14 to female C13 socket</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>IEC C14 to C13 Power Lead</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>4x outlets</td>
<td>£4.83</td>
<td>£4.43</td>
</tr>
<tr>
<td>6 outlets</td>
<td>£5.05</td>
<td>£4.65</td>
</tr>
</tbody>
</table>
**14m IEC Extension Leads**

**Free Plugs - IP44**

16A, 240V 2P+Earth - Black
- Moulded in unobtrusive black
- Conform to BS4343 - IEC60309

**Technical Data**

<table>
<thead>
<tr>
<th>Model</th>
<th>Voltage</th>
<th>Colour</th>
<th>Pin Config.</th>
</tr>
</thead>
<tbody>
<tr>
<td>16A</td>
<td>230V</td>
<td>Red</td>
<td>3P+E</td>
</tr>
<tr>
<td>16A</td>
<td>240V</td>
<td>Blue</td>
<td>2P+E</td>
</tr>
<tr>
<td>32A</td>
<td>230V</td>
<td>Blue</td>
<td>2P+E</td>
</tr>
<tr>
<td>32A</td>
<td>240V</td>
<td>Red</td>
<td>2P+E</td>
</tr>
</tbody>
</table>

**IP44 Midnite Series 16A CEE Connectors**

- Model: 94325000
  - 1x CEE Plug, 1x CEE Socket, 1x Cable entry (max. 3x2.5mm²)
- Model: 94325002
  - 2x CEE Sockets, 1x Cable entry (max. 3x2.5mm²)

**IEC Plugs & Sockets - IP44**

**Connectors - IP44**

- Industrial
- IP44

**CEP Plugs & Sockets**

- Plugs Voltage Current 1+ 10+
  - PL142907 110V 16A £1.39 £1.28
  - PL1429207 110V 32A £2.25 £2.10
  - PL1429207 230V 16A £1.39 £1.28
  - PL1429207 230V 32A £2.25 £2.10

**IP44 Rated**

- Wiring: 16A (1.0 - 2.5mm²), 32A (2.5 - 6.0mm²)

**IEC Panel Sockets - IP44**

- • Poles: 2P+E
- • Plate size (16A): 45x45mm & 47x47mm
- • Poles: 3P+E

**Portable Site Transformers**

**16A CEE Extension Cables - IP44**

- • Option of H07RN-F 3G1.5 or 3G2.5 cable to a 4-gang, 13A, 3-pin

**Industrial Connectors - IP44**

- Fitted with cable entry gland
- Pin configuration: 2P+E

**16A Splitline Power Distribution Unit**

- One input to three outputs
- Flash tested to 2000V
- Incorporates apertures for cable ties
- IP44 rated

**Midnight Series CEE Shark Plugs**

- • Screw terminals
- • Brass contacts
- • IP44 Rated

**For VAT inclusive prices visit cpc.co.uk**
# Mains Electrical

## 13A Outdoor Fused Connection Switch - IP66
- Lockable cover
- 5x Versatile entry options with M25 capability, easy push-out, blank plug design
- 20/25mm Drill-out entry in rear face
- Bright LED power indicator visible through transparent cover
- FCU manufactured to BS1363-4
- Terminal capacity: 3x 2.5mm², 2x 4.0mm² and 6.0mm²

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price (excl VAT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1554607</td>
<td>Polycarbonate Faceplate</td>
<td>£13.20</td>
</tr>
<tr>
<td>PL1554707</td>
<td>Stainless Steel Faceplate</td>
<td>£19.40</td>
</tr>
</tbody>
</table>

## 13A Outdoor Socket Outlets

### 1-Gang
- 1 Gang socket
- 5x 20mm Cable entries
- Dimensions (WxHxD): 111x154x80mm

### 2-Gang
- 2 Gang socket
- 8x 20mm Cable entries
- Dimensions (WxHxD): 171x154x80mm

### Weatherproof Mains Socket - IP55
- Hinged lid with soft, transparent PVC window and locking tab

### Weatherproof Switched Mains Socket - IP55
- Hinged lid with soft, transparent PVC window and locking tab
- 9x 20mm Knockouts
- Rated 250V AC @ 13A
- Dimensions (WxHxD): 150x88x62mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price (excl VAT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL15555807</td>
<td>Polycarbonate Faceplate</td>
<td>£18.40</td>
</tr>
<tr>
<td>PL15555907</td>
<td>Stainless Steel Faceplate</td>
<td>£18.40</td>
</tr>
</tbody>
</table>

## 20A Outdoor Switches - IP66
- 20A, 20AX inductive rated switches
- Earth terminal in mounting box
- 20/25mm Drill-out entry in rear face
- Cable entries: 5x 20mm
- Terminal capacity: 4x 1.0mm², 4x 1.5mm², 2x 2.5mm² and 4.0mm²
- Dimensions (WxHxD): 130x60x50mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price (excl VAT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1080507</td>
<td>Polycarbonate Faceplate</td>
<td>£29.50</td>
</tr>
<tr>
<td>PL1081007</td>
<td>Stainless Steel Faceplate</td>
<td>£30.50</td>
</tr>
</tbody>
</table>

## Quicktest
- The Quicktest provides a quick and secure method of temporarily connecting 2 or 3-core bare ended flexible leads to the mains. Maximum 13 amp. Fitted with integral BASEC cable (5A) and moulded plug to BS1363/A.
- Dimensions: 130x60x50mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price (excl VAT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1063807</td>
<td>Quicktest</td>
<td>£29.50</td>
</tr>
<tr>
<td>PL1066807</td>
<td>Quicktest</td>
<td>£27.40</td>
</tr>
</tbody>
</table>

## Weatherproof Box with Terminal Block - IP65
- Waterproof box with internal terminal block for cable joining
- Compatible with 3x 0.75mm² or 3x 1.00mm² wire
- Lid secured with 2x screws
- 2x Mounting holes for secure fixture
- Dimensions (WxHxD): 67x30x38mm

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price (excl VAT)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1598907</td>
<td>Waterproof Box with Terminal Block</td>
<td>£1.80</td>
</tr>
<tr>
<td>PL1599807</td>
<td>Waterproof Box with Terminal Block</td>
<td>£1.64</td>
</tr>
</tbody>
</table>

---

All prices exclude VAT
### Outdoor Weatherproof Box
- Weatherproofing for power supplies and outdoor equipment
- Suitable for use with up to 4 gang socket extension leads
- Holes on rear for wall-mounting
- Rated IP54
- 5x Cable outlets with 2x optional M20 gland points
- Supplied with socket fixing kit
- Dims (WxHxD): 300x120x190mm

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Colour</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>EL8206107</td>
<td>Black</td>
<td>1+</td>
<td>£8.80</td>
<td>£7.95</td>
</tr>
<tr>
<td>EL8208807</td>
<td>Green</td>
<td>1+</td>
<td>£8.80</td>
<td>£7.95</td>
</tr>
</tbody>
</table>

### Junction Boxes
- Available in three sizes: Small, Medium, and Large
- Suitable for use with 3 and 4 gang terminal blocks
- Complete with 5 terminal blocks and grommets
- Keyhole slots for wall-mounting
- Suitable for H05VV-F or H05RN-F 1.5mm² cable or below
- Can be padlocked
- 6x Cable entry points with glands and clamps
- Integral hanging bracket
- Keyhole slots for wall-mounting (semi-permanent mounting only)
- Dimensions (WxHxD): 295x110x115mm

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Colour</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1032607</td>
<td>Black</td>
<td>1+</td>
<td>£13.45</td>
<td>£12.20</td>
</tr>
<tr>
<td>PL1080607</td>
<td>White</td>
<td>1+</td>
<td>£13.45</td>
<td>£12.20</td>
</tr>
</tbody>
</table>

### In-Line Junction
- 3 Pin 13A
- Suitable for use with Class 2 appliances

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PLFLEX407</td>
<td>1+</td>
<td>£0.87</td>
<td>£0.78</td>
</tr>
</tbody>
</table>

### Earth Terminals
- Nickel-plated brass

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL200407</td>
<td>4-Way</td>
<td>£2.01</td>
<td>£1.75</td>
</tr>
</tbody>
</table>

### Dry Condition Earth Clamp
- Adjustable earthing clamp for earth bonding pipes and other circular metal tubes

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1527807</td>
<td>1+</td>
<td>£0.67</td>
<td>£0.60</td>
</tr>
</tbody>
</table>

### Outdoor Enclosure with 4-Gang 2m Extension - IP64
- Suitable for H05VV-F or H05RN-F 1.5mm² cable or below
- Can be padlocked
- 6x Cable entry points with glands and clamps
- Integral hanging bracket
- Padlock feature, enabling the enclosure to be locked (5mm max. shackle Ø, padlock not supplied)

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Colour</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1091207</td>
<td>Black</td>
<td>1+</td>
<td>£13.45</td>
<td>£12.20</td>
</tr>
<tr>
<td>PL1091307</td>
<td>Orange</td>
<td>1+</td>
<td>£13.45</td>
<td>£12.20</td>
</tr>
<tr>
<td>PL1091407</td>
<td>White</td>
<td>1+</td>
<td>£13.45</td>
<td>£12.20</td>
</tr>
</tbody>
</table>

### Waterproof Box with Terminal Block
- Model: VT-881
- Voltage: AC:450V
- Material: PP
- Dimensions: Ø65.33x46.31mm
- Wire range: 0.5~2.5mm²
- Cable Ø: 5-9mm
- IP64 Rating

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1001607</td>
<td>White</td>
<td>1+</td>
<td>£3.40</td>
</tr>
<tr>
<td>PL1001707</td>
<td>Orange</td>
<td>1+</td>
<td>£3.80</td>
</tr>
<tr>
<td>PL1001807</td>
<td>Black</td>
<td>1+</td>
<td>£4.12</td>
</tr>
</tbody>
</table>

### Mini Junction Boxes - 4 Terminal 20A
- 57mm diameter
- Suitable for use with M20 cable up to 2.50mm²

<table>
<thead>
<tr>
<th>Product Code</th>
<th>Colour</th>
<th>Options</th>
<th>Price 1</th>
<th>Price 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>PL1080607</td>
<td>White</td>
<td>1+</td>
<td>£9.73</td>
<td>£8.67</td>
</tr>
<tr>
<td>PL1080707</td>
<td>Brown</td>
<td>1+</td>
<td>£9.73</td>
<td>£8.67</td>
</tr>
</tbody>
</table>

### In-Line Power Connectors
- 2 Pin versions are for use with Class 2 appliances
- 3 Pin versions must be used with earthed appliances

For VAT inclusive prices visit cpc.co.uk
**Heavy Duty Automatic Hand Dryer**

**Technical Data**
- Voltage: 220V/50Hz
- Rated Power: 2.5kW
- Current: 11.5A
- Water Splash-Proof: IPX1
- Blowing Volume: 270m³/h
- Air Speed: 30m/s
- Dimensions: 237x267x195mm
- Weight: 5.8kg

**PL105407** Silver Brushed £16.55
**PL105457** White Coated £19.10

**Automatic Hand Dryers**
- Durable, impact-resistant body
- Automatic activation
- 30-Second drying time
- Built-in limit thermostat to prevent overheating
- Adjustable sensitivity
- Splash-proof, IP22 rated
- Supplied with screws and wall plugs
- 1.800W Power output

**380ml Soap Dispenser**
- **Durable ABS plastic with translucent bottle**
- **380ml Capacity**

**Metal Shower Consumer Units - 3 Way**
- 63A RCD and MCB (B curve)
- Top hinged metal front cover
- Cable entry knockouts on unit sides

**Technical Data**
- Model: PEL00454
- Amps: 40A
- Dim.: (WxHxD): 127x185x110mm

**PL1504907** £19.03
**PL1505007** £19.03

**4-Way Metal Garage Consumer Units**
- 63A RCD and 40A or 50A MCB (B curve)
- Cable entry knockouts on unit sides
- Depth: 110mm

**Technical Data**
- Model: PEL00455
- Amps: 40A
- Dim.: (WxHxD): 127x185x110mm

**PL1505107** £19.30
**PL1505207** £19.30

**Metal Consumer Units**
- 100A Main switch
- 2 to 19x Free spaces
- Top hinged metal front cover ensures cover remains closed at all times for maximum safety
- Cable entry knockouts on unit sides
- Busbar included
- Depth of all units: 110mm

**Technical Data**
- Model: PEL00456
- Amps: 63A
- Dim.: (WxHxD): 127x185x110mm

**PL1505307** £19.95
**PL1505407** £19.95

**Single Pole MCBs - B Curve**
- **Breaking capacity: 6kA**
- **Terminal capacity: Cable up to 25mm²**
- **Width: 17.6mm/module**
- **IEC6098, EN6098**

**PL1064607** 6A £1.45
**PL1064707** 10A £1.45

**Double Pole RCDs - 6kA**
- **Terminal capacity: Cable up to 35mm²**
- **Conforms to IEC61009, EN61009**
- **Width: 17.6mm/module**

**PL1164207** 6A £2.03
**PL1164307** 10A £2.03

**100A DP Incomer**
- **Terminal capacity: Cable up to 35mm²**
- **Width: 17.6mm/module**
- **IEC60947-3, EN60947-3**

**PL1265407** 6A £10.85
**PL1265507** 10A £10.85

**30mA SP RCBOs**
- **Breaking capacity: 6kA**
- **Cable up to 25mm²**
- **Conforms to IEC61009, EN 1009**
- **Width: 17.6mm**

**PL1584807** 6A £10.85
**PL1584907** 10A £10.85

**3+ 1+**

---

*All prices exclude VAT*
High Power Alkaline Batteries
• Up to six times the life of ordinary zinc
• 7 year shelf life (N type battery - 3 year)

Zinc Chloride Batteries
• Designed to give significantly longer life than conventional zinc carbon batteries
• Ideal for appliances demanding heavy or continuous use that require low to medium power

PowerBank U421 USB Rapid Charger with 4x AA ReCyko+ Ni-MH Batteries
• Individual charging channels
• Battery capacity check and primary battery detection

CR123A 3V Lithium Batteries - 4 Pack
• Temp range -40°C to +60°C
• Low self-discharge rate
• 10 Year shelf life

Lithium Cells
• Lithium computer button cells
• Constant normal voltage is 3.0V
• Also used in some calculators/watches

15,000mAh 3 Port PowerBank Portable Charger
• 1x 2A, 1x 1A and 1x Micro outputs for charging up to 3 devices simultaneously
• Delivers up to six full smartphone charges
• 3A Smart IC ensures optimal charging speed
• 2-in-1 USB cable supplied for Micro USB and USB-C connections
Ultra Power Alkaline Batteries with Duralock

- Ideal for high drain devices
- Lasts up to 40% longer than Duracell Plus
- Guaranteed storage power for 10 years

<table>
<thead>
<tr>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0568307 AAA</td>
<td>4</td>
<td>£3.05</td>
<td>£2.61</td>
</tr>
<tr>
<td>BT0568407 AAA</td>
<td>4</td>
<td>£3.05</td>
<td>£2.61</td>
</tr>
<tr>
<td>BT0568507 C</td>
<td>2</td>
<td>£2.80</td>
<td>£2.48</td>
</tr>
<tr>
<td>BT0568607 D</td>
<td>2</td>
<td>£2.84</td>
<td>£2.51</td>
</tr>
<tr>
<td>BT0568707 PP3</td>
<td>1</td>
<td>£2.80</td>
<td>£2.48</td>
</tr>
<tr>
<td>BT0568807 AAA</td>
<td>8</td>
<td>£5.74</td>
<td>£5.39</td>
</tr>
<tr>
<td>BT0568907 AAA</td>
<td>12</td>
<td>£8.42</td>
<td>£7.54</td>
</tr>
</tbody>
</table>

PLUS POWER Alkaline Batteries with Duralock

- Dependable, long lasting power across a wide range of appliances
- Guaranteed power for 10 years whilst in storage with new Duralock technology
- Improved performance, longer lasting
- Non-rechargeable and mercury free

<table>
<thead>
<tr>
<th>Carded</th>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0568407 AAA</td>
<td>4</td>
<td>£2.25</td>
<td>£1.84</td>
<td></td>
</tr>
<tr>
<td>BT0568507 AAA</td>
<td>4</td>
<td>£2.25</td>
<td>£1.84</td>
<td></td>
</tr>
</tbody>
</table>

Stay Charged Ni-MH Batteries with Duralock

- Retain charge for up to 12 months
- Pre-charged
- Charge lasts up to 25 hours

| BT0558807 AAA | 4 | £8.57 | £8.00 |
| BT0558907 AA | 4 | £8.57 | £8.00 |

EasyTab™ Hearing Aid Batteries with Duralock

- 1.4V Zinc Air batteries
- Supplied in packs of 6

<table>
<thead>
<tr>
<th>Type</th>
<th>Capacity</th>
<th>Equivalents</th>
</tr>
</thead>
<tbody>
<tr>
<td>DA13</td>
<td>300mAh</td>
<td>PR48, A13, V13A, PR13</td>
</tr>
<tr>
<td>DA230</td>
<td>95mAh</td>
<td>PR70, V23A, P2A230</td>
</tr>
<tr>
<td>DA312</td>
<td>175mAh</td>
<td>PR41, A312, V312A, PR312</td>
</tr>
<tr>
<td>DA675</td>
<td>610mAh</td>
<td>PR44, A675, V675A, PR675</td>
</tr>
</tbody>
</table>

Ultra Photo Lithium Camera Batteries

- For high current demanding cameras
- High performance
- 10 Year shelf life with date stamp

| BT0573907 CR2 | 2 | £6.95 | £6.33 |
| BT0240807 123A | 2 | £7.66 | £7.14 |
| BT0240907 223A | 2 | £8.16 | £7.63 |
| BT0241007 2CR5 | 1 | £7.99 | £7.44 |

Industrial AAA Alkaline Batteries

- Most powerful Duracell industrial battery to date
- 7 Year shelf life (9V PP3 5 year shelf life)
- Bulk Pack of 1190

| BT0580507 AA | 4 | £8.00 | £7.54 |
| BT0602907 CR1/2N | 1 | £8.42 | £7.99 |

Alkaline Batteries

- Cost effective
- Alkaline battery cells
- Dependable power for a wide range of applications
- Supplied in blister packs of 5

| BT0644207 LR1/N | 1+ | £1.40 | £1.00 |
| BT0644307 LR23A | 1+ | £1.60 | £1.20 |

Alkaline Coin Batteries

- Cost effective
- Alkaline button cell batteries
- Dependable power for a wide range of applications
- Supplied in blister packs of 5

| BT0644507 LR14L | 1+ | £1.50 | £1.00 |
| BT0644607 LR14M | 1+ | £1.50 | £1.00 |

CR2477 Lithium Coin Batteries Pack of 5

- Non-rechargeable
- Supplied in blister pack of 5

| BT0664007 AG13 | 5+ | £2.90 | £2.69 |

All prices exclude VAT
Ultimate Lithium - Lithium Iron Disulphide

- Lasts up to 11x longer than standard alkaline
- Up to 20 year shelf life

<table>
<thead>
<tr>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0393507 AAA</td>
<td>2</td>
<td>£3.57</td>
<td>£3.23</td>
</tr>
<tr>
<td>BT0393607 AAA</td>
<td>4</td>
<td>£5.93</td>
<td>£5.62</td>
</tr>
<tr>
<td>BT0450907 AAA</td>
<td>10</td>
<td>£12.29</td>
<td>£11.94</td>
</tr>
<tr>
<td>BT0393707 AAA</td>
<td>2</td>
<td>£3.57</td>
<td>£3.23</td>
</tr>
<tr>
<td>BT0393807 AAA</td>
<td>4</td>
<td>£5.56</td>
<td>£5.18</td>
</tr>
<tr>
<td>BT0460007 AAA</td>
<td>10</td>
<td>£12.71</td>
<td>£12.04</td>
</tr>
</tbody>
</table>

Industrial Alkaline Batteries

- For industrial and commercial markets
- Last up to 7 times longer than conventional zinc carbon batteries
- Cadmium and mercury free
- Enhanced reliability; Leak proof design
- 10 Year Power Seal shelf life (AAA, AA), 7 years (C, D), 5 years (PP3)

<table>
<thead>
<tr>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0518007 AAA</td>
<td>10</td>
<td>£4.64</td>
<td>£4.17</td>
</tr>
<tr>
<td>BT0261307 C</td>
<td>12</td>
<td>£9.85</td>
<td>£9.14</td>
</tr>
<tr>
<td>BT0261407 D</td>
<td>12</td>
<td>£13.15</td>
<td>£12.21</td>
</tr>
<tr>
<td>BT0261507 PP3</td>
<td>12</td>
<td>£17.29</td>
<td>£16.34</td>
</tr>
</tbody>
</table>

Industrial Alkaline Batteries 6+6 Packs Free

- Buy 6 packs and get another 6 packs free
- 10 Batteries per pack (120 batteries in total)
- Powerseal locks in power for up to 10 years

<table>
<thead>
<tr>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0588807 AAA 6+6 Packs Free</td>
<td>27.53</td>
<td>£26.15</td>
<td></td>
</tr>
<tr>
<td>BT0588907 AA 6+6 Packs Free</td>
<td>27.53</td>
<td>£26.15</td>
<td></td>
</tr>
</tbody>
</table>

Alkaline Power Value Battery Pack

- Great value Energizer Alkaline Power AAA battery packs
- Mercury and cadmium free
- 7 Year shelf life

<table>
<thead>
<tr>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0621407 AAA Value 24pk</td>
<td>£6.95</td>
<td>£6.33</td>
<td></td>
</tr>
<tr>
<td>BT0621507 AAA Value 16pk</td>
<td>£5.31</td>
<td>£4.81</td>
<td></td>
</tr>
</tbody>
</table>

Max Alkaline Batteries with Powerseal

- Provides long lasting power for everyday devices such as smoke detectors, torches and R/C toys
- 10 Year Power Seal shelf life
- Guaranteed against leakage
- 0% Mercury content
- N type battery is Energizer branded

<table>
<thead>
<tr>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0561807 AAA</td>
<td>40</td>
<td>£6.26</td>
<td>£5.57</td>
</tr>
<tr>
<td>BT0561907 AAA</td>
<td>40</td>
<td>£6.17</td>
<td>£5.64</td>
</tr>
<tr>
<td>BT0588407 C</td>
<td>10</td>
<td>£8.80</td>
<td>£8.17</td>
</tr>
<tr>
<td>BT0588507 D</td>
<td>10</td>
<td>£8.16</td>
<td>£7.76</td>
</tr>
<tr>
<td>BT0588607 PP3</td>
<td>10</td>
<td>£7.93</td>
<td>£7.18</td>
</tr>
</tbody>
</table>

Ultra Alkaline Batteries

- Mercury and cadmium free
- 5 Year shelf life (AAA/AA) 5 year (C/D/PP3)

<table>
<thead>
<tr>
<th>Size</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0561807 AAA Value 24pk</td>
<td>£6.95</td>
<td>£6.33</td>
<td></td>
</tr>
<tr>
<td>BT0561907 AAA Value 16pk</td>
<td>£5.31</td>
<td>£4.81</td>
<td></td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
**Power Alkaline Value Battery Packs**

- 50% Free
- Lasts up to 6x longer than standard zinc carbon batteries
- Mercury and cadmium free
- 5 Year shelf life

<table>
<thead>
<tr>
<th>Code</th>
<th>Voltage</th>
<th>Capacity</th>
<th>Qty 1</th>
<th>Qty 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT06461207</td>
<td>AAA</td>
<td>4+4 Pack</td>
<td>£1.73</td>
<td>£1.59</td>
</tr>
<tr>
<td>BT0647507</td>
<td>P3</td>
<td>1 Pack</td>
<td>£1.28</td>
<td>£1.12</td>
</tr>
</tbody>
</table>

**Longlife Zinc Chloride Batteries**

- Ideal for use in low to medium drain applications
- Significantly longer lifespan than standard zinc carbon batteries
- Mercury and cadmium free
- 3 Year shelf life

<table>
<thead>
<tr>
<th>Code</th>
<th>Voltage</th>
<th>Capacity</th>
<th>Qty 1</th>
<th>Qty 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0647607</td>
<td>AA</td>
<td>12</td>
<td>£1.80</td>
<td>£1.71</td>
</tr>
<tr>
<td>BT0647707</td>
<td>AAA</td>
<td>12</td>
<td>£1.80</td>
<td>£1.71</td>
</tr>
</tbody>
</table>

**Procell Professional Alkaline Batteries**

- High power batteries ideal for professional use
- Superior cell design for reliable, long-lasting power
- Bulk packaging for professionals

**Industrial Alkaline Batteries - Bulk Buy**

- Industrial Alkaline cells well suited for constant or pulse discharge with high discharge currents

<table>
<thead>
<tr>
<th>Code</th>
<th>Voltage</th>
<th>Capacity</th>
<th>Qty 1</th>
<th>Qty 3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0307507</td>
<td>A Pack of 500</td>
<td>£39.93</td>
<td>£34.05</td>
<td></td>
</tr>
<tr>
<td>BT0307807</td>
<td>PP3 Pack of 200</td>
<td>£187.76</td>
<td>£177.23</td>
<td></td>
</tr>
</tbody>
</table>

**NP Series Sealed Lead Acid Batteries**

A range of Yuasa 6V and 12V maintenance-free, rechargeable sealed lead acid batteries. The construction and sealing technique ensures no electrolyte Leakage from the case or terminals. Ideal for alarm systems, emergency lighting and other standby power applications.

<table>
<thead>
<tr>
<th>Code</th>
<th>Voltage</th>
<th>Capacity</th>
<th>Dims. (HxWxD)</th>
<th>Weight</th>
<th>Qty 1+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0397907</td>
<td>6V</td>
<td>1.2 Ah</td>
<td>97.5x48x97mm</td>
<td>0.09</td>
<td>£17.79</td>
</tr>
<tr>
<td>BT0398207</td>
<td>6V</td>
<td>2.8 Ah</td>
<td>105.5x47x70mm</td>
<td>0.14</td>
<td>£20.45</td>
</tr>
<tr>
<td>BT0398307</td>
<td>6V</td>
<td>4 Ah</td>
<td>105.5x50x151mm</td>
<td>0.17</td>
<td>£24.45</td>
</tr>
<tr>
<td>BT0398007</td>
<td>6V</td>
<td>7 Ah</td>
<td>97.5x50x151mm</td>
<td>0.19</td>
<td>£28.45</td>
</tr>
<tr>
<td>BT0398107</td>
<td>6V</td>
<td>10 Ah</td>
<td>97.5x65x151mm</td>
<td>0.21</td>
<td>£32.45</td>
</tr>
<tr>
<td>BT0398507</td>
<td>6V</td>
<td>12 Ah</td>
<td>97.5x76x151mm</td>
<td>0.23</td>
<td>£36.45</td>
</tr>
<tr>
<td>BT0398607</td>
<td>6V</td>
<td>20 Ah</td>
<td>97.5x107x151mm</td>
<td>0.37</td>
<td>£52.45</td>
</tr>
</tbody>
</table>

**UL Certified Battery**

- Lasts up to 5x longer than alkaline batteries
- Ideal as an alkaline replacement for smoke detectors, fire alarms and remote controls
- High running voltage with flat discharge curve
- Up to 10 year shelf life
- Same size footprint as a standard alkaline battery but with 18% less weight
- Over current protection safety feature
- Wide operating temperature range

<table>
<thead>
<tr>
<th>Code</th>
<th>Voltage</th>
<th>Capacity</th>
<th>Dims. (HxWxD)</th>
<th>Weight</th>
<th>Qty 1+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0519307</td>
<td>6V</td>
<td>14 Ah</td>
<td>97.5x50x151mm</td>
<td>0.09</td>
<td>£6.90</td>
</tr>
<tr>
<td>BT0579107</td>
<td>12V</td>
<td>24 Ah</td>
<td>97.5x130x195mm</td>
<td>0.37</td>
<td>£6.54</td>
</tr>
</tbody>
</table>

**Golf Trolley Batteries**

- Cyclic 12V AGM batteries designed for all powered golf trolleys
- Maintenance free and leakage proof
- Low self-discharge
- 12V 4A 3-stage chargers available for both Hillbilly and Powakaddy batteries
- Suitable for use with Powakaddy, Motocaddy, Hillibll, Go Kart, Freeway, Mosal, Lawia, Fraser and Talisman golf trolleys

<table>
<thead>
<tr>
<th>Code</th>
<th>Voltage</th>
<th>Capacity</th>
<th>Dims. (HxWxD)</th>
<th>Weight</th>
<th>Qty 1+</th>
</tr>
</thead>
<tbody>
<tr>
<td>BT0542307</td>
<td>12V</td>
<td>24 Ah</td>
<td>182x125x165mm</td>
<td>0.37</td>
<td>£45.46</td>
</tr>
<tr>
<td>BT0542407</td>
<td>12V</td>
<td>30 Ah</td>
<td>182x130x195mm</td>
<td>0.41</td>
<td>£59.76</td>
</tr>
<tr>
<td>BT0542507</td>
<td>12V</td>
<td>36 Ah</td>
<td>182x135x225mm</td>
<td>0.45</td>
<td>£74.40</td>
</tr>
</tbody>
</table>

*All prices exclude VAT*
BATTERIES & POWER SUPPLIES

LP Series AGM Lead Acid Batteries
- All purpose, maintenance free, rechargeable lead batteries
- Extended cycle life
- Very low self-discharge
- AGM (Absorbant Glass Matt) construction
- Strong ABS battery container
- Wide operating temperature: -15°C to +50°C
- Silver-coated copper terminals for improved electrical conductivity
- Ideal for UPS, emergency backup power, emergency lighting, communication equipment, alarm and security systems

Technical Data
Size Voltage H W D Weight
P996 6V 110 67 67 mm 550 g 366 g
P997 9V 81 66 52 mm

Lantern Batteries
- 6V P996 and 9V PP9 zinc carbon batteries, typically used in lighting applications

Technical Data
Size Voltage H W D Weight
P996 6V 110 67 67 mm 550 g 366 g
P997 9V 81 66 52 mm

8,000mAh Wireless Power Banks with Charging Dock
- USB Chargers with power management technology
- Charges two devices via USB and one device via Qi wireless charging
- Charges a typical smartphone 2.3 times
- Digital display shows remaining battery level
- Supplied with smartphone charging dock and 300mm charging cable
- Available in black, dark blue or white
- Battery capacity: 8,000mAh
- USB Input/output: 5V/2.1A

20,000mAh Portable Power Bank Dual USB Chargers
- High capacity USB chargers with Smart IC technology; easily charge 2 devices simultaneously
- Approx. 5 full charges for a standard smartphone
- Digital display for battery level
- 20,000mAh battery capacity
- Output: 5V 2.1A, input: 5V/2A
- Unique dual input design; recharge the power bank with Micro USB or USB-C

Battery Cage with JST Connector
- Compatible with the BBC micro:bit and smartcard
- Clip holder resistant to impacts and vibrations
- Dimensions (LxWXH): 53x25x13mm
- USB Input/output: 5V/2.1A
- Battery capacity: 8,000mAh
- Available in black, dark blue or white
- Smart Protection System for safe, fast charging
- Provides up to 18 hours extra charge for smartphones or tablets
- Convenient built-in LED flashlight
- USB Port with 5V/1A output for charging
- Rechargeable via USB connection
- Dimensions (HxWxD): 90x47x22mm

International USB Power Supplies
- Versatile Plug & Go / World Traveller design - UK, USA, Europe and Australia
- 90-264V AC

Euro to UK PSU Converter Plug
- Suitable for power adaptors with a weight up to 400g
- Converts European equipment for use in the UK
- External fuse assembly
- BS approved

65W AC-DC IEC C8 Desktop Power Supplies
- 2-Pin, IEC C8 inlet
- 2.1A 5.5mm DC Plug connector
- Built-in over-Voltage, over-current and short circuit protection
- Level VI efficiency regulations compliant
- Approved to cULus, TUV-GER, RoHS and REACH
- Universal input: 90-264V AC, 47~63Hz
- Mains lead sold separately
- Options

12V, 5A, 60W AC-DC Desktop Power Supply
- 12V, 5A Desktop power supply
- 2.1mm Centre positive output
- 1.5m Lead length
- IEC C14 connector (no mains lead supplied)
- Dims (HxWxD): 345x4x122mm
BATTERIES & POWER SUPPLIES

15 ~ 24W AC-DC IEC C8 Desktop Power Supplies

- 2-pin, IEC C8 inlet
- 2.5x5.5mm (15W) or 2.1x5.5mm (24W) DC Plug connector
- Over-Voltage and short circuit protected (auto recovery)
- Limited power source (LPS)
- Level VI efficiency regulations compliant
- Approved to cULus, TUV-GS, RCM (C-Tick), PSE, CCC, CB, FCC, CE, RoHS and REACH
- Universal input: 90 ~ 264V AC, 47 ~ 63Hz
- Mains lead sold separately

15W AC-DC Switch Mode Power Supplies

- Wide range input 90-264V AC
- Moulded 2.1 x 5.5 x 12mm output connector Polarity +ve centre
- CE and RoHS Compliant
- Automatic built in short circuit, over voltage and over current protection
- Meets CEC Energy Efficiency Level V

Technical Data
- Input Voltage: 90-264Vac, 47-63Hz
- Output Voltage: 5V
- Output current: 1A max.
- Choice of 6 industry standard DC plugs: 2.5mm male, 3.5mm male, 5.5 x 2.1mm, 5.5 x 2.5mm, 3.5 x 1.35mm and 4 x 1.7mm
- Regulated 1000mA output

5V Plugtop Micro USB Power Supplies

- Fitted with Micro USB
- Level VI ErP/EuP efficiency compliant
- Output current: 1A, 5V DC

Universal Power Supply - 1A

- Universal AC/DC power supply
- Multi voltage output settings: 3, 4.5, 5, 6, 7.5, 9, 12V DC
- Supplied with interchangeable plugs: 2.5mm male, 3.5mm male, 5.5 x 2.1mm, 5.5 x 2.5mm, 3.5 x 1.35mm and 4 x 1.7mm
- Regulated 1000mA output

12V AC/DC Power Supplies - 3A

- Conforms to: UL CE ErP VI
- Built-in over-Voltage, over current and short circuit protection
- Level VI efficiency regulations compliant
- Universal input: 90 ~ 264V AC, 47 ~ 63Hz

Technical Data
- Input Voltage: 100-240V AC
- Output Voltage: 12V
- Output Current: 3A

5V Micro USB Power Supplies

- Output current 1.5A max.
- CE and RoHS Compliant
- Automatic built in short circuit, over voltage and over current protection
- Meets CEC Energy Efficiency Level V

12V AC/DC Power Supplies - 2A

- Conforms to: UL CE ErP VI
- Built-in over-Voltage, over current and short circuit protection
- Level VI efficiency regulations compliant
- Universal input: 90 ~ 264V AC, 47 ~ 63Hz

Technical Data
- Input Voltage: 110-240V AC
- Output Voltage: 12V
- Dimensions: 78 x 43 x 33mm
- Output Current: 2A

Multi-Voltage UK Power Supply - 1.5A

- Choice of 6 output voltages: 3V, 4.5V, 6V, 7.5V, 9V and 12V
- Choice of 6 industry standard DC connectors: 2.5mm male, 3.5mm male, 5.5x2.1mm, 5.5x2.5mm, 3.5x1.35mm and 4x1.7mm
- Output current: 1.5A max.

12V International AC/DC Power Supply

- Fixed output AC/DC power supply
- Supplied with UK and Euro input plugs
- 6 Interchangeable output DC plugs
- Input voltage: 100-240VAC
- Output: 12V, 1A
- Power: 12W

12V AC/DC Universal Plugtop Power Supply - 2.25A

- Efficiency level: VI
- Supplied with 6 interchangeable plugs
- Input Voltage: 110-240Vac
- Output Current: 2.25A

7.5W Miniature AC-DC Switch Mode Power Supplies

- Wide range input 90-264V AC
- Moulded 2.1 x 5.5 x 12mm output connector Polarity +ve centre
- CE and RoHS Compliant
- Automatic built in short circuit, over voltage and over current protection
- Meets CEC Energy Efficiency Level V

All prices exclude VAT
**BATTERIES & POWER SUPPLIES**

**5V USB Mains Power Supplies**

<table>
<thead>
<tr>
<th>Power Supply - 12V 5A 60W Switch Mode</th>
<th>connector sizes: 2.1mm or 2.5mm</th>
<th>the most common extension leads with socket to plug A range of DC type, leads</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black:</td>
<td>Output Voltage 5V DC</td>
<td>White:</td>
</tr>
<tr>
<td>1.2A:</td>
<td>1+ Output 230V</td>
<td>1.2A: Output 110 - 240Vac</td>
</tr>
<tr>
<td>£2.45</td>
<td>10+ 12V</td>
<td>£2.45</td>
</tr>
<tr>
<td>PW0399907</td>
<td>5V DC</td>
<td>PW0399907</td>
</tr>
<tr>
<td>£1.98</td>
<td>Output Voltage 2.4A</td>
<td>£1.98</td>
</tr>
<tr>
<td>PW0410307</td>
<td>PW0400007</td>
<td>PW0410307</td>
</tr>
<tr>
<td>£2.35</td>
<td>1+ 12V</td>
<td>£2.35</td>
</tr>
<tr>
<td>PW0412507</td>
<td>5V DC</td>
<td>PW0412507</td>
</tr>
<tr>
<td>£3.18</td>
<td>Output Voltage 2.4A</td>
<td>£3.18</td>
</tr>
<tr>
<td>PW0412607</td>
<td>PW0400007</td>
<td>PW0412607</td>
</tr>
<tr>
<td>£3.18</td>
<td>Output Voltage 2.4A</td>
<td>£3.18</td>
</tr>
</tbody>
</table>

**USB to European Travel Adaptors**

<table>
<thead>
<tr>
<th>Power Supply - 12V 5A 60W Switch Mode</th>
<th>connector sizes: 2.1mm or 2.5mm</th>
<th>the most common extension leads with socket to plug A range of DC type, leads</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black:</td>
<td>Output Voltage 5V DC</td>
<td>White:</td>
</tr>
<tr>
<td>1.2A:</td>
<td>1+ Output 230V</td>
<td>1.2A: Output 110 - 240Vac</td>
</tr>
<tr>
<td>£2.45</td>
<td>10+ 12V</td>
<td>£2.45</td>
</tr>
<tr>
<td>PW0410807</td>
<td>5V DC</td>
<td>PW0410807</td>
</tr>
<tr>
<td>£1.98</td>
<td>Output Voltage 2.4A</td>
<td>£1.98</td>
</tr>
<tr>
<td>PW0410907</td>
<td>PW0400007</td>
<td>PW0410907</td>
</tr>
<tr>
<td>£2.35</td>
<td>Output Voltage 2.4A</td>
<td>£2.35</td>
</tr>
<tr>
<td>PW0412507</td>
<td>PW0400007</td>
<td>PW0412507</td>
</tr>
<tr>
<td>£3.18</td>
<td>Output Voltage 2.4A</td>
<td>£3.18</td>
</tr>
<tr>
<td>PW0412607</td>
<td>PW0400007</td>
<td>PW0412607</td>
</tr>
<tr>
<td>£3.18</td>
<td>Output Voltage 2.4A</td>
<td>£3.18</td>
</tr>
</tbody>
</table>

**60W Switch Mode Power Supply - 12V 5A**

- 2.1 x 5.5 x 12mm DC plug enter +
- CEC Level V
- Output 12V 5A
- Input Voltage: 90-264Vac, 47-63Hz
- Load regulation: +/- 5%
- EMC: FCC Class B conduction & radiation
- Efficiency: CEC level V
- Mains lead sold separately

- 1+ £17.18
- 5+ £15.73
- code PW0271107 PM_613434

**DC Power Extension Leads**

A range of DC type, socket to plug extension leads with the most common 2.1mm or 2.5mm connector sizes.

<table>
<thead>
<tr>
<th>2.1mm DC Socket to Plug</th>
<th>2.5mm DC Socket to Plug</th>
<th>2.1mm DC Socket to 90° Plug</th>
<th>2.5mm DC Socket to 90° Plug</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.5m:</td>
<td>1.5m:</td>
<td>1.5m:</td>
<td>1.5m:</td>
</tr>
<tr>
<td>£0.83</td>
<td>£0.80</td>
<td>£0.75</td>
<td>£0.75</td>
</tr>
<tr>
<td>PW0190307</td>
<td>PW0190307</td>
<td>PW0190307</td>
<td>PW0190307</td>
</tr>
<tr>
<td>£0.83</td>
<td>£0.80</td>
<td>£0.75</td>
<td>£0.75</td>
</tr>
<tr>
<td>PW0190407</td>
<td>PW0190407</td>
<td>PW0190407</td>
<td>PW0190407</td>
</tr>
<tr>
<td>£1.07</td>
<td>£1.04</td>
<td>£0.95</td>
<td>£0.95</td>
</tr>
<tr>
<td>PW0190507</td>
<td>PW0190507</td>
<td>PW0190507</td>
<td>PW0190507</td>
</tr>
<tr>
<td>£1.39</td>
<td>£1.36</td>
<td>£1.33</td>
<td>£1.33</td>
</tr>
<tr>
<td>PW0190607</td>
<td>PW0190607</td>
<td>PW0190607</td>
<td>PW0190607</td>
</tr>
<tr>
<td>£1.73</td>
<td>£1.70</td>
<td>£1.68</td>
<td>£1.68</td>
</tr>
<tr>
<td>PW0190707</td>
<td>PW0190707</td>
<td>PW0190707</td>
<td>PW0190707</td>
</tr>
<tr>
<td>£0.75</td>
<td>£0.72</td>
<td>£0.65</td>
<td>£0.65</td>
</tr>
<tr>
<td>PW0190807</td>
<td>PW0190807</td>
<td>PW0190807</td>
<td>PW0190807</td>
</tr>
<tr>
<td>£1.05</td>
<td>£0.98</td>
<td>£0.95</td>
<td>£0.95</td>
</tr>
<tr>
<td>PW0190907</td>
<td>PW0190907</td>
<td>PW0190907</td>
<td>PW0190907</td>
</tr>
<tr>
<td>£1.39</td>
<td>£1.36</td>
<td>£1.33</td>
<td>£1.33</td>
</tr>
<tr>
<td>PW0191007</td>
<td>PW0191007</td>
<td>PW0191007</td>
<td>PW0191007</td>
</tr>
<tr>
<td>£2.40</td>
<td>£2.37</td>
<td>£2.30</td>
<td>£2.30</td>
</tr>
<tr>
<td>PW0191107</td>
<td>PW0191107</td>
<td>PW0191107</td>
<td>PW0191107</td>
</tr>
<tr>
<td>£2.75</td>
<td>£2.72</td>
<td>£2.69</td>
<td>£2.69</td>
</tr>
</tbody>
</table>

**UK to Dual USB Power Supplies**

- UK mains plug to dual USB power supply
- Enables charging of two devices at once

**12V AC/DC Power Supply - 5A**

- 3 Pin IEC connector
- Polarity +ve centre
- CE and RoHS Compliant
- Compact size
- Automatic built in short circuit, over voltage and over current protection
- High Reliability - Meets CEC Energy Efficiency Level V

- 1+ £12.50
- 5+ £11.98
- code PW0236307 PM_6157622

**DC Plug Adaptors**

A range of interchangeable DC plug adaptors ideal to adapt power supplies with fixed output plugs. Universally compatible solution

<table>
<thead>
<tr>
<th>2.1mm DC Connectors</th>
<th>2.5mm DC Connectors</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.5m:</td>
<td>1.5m:</td>
</tr>
<tr>
<td>£0.91</td>
<td>£0.95</td>
</tr>
<tr>
<td>PW0234407</td>
<td>PW0234407</td>
</tr>
<tr>
<td>£1.02</td>
<td>£1.06</td>
</tr>
<tr>
<td>PW0234507</td>
<td>PW0234507</td>
</tr>
<tr>
<td>£1.10</td>
<td>£1.14</td>
</tr>
<tr>
<td>PW0234607</td>
<td>PW0234607</td>
</tr>
<tr>
<td>£1.25</td>
<td>£1.30</td>
</tr>
<tr>
<td>PW0234707</td>
<td>PW0234707</td>
</tr>
<tr>
<td>£1.31</td>
<td>£1.36</td>
</tr>
<tr>
<td>PW0234807</td>
<td>PW0234807</td>
</tr>
<tr>
<td>£1.57</td>
<td>£1.63</td>
</tr>
<tr>
<td>PW0234907</td>
<td>PW0234907</td>
</tr>
<tr>
<td>£1.85</td>
<td>£1.92</td>
</tr>
<tr>
<td>PW023507</td>
<td>PW023507</td>
</tr>
<tr>
<td>£1.99</td>
<td>£2.05</td>
</tr>
<tr>
<td>PW0235107</td>
<td>PW0235107</td>
</tr>
<tr>
<td>£1.90</td>
<td>£2.00</td>
</tr>
<tr>
<td>PW0235207</td>
<td>PW0235207</td>
</tr>
<tr>
<td>£1.95</td>
<td>£2.00</td>
</tr>
<tr>
<td>PW0235307</td>
<td>PW0235307</td>
</tr>
<tr>
<td>£2.05</td>
<td>£2.10</td>
</tr>
<tr>
<td>PW0235407</td>
<td>PW0235407</td>
</tr>
<tr>
<td>£2.15</td>
<td>£2.20</td>
</tr>
<tr>
<td>PW0235507</td>
<td>PW0235507</td>
</tr>
<tr>
<td>£2.25</td>
<td>£2.30</td>
</tr>
</tbody>
</table>

**5V 1A Micro USB European Power Supply**

This 5V 1A micro USB power supply comes with fixed European AC pins and a 1.8m 5-pin USB DC cable.
- Short circuit and over current protection

**12V Switch Mode Power Supplies**

- 90-264V ac wide range input
- Built in short circuit protection
- Available with either 2.1 x 5.5 x 12mm DC connector polarity +ve centre
- High reliability 100% burned in and tested
- Meets ErP / EuP / CEC Energy Efficiency legislation
- Level VI efficiency

**DC Connector Plug to Plug Leads**

- A range of DC connector plug to lead solutions
- Common 2.1mm and 2.5mm DC connectors
- Moulded plug & strain reliefs

**51**

For VAT inclusive prices visit cpc.co.uk
### AUDIO VISUAL

**XLR Microphone Leads**
- Cable diameter: 6mm
- Pins connections: 1:1, 2:2 and 3:3
- Black Connectors
  - 5m £1.89

**XLR DMX Leads**
- • 1200 Digital spec cable
- • Spiral shield, braid shield and drain wire
- • Gold plated contacts and are ideal for stereo audio + video connections.

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Code</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>5</td>
<td>AV1383707</td>
<td>£1.06</td>
</tr>
<tr>
<td>7</td>
<td>AV1383607</td>
<td>£1.11</td>
</tr>
<tr>
<td>10</td>
<td>AV1383507</td>
<td>£2.14</td>
</tr>
<tr>
<td>15</td>
<td>AV1383407</td>
<td>£3.76</td>
</tr>
<tr>
<td>20</td>
<td>AV1383707</td>
<td>£3.32</td>
</tr>
</tbody>
</table>

**TO5Link Optical Leads**

**2x Phono Plugs to Plugs**
- Hi-fi leads featuring pure copper conductors and gold plated connectors with colour coded over-mouldings and strain reliefs. Suitable for L+R stereo audio connections between equipment.

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Code</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>5</td>
<td>AV1383307</td>
<td>£0.82</td>
</tr>
<tr>
<td>7</td>
<td>AV1383607</td>
<td>£1.16</td>
</tr>
<tr>
<td>10</td>
<td>AV1383407</td>
<td>£1.55</td>
</tr>
<tr>
<td>15</td>
<td>AV1383507</td>
<td>£3.76</td>
</tr>
<tr>
<td>20</td>
<td>AV1383707</td>
<td>£3.32</td>
</tr>
</tbody>
</table>

**3.5mm Stereo Jack Plug to 2 x Phono Plugs**
- For stereo audio + video connections. Pure copper conductors.

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Code</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.5</td>
<td>AV1383907</td>
<td>£0.77</td>
</tr>
<tr>
<td>1</td>
<td>AV1383807</td>
<td>£0.95</td>
</tr>
<tr>
<td>2</td>
<td>AV1383707</td>
<td>£1.06</td>
</tr>
<tr>
<td>1.5</td>
<td>AV1383607</td>
<td>£1.11</td>
</tr>
</tbody>
</table>

**3.5mm Stereo Jack Leads - Slim**
- Gold plated contacts

### AUDIO VISUAL

**HQ 3.5mm Jack Plug to 2x Phono Plugs**
- Feature gold plated contacts and OFC cables.

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Code</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.5</td>
<td>AV1859907</td>
<td>£1.18</td>
</tr>
<tr>
<td>1</td>
<td>AV1859807</td>
<td>£1.31</td>
</tr>
<tr>
<td>2</td>
<td>AV1859707</td>
<td>£1.47</td>
</tr>
<tr>
<td>3</td>
<td>AV1859607</td>
<td>£1.63</td>
</tr>
<tr>
<td>4</td>
<td>AV1859507</td>
<td>£1.80</td>
</tr>
</tbody>
</table>

**HQ 3.5mm Stereo Jack Plug To 2x Phono Plugs**
- Feature gold plated contacts and OFC cables.

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Code</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.5</td>
<td>AV1866507</td>
<td>£2.12</td>
</tr>
<tr>
<td>1</td>
<td>AV1866407</td>
<td>£2.27</td>
</tr>
<tr>
<td>2</td>
<td>AV1866307</td>
<td>£2.42</td>
</tr>
<tr>
<td>3</td>
<td>AV1866207</td>
<td>£2.57</td>
</tr>
</tbody>
</table>

**BNC Plug To Plug Leads**

**HQ 2x Phono Plugs to Plugs**
- High quality leads with 2x Phono( RCA) plugs for stereo audio interconnections. Feature colour coding, gold plated contacts and OFC cables.

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Code</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.5</td>
<td>AV1865907</td>
<td>£1.25</td>
</tr>
<tr>
<td>1</td>
<td>AV1865807</td>
<td>£1.40</td>
</tr>
<tr>
<td>2</td>
<td>AV1865707</td>
<td>£1.55</td>
</tr>
<tr>
<td>3</td>
<td>AV1865607</td>
<td>£1.70</td>
</tr>
</tbody>
</table>

**2x Phono Plugs to Plugs**
- Pure copper connectors

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Code</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.5</td>
<td>AV1412007</td>
<td>£1.89</td>
</tr>
<tr>
<td>1</td>
<td>AV1411907</td>
<td>£2.04</td>
</tr>
<tr>
<td>2</td>
<td>AV1411807</td>
<td>£2.19</td>
</tr>
<tr>
<td>3</td>
<td>AV1411707</td>
<td>£2.34</td>
</tr>
</tbody>
</table>

---

**All prices exclude VAT**
3.5mm Stereo Plug to 90 Degree Plug Leads

- Slimline cable and PVC moulding
- Gold plated connections

Black
- AV2825907 0.5m £0.80
- AV2826007 1m £0.90
- AV2826107 1.5m £0.93
- AV2826207 2m £1.00
- AV2826307 3m £1.14
- AV2826407 5m £1.40
- AV2826507 10m £1.75
- AV2826607 15m £2.05

White
- AV2826707 0.5m £0.80
- AV2826807 1m £0.90
- AV2826907 1.5m £0.93
- AV2827007 2m £1.00
- AV2827107 3m £1.14
- AV2827207 5m £1.40
- AV2827307 7.5m £1.75
- AV2827407 10m £2.00

3.5mm Stereo Plug to 2x Phono Plug Leads

- Aluminium connectors, slim cables
- Gold plated connections

Black
- AV2823307 0.5m £1.12
- AV2823407 1m £1.68
- AV2823507 1.5m £1.78
- AV2823607 2m £1.80
- AV2823707 3m £1.94
- AV2823807 5m £2.20
- AV2823907 7.5m £2.55
- AV2824007 10m £2.90

White
- AV2824107 0.5m £1.12
- AV2824207 1m £1.68
- AV2824307 1.5m £1.78
- AV2824407 2m £1.80
- AV2824507 3m £1.94
- AV2824607 5m £2.20
- AV2824707 7.5m £2.55
- AV2824807 10m £2.90

3.5mm Stereo Extension Leads

- Aluminium connectors, slim cables
- Gold plated connections

Black
- AV2836307 0.5m £1.28
- AV2836407 1m £1.78
- AV2836507 1.5m £2.10
- AV2836607 2m £2.75
- AV2836707 3m £3.15
- AV2836807 5m £3.95
- AV2836907 7.5m £4.75
- AV2837007 10m £5.55

White
- AV2838307 0.5m £1.28
- AV2838407 1m £1.78
- AV2838507 1.5m £2.10
- AV2838607 2m £2.75
- AV2838707 3m £3.15
- AV2838807 5m £3.95
- AV2838907 7.5m £4.75
- AV2839007 10m £5.55

3.5mm Stereo Plug to 2x Stereo Socket Leads

- Aluminium connectors, slim cables
- Gold plated connections

Black
- AV2835507 0.5m £1.95
- AV2835607 1m £2.30
- AV2835707 1.5m £2.65
- AV2835807 2m £3.00
- AV2835907 3m £3.35
- AV2836007 5m £4.10
- AV2836107 7.5m £4.85
- AV2836207 10m £5.60

White
- AV2837507 0.5m £1.95
- AV2837607 1m £2.30
- AV2837707 1.5m £2.65
- AV2837807 2m £3.00
- AV2837907 3m £3.35
- AV2838007 5m £4.10
- AV2838107 7.5m £4.85
- AV2838207 10m £5.60

Phono Plug to Plug Leads

- Phono to phono (RCA) connections
- Slimline cable and PVC moulding
- Gold plated connections

Black
- AV2836707 0.5m £1.22
- AV2836807 1m £1.69
- AV2836907 1.5m £2.27
- AV2837007 2m £2.72
- AV2837107 3m £3.18
- AV2837207 5m £3.64
- AV2837307 7.5m £4.04
- AV2837407 10m £4.64

White
- AV2837807 0.5m £1.22
- AV2837907 1m £1.69
- AV2838007 1.5m £2.27
- AV2838107 2m £2.72
- AV2838207 3m £3.18
- AV2838307 5m £3.64
- AV2838407 7.5m £4.04
- AV2838507 10m £4.64

For VAT inclusive prices visit cpc.co.uk
# Ultra Slim 4K HDMI Cables with Ethernet

- Gold-plated contacts
- Supports 4K 60Hz with HDR and ARC

### HDM| Thin 4K UHD HDMI Leads

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Colour</th>
<th>Price</th>
<th>VAT</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.5m</td>
<td>AV214507 0.5m</td>
<td>Black</td>
<td>£2.95</td>
<td>20%</td>
<td>£3.54</td>
</tr>
<tr>
<td>1m</td>
<td>AV214507 1m</td>
<td>Black</td>
<td>£3.32</td>
<td>20%</td>
<td>£3.99</td>
</tr>
<tr>
<td>2m</td>
<td>AV214507 2m</td>
<td>Black</td>
<td>£4.20</td>
<td>20%</td>
<td>£5.04</td>
</tr>
</tbody>
</table>

### Slim 4K UHD HDMI Leads

- HDMI cables with superior 4K transfer rates
- Easy to conceal HDMI cable
- Low profile metal HDMI connectors PM-6126601

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Colour</th>
<th>Price</th>
<th>VAT</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>2m</td>
<td>AV206107 2m</td>
<td>Black</td>
<td>£1.31</td>
<td>20%</td>
<td>£1.60</td>
</tr>
<tr>
<td>3m</td>
<td>AV206107 3m</td>
<td>Black</td>
<td>£1.86</td>
<td>20%</td>
<td>£2.29</td>
</tr>
</tbody>
</table>

### High Speed 4K UHD HDMI Leads

- Moulded HDMI plug to plug leads
- Gold plated contacts PM-6226641

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Colour</th>
<th>Price</th>
<th>VAT</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>2m</td>
<td>AV2060107 2m</td>
<td>Black</td>
<td>£1.70</td>
<td>20%</td>
<td>£2.10</td>
</tr>
</tbody>
</table>

### Premium High Speed 4K UHD HDMI Leads with Ethernet

- Supports transfer rates up to 18Gbps @60Hz
- 15-30m Versions are Active with an inline booster IC PM-6278605

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Colour</th>
<th>Price</th>
<th>VAT</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>3m</td>
<td>AV2276707 3m</td>
<td>Black</td>
<td>£2.49</td>
<td>20%</td>
<td>£2.99</td>
</tr>
<tr>
<td>5m</td>
<td>AV2276707 5m</td>
<td>Black</td>
<td>£3.31</td>
<td>20%</td>
<td>£3.97</td>
</tr>
</tbody>
</table>

### 4K UHD HDMI Extender with Ethernet

- Audio Return Channel (ARC) PM-6041225

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Colour</th>
<th>Price</th>
<th>VAT</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>2m</td>
<td>AV2632300 2m</td>
<td>Black</td>
<td>£1.82</td>
<td>20%</td>
<td>£2.18</td>
</tr>
</tbody>
</table>

### Gold-Plated 4K UHD HDMI Leads

- Gold plated connectors PM-61340911

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Colour</th>
<th>Price</th>
<th>VAT</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>2m</td>
<td>AV2675307 2m</td>
<td>Black</td>
<td>£2.39</td>
<td>20%</td>
<td>£2.95</td>
</tr>
</tbody>
</table>

### High Speed HDMI Leads with Ethernet

- Gold plated contacts PM-686924

<table>
<thead>
<tr>
<th>Length</th>
<th>Code</th>
<th>Colour</th>
<th>Price</th>
<th>VAT</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>2m</td>
<td>AV2342907 2m</td>
<td>Black</td>
<td>£1.79</td>
<td>20%</td>
<td>£2.27</td>
</tr>
</tbody>
</table>

---

All prices exclude VAT
## HDMI Plug to 2x HDMI Sockets Adaptor
- Gold plated contacts
- Cable length: 265mm

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£3.86</td>
<td>£1.95</td>
</tr>
<tr>
<td>5m</td>
<td>£6.88</td>
<td>£2.60</td>
</tr>
</tbody>
</table>

## HDMI Faceplate Adaptor - 160mm
- HDMI Socket to socket adaptor lead

<table>
<thead>
<tr>
<th>Colour</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£2.60</td>
<td>£1.98</td>
</tr>
</tbody>
</table>

## HDMI Plug to Socket Adaptors - 90°/270°
- Gold plated connectors

<table>
<thead>
<tr>
<th>Colour</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£1.70</td>
<td>80p</td>
</tr>
</tbody>
</table>

## Cat5e Audio Video Networking Leads
- Moulded plastic plugs with thumb screws on DVI plug
- Gold-plated connectors

<table>
<thead>
<tr>
<th>Colour</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>White</td>
<td>£0.62</td>
<td>£0.33</td>
</tr>
<tr>
<td>Black</td>
<td>£0.83</td>
<td>£0.57</td>
</tr>
</tbody>
</table>

## HDMI to VGA Converter Leads
- Effective AV converter for legacy VGA displays
- Ideal for connecting to monitors and projectors
- Audio passthrough via 3.5mm connection
- Micro USB connection for power if required

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£6.46</td>
<td>£5.85</td>
</tr>
<tr>
<td>3m</td>
<td>£6.05</td>
<td>£5.54</td>
</tr>
<tr>
<td>5m</td>
<td>£6.68</td>
<td>£6.17</td>
</tr>
</tbody>
</table>

## HDMI to DVI-D Plug Leads
- Moulded 19-pin HDMI jack to DVI-D plug adaptor

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£6.46</td>
<td>£5.85</td>
</tr>
<tr>
<td>3m</td>
<td>£6.05</td>
<td>£5.54</td>
</tr>
<tr>
<td>5m</td>
<td>£6.68</td>
<td>£6.17</td>
</tr>
</tbody>
</table>

## HDMI to VGA Adaptor
- Ideal for using legacy displays or projectors with modern, HDMI only systems
- 3.5mm Audio port for sound output
- Supports resolutions up to 1080p Full HD

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£6.46</td>
<td>£5.85</td>
</tr>
<tr>
<td>3m</td>
<td>£6.05</td>
<td>£5.54</td>
</tr>
<tr>
<td>5m</td>
<td>£6.68</td>
<td>£6.17</td>
</tr>
</tbody>
</table>

## HDMI to DVI-D Plug Adaptors
- Moulded 19-pin HDMI jack to DVI-D plug adaptor

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£6.46</td>
<td>£5.85</td>
</tr>
<tr>
<td>3m</td>
<td>£6.05</td>
<td>£5.54</td>
</tr>
<tr>
<td>5m</td>
<td>£6.68</td>
<td>£6.17</td>
</tr>
</tbody>
</table>

## DisplayPort Plug to HDMI Socket Adaptor
- Gold plated contacts
- Supports resolutions up to 1920x2300 @ 60Hz
- Cable length: 0.2m

<table>
<thead>
<tr>
<th>Colour</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£3.45</td>
<td>£3.45</td>
</tr>
<tr>
<td>White</td>
<td>£3.45</td>
<td>£3.45</td>
</tr>
</tbody>
</table>

## Audio Visual-Optical Adaptor
- Gold plated connectors

<table>
<thead>
<tr>
<th>Colour</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£3.45</td>
<td>£3.45</td>
</tr>
</tbody>
</table>

## DisplayPort to HDMI Leads
- Connect an HDMI display to a DisplayPort source
- Supports resolutions up to 1080p Full HD resolution support
- 60Hz Refresh rate

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£8.45</td>
<td>£7.95</td>
</tr>
<tr>
<td>3m</td>
<td>£8.05</td>
<td>£7.55</td>
</tr>
<tr>
<td>5m</td>
<td>£8.65</td>
<td>£8.15</td>
</tr>
</tbody>
</table>

## Mini DisplayPort-to-HDMI Leads
- Connect a mini DisplayPort device to a HD display
- 1080p Full HD resolution support
- 60Hz Refresh rate

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£8.45</td>
<td>£7.95</td>
</tr>
<tr>
<td>3m</td>
<td>£8.05</td>
<td>£7.55</td>
</tr>
<tr>
<td>5m</td>
<td>£8.65</td>
<td>£8.15</td>
</tr>
</tbody>
</table>

## Plug to Plug SVGA Leads - Fully Wired
- Double shielded leads with molded plugs
- Lengths 15m and above have Ferrite filters

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£0.70</td>
<td>£0.62</td>
</tr>
<tr>
<td>3m</td>
<td>£1.28</td>
<td>£1.25</td>
</tr>
<tr>
<td>5m</td>
<td>£0.92</td>
<td>£0.89</td>
</tr>
</tbody>
</table>

## AV CAT6 Networking Leads
- RJ45 Plug to RJ45 Plug
- CAT6 Wiring
- Gold plated contacts

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£0.91</td>
<td>£0.89</td>
</tr>
<tr>
<td>3m</td>
<td>£1.63</td>
<td>£1.61</td>
</tr>
<tr>
<td>5m</td>
<td>£2.20</td>
<td>£2.18</td>
</tr>
</tbody>
</table>

## Plug to Plug VGA to VGA Converters
- Gold plated connectors

<table>
<thead>
<tr>
<th>Length</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
<td>£1.28</td>
<td>£1.25</td>
</tr>
<tr>
<td>3m</td>
<td>£0.92</td>
<td>£0.89</td>
</tr>
<tr>
<td>5m</td>
<td>£0.62</td>
<td>£0.59</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
Reversible USB 2.0 Cables

- Double sided, reversible USB 2.0
- Supports transfers up to 480Mbps

<table>
<thead>
<tr>
<th>Reversible A Male to A Male</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>5m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black CS2990707</td>
<td>£1.25</td>
<td>£2.32</td>
<td>£4.64</td>
<td>£9.28</td>
</tr>
<tr>
<td>Grey CS2990807</td>
<td>£1.19</td>
<td>£2.20</td>
<td>£4.38</td>
<td>£8.76</td>
</tr>
</tbody>
</table>

Micro USB 2.0 Cables

- Data transfer rates up to 480Mbps
- Rated for 10,000 disconnect cycles

<table>
<thead>
<tr>
<th>Micro USB B (Male) to USB A (Male)</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black CS3008607</td>
<td>£0.69</td>
<td>£1.25</td>
<td>£2.50</td>
</tr>
<tr>
<td>Grey CS3008707</td>
<td>£0.69</td>
<td>£1.25</td>
<td>£2.50</td>
</tr>
</tbody>
</table>

Gold Plated USB 2.0 Leads

- High quality USB A to B Plug leads
- Gold plated
- Double shielding
- 480Mbps data transfer rate

<table>
<thead>
<tr>
<th>Gold Plated USB 2.0 Leads A Male to Type-C Cable</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>5m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black CS1630707</td>
<td>£2.89</td>
<td>£5.78</td>
<td>£11.55</td>
<td>£23.10</td>
</tr>
<tr>
<td>White CS2491107</td>
<td>£2.89</td>
<td>£5.78</td>
<td>£11.55</td>
<td>£23.10</td>
</tr>
</tbody>
</table>

SuperSpeed USB 3.0 Cables

- Supports data transfer speeds of up to 5Gb/s
- Backwards compatible with USB 2.0

<table>
<thead>
<tr>
<th>SuperSpeed USB 3.0 Cables</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
<th>5m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black CS1655707</td>
<td>£2.33</td>
<td>£4.65</td>
<td>£9.29</td>
<td>£18.58</td>
</tr>
<tr>
<td>Grey CS1655807</td>
<td>£2.33</td>
<td>£4.65</td>
<td>£9.29</td>
<td>£18.58</td>
</tr>
</tbody>
</table>

USB 3.1 10Gb/s A Male to Type-C Cable

- USB 3.1 A Male to USB Type-C cable; ideal for smartphones, tablets and other devices fitted with the new USB Type-C connector
- SuperSpeed Plus transfer rates up to 10Gb/s
- Supports USB Power delivery 2.0
- 1m Cable length

<table>
<thead>
<tr>
<th>USB 3.1 10Gb/s A Male to Type-C Cable</th>
<th>1m</th>
<th>2m</th>
<th>3m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black CS2971107</td>
<td>£3.10</td>
<td>£6.20</td>
<td>£12.40</td>
</tr>
</tbody>
</table>

USB 2.0 Active Repeaters

- Extend USB 3.0 connections up to 13m
- Supports full SuperSpeed data transfer rates
- Hot plug capability

<table>
<thead>
<tr>
<th>USB 2.0 Active Repeaters</th>
<th>1 Port</th>
<th>2 Port</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS2504307</td>
<td>£5.23</td>
<td>£10.55</td>
</tr>
<tr>
<td>CS2504407</td>
<td>£6.28</td>
<td>£12.56</td>
</tr>
</tbody>
</table>

USB 3.0 Active Repeaters Cables

- Transmission rate up to 600Mb/s (1Mb/s - 2 port)
- Connections are USB A male to D pin D male/s
- Cable length is 0.3m for 1 port and 0.5m for the 2 port

<table>
<thead>
<tr>
<th>USB 3.0 Active Repeaters Cables</th>
<th>Length</th>
<th>1 Port</th>
<th>2 Port</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS2514307</td>
<td>0.3m</td>
<td>£4.25</td>
<td>£8.50</td>
</tr>
<tr>
<td>CS2514407</td>
<td>0.5m</td>
<td>£7.00</td>
<td>£14.00</td>
</tr>
</tbody>
</table>

USB to Serial Converters

- Supports USB to serial connections
- Transmission rate up to 600kb/s (1Mb/s - 2 port)
- Connections are USB A male to 9 pin D male/s
- Cable length is 0.3m for 1 port and 0.5m for the 2 port

<table>
<thead>
<tr>
<th>USB to Serial Converters</th>
<th>Length</th>
<th>1 Port</th>
<th>2 Port</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS3014507</td>
<td>0.3m</td>
<td>£5.23</td>
<td>£10.55</td>
</tr>
<tr>
<td>CS3014607</td>
<td>0.5m</td>
<td>£8.50</td>
<td>£17.00</td>
</tr>
</tbody>
</table>
### Cat 5e RJ45 Low Profile Patch Cables

- Low-profile moulded strain reliefs

#### Specifications

<table>
<thead>
<tr>
<th>Length</th>
<th>CAT 5E RJ45 Low Profile Patch Cables</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.2m</td>
<td>CS1755807 £11.82</td>
</tr>
<tr>
<td>0.5m</td>
<td>CS1755907 £12.76</td>
</tr>
<tr>
<td>1m</td>
<td>CS1756007 £9.98</td>
</tr>
<tr>
<td>2m</td>
<td>CS17561007 £9.10</td>
</tr>
<tr>
<td>3m</td>
<td>CS17562007 £7.89</td>
</tr>
<tr>
<td>5m</td>
<td>CS17563007 £7.28</td>
</tr>
<tr>
<td>10m</td>
<td>CS17564007 £6.55</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk

---

### Cat 6 RJ 45 Patch Cables

- RJ45 to RJ45 UTP, Cat 6 patch cables

#### Specifications

<table>
<thead>
<tr>
<th>Length</th>
<th>CAT 6 RJ 45 Patch Cables</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.2m</td>
<td>CS1756507 £10.34</td>
</tr>
<tr>
<td>0.5m</td>
<td>CS1756607 £6.45</td>
</tr>
<tr>
<td>1m</td>
<td>CS17567007 £4.23</td>
</tr>
<tr>
<td>2m</td>
<td>CS1756807 £1.46</td>
</tr>
<tr>
<td>3m</td>
<td>CS1756907 £1.62</td>
</tr>
<tr>
<td>5m</td>
<td>CS1757007 £0.89</td>
</tr>
<tr>
<td>10m</td>
<td>CS17571007 £0.83</td>
</tr>
<tr>
<td>15m</td>
<td>CS17572007 £0.50</td>
</tr>
</tbody>
</table>

---

### Cat 6A LSOH RJ 45 Patch Cables

- Designed for high speed Gigabit networks
- Screened shielded twisted pair (SSTP), 26 AWG
- Stranded, snagless design
- Low smoke, zero halogen
- Flush moulded strain reliefs

#### Specifications

<table>
<thead>
<tr>
<th>Length</th>
<th>CAT 6A LSOH RJ 45 Patch Cables</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.2m</td>
<td>CS2447407 £10.88</td>
</tr>
<tr>
<td>0.5m</td>
<td>CS2361207 £11.03</td>
</tr>
<tr>
<td>1m</td>
<td>CS2361307 £9.88</td>
</tr>
<tr>
<td>2m</td>
<td>CS2361407 £12.06</td>
</tr>
<tr>
<td>3m</td>
<td>CS2361507 £8.25</td>
</tr>
<tr>
<td>5m</td>
<td>CS2361607 £4.96</td>
</tr>
<tr>
<td>10m</td>
<td>CS23617007 £6.55</td>
</tr>
<tr>
<td>15m</td>
<td>CS2361807 £10.18</td>
</tr>
<tr>
<td>20m</td>
<td>CS2361907 £19.41</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk

---

### Patch Cables

- Low-profile moulded strain reliefs

#### Specifications

<table>
<thead>
<tr>
<th>Length</th>
<th>Patch Cables</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.2m</td>
<td>CS1755807 £11.82</td>
</tr>
<tr>
<td>0.5m</td>
<td>CS1755907 £12.76</td>
</tr>
<tr>
<td>1m</td>
<td>CS1756007 £9.98</td>
</tr>
<tr>
<td>2m</td>
<td>CS17561007 £9.10</td>
</tr>
<tr>
<td>3m</td>
<td>CS17562007 £7.89</td>
</tr>
<tr>
<td>5m</td>
<td>CS17563007 £7.28</td>
</tr>
<tr>
<td>10m</td>
<td>CS17564007 £6.55</td>
</tr>
<tr>
<td>15m</td>
<td>CS1756507 £5.23</td>
</tr>
<tr>
<td>20m</td>
<td>CS1756607 £4.96</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
### CAT6 Wiring Boxes
- Connection boxes for 4 twisted cable pairs
- Ideal for custom wiring or converting between different system wiring specifications

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>Black</th>
<th>White</th>
<th>1</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS1387007</td>
<td>Termination plug</td>
<td>£2.87</td>
<td>£2.15</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS2730807</td>
<td>Wiring label, strain relief, cable tie and user guide</td>
<td>£2.61</td>
<td>£2.16</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### CAT5E Wiring Boxes
- Connection boxes for 4 twisted cable pairs
- Ideal for custom wiring or converting between different system wiring specifications

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>White</th>
<th>Black</th>
<th>1</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS1386907</td>
<td>Termination plug</td>
<td>£2.77</td>
<td>£2.33</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS1524307</td>
<td>Termination plug</td>
<td>£2.86</td>
<td>£2.53</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### R45 In-Line Couplers
- In-line RJ45 Cat 5e, Cat 6 and Cat 6A female-female couplers
- High performance data throughput, meets Cat 5e and Cat 6 data rates
- Robust & compact design

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>1</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS2926207</td>
<td>Cat5e Coupler</td>
<td>£2.25</td>
<td>£1.98</td>
</tr>
<tr>
<td>CS2925907</td>
<td>Cat 6 Coupler</td>
<td>£2.58</td>
<td>£2.36</td>
</tr>
<tr>
<td>CS2926007</td>
<td>Cat 6a Coupler</td>
<td>£2.95</td>
<td>£2.72</td>
</tr>
</tbody>
</table>

### R45 Panel Mount Couplers
- Robust die cast panel mount adaptor ensures easy mounting and reliable earthing
- Fully shielded versions available for excellent EMI/RFI isolation
- Suitable for use in FTP and UTP cabling

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>Female to Female</th>
<th>Female to Male</th>
<th>1</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS2041707</td>
<td>Couplers (Female to Female)</td>
<td>£1.10</td>
<td>£0.96</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS1351407</td>
<td>Fully Crossed</td>
<td>£0.80</td>
<td>£0.62</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CS3279007</td>
<td>Cat 6</td>
<td>£1.14</td>
<td>£0.97</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Cat6 UTP RJ45 Euro Module
- Suitable for Gigabit Ethernet applications
- Interchangeable with all other Euro modules
- Shallow design requires only 10mm backbox depth
- UL94 VO Grade flame retardancy (at 1.5mm)
- 4 Way industry standard IDC blocks

<table>
<thead>
<tr>
<th>Description</th>
<th>1</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Euro Module</td>
<td>£1.60</td>
<td>£1.41</td>
</tr>
</tbody>
</table>

### Cat5e Compact UTP Euro Module
- Interchangeable with all other Euro modules
- Shallow design requires only 15mm backbox depth
- UL94 VO Grade flame retardancy (at 1.5mm)
- 4 Way industry standard IDC blocks
- Conforms to ANSI/TIA-568-C Enhanced Category 5 specification

<table>
<thead>
<tr>
<th>Description</th>
<th>1</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Euro Module</td>
<td>£0.79</td>
<td>£0.73</td>
</tr>
</tbody>
</table>
COM M ZBO X
Weatherproof Communications Enclosures
• Durable weatherproof housing designed to allow data or voice cabling to be used in external locations
• IP65 Rated enclosure and cable gland
• Lid with snap shut action and padlock facility
• Dimensions (HxWxD): 83x101x152mm (closed)

Modular Clip-in Euromod AV System
• Clip in module design allows for various connector combinations to suit your own setup
• Socket to socket connections or pigtail cables that don’t require any soldering

Steel AV Wallplates
• Stainless steel multimedia wallplates

Brush Plates
• For use wherever cables pass through walls to keep the outlet looking tidy
• Mounts onto wall or UK back box (not supplied)

4K UHD HDMI Splitters
• Easily distribute a 4K UHD HDMI source to multiple HDMI displays simultaneously
• Supports resolutions up to 4K @25/30Hz

4K UHD HDMI Switchers
• Provides reliable switching between multiple high definition HDMI video sources
• Intuitive operation via IR remote & switching button
• Supports resolutions up to 4K @25/30Hz

Audio Backboxes
• Made from tough ABS, much less brittle than traditional electrical backboxes
• Selection of mounting holes
• Knockouts on all sides as well as the base, tailored for better bend radius for Telecom/Data cable
• Single boxes are 86x86mm, double boxes are 146x86mm
• Internal depth is 3mm less than depth shown in price table i.e. 32mm = 29mm

For VAT inclusive prices visit cpc.co.uk

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Single (Black)</th>
<th>Single (White)</th>
<th>Double (Black)</th>
<th>Double (White)</th>
</tr>
</thead>
<tbody>
<tr>
<td>CS2838207</td>
<td>COMMZBOX</td>
<td>£10.35</td>
<td>£10.35</td>
<td>£10.35</td>
<td>£10.35</td>
</tr>
<tr>
<td>CS3244107</td>
<td>2x LC Fibre Sockets</td>
<td>£18.92</td>
<td>£17.98</td>
<td>£18.92</td>
<td>£17.98</td>
</tr>
<tr>
<td>CS2838207</td>
<td>2x LC Fibre Sockets</td>
<td>£10.35</td>
<td>£9.72</td>
<td>£10.35</td>
<td>£9.72</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
<table>
<thead>
<tr>
<th>Product</th>
<th>Description</th>
<th>Code</th>
<th>Price</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Wireless Earphones</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Ear Shots True</strong></td>
<td>Lightweight stereo headphones, ideal for use with a music system or portable music device and available in a variety of colours.</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Connector Type 3.5mm Stereo Jack Plug</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Lead Length 1.2m</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Headphones</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Deluxe Hi-Fi</strong></td>
<td>Lightweight stereo headphones, ideal for use with a music system or portable music device and available in a variety of colours.</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Connector Type 3.5mm Stereo Jack Plug</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Lead Length 1.5m</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Digital Stereo Headphones</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Connector Type 3.5mm Stereo Jack Plug</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Lead Length 2.7m</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Bluetooth Wired Headphones</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Model: PSG3064</strong></td>
<td>Built-in microphone and integrated FM Radio and MicroSD slot for direct music playback.</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• 3.5mm Aux connection for wired use (audio cable included)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Rechargeable battery with up to 8 hours battery life</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Foldable Stereo Headphones</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Connector Type 3.5mm Stereo Jack Plug</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Lead Length 1.5m</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Satin Finish Bluetooth Headphones with Dynamic Bass</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Up to 10m wireless connection</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Rechargeable battery gives up to 10 hours life</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• 40mm drivers</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Earcup controls for track selection, volume and hands-free</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>• Removable 3.5mm audio cable for wired use</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
LCD/TFT Screen Wall Mount

Model: BT7510
- Mounts the screen only 12mm from the wall
- Designed for both 75 and 100mm VESA fixings
- Suitable for screens up to 20kg
- Max screen size 28"

£7.48 1+ £6.72 5+
code ST0141407 PM_439850

Multi Position TV Wall Mount - Up to 39"

Model: AL240Q
- VESA compatibility: 75x75mm to 200x200mm
- Offers tool-free adjustments
- Tilt: 14° down
- Distance from wall: 56-276mm
- Maximum screen weight: 20kg

£8.75 1+ £10.81 5+
code ST0400107 PM_61255315

Tilt & Swivel TV Mounting Bracket - 10”-27”

- Mounts your TV up to 120mm from the wall
- Fits VESA size 100x100
- Tilt: ±5° to ±15°
- Swivel: ±180°
- Supports screens from 10” to 27”
- Maximum load: 15kg

£9.42 1+ £7.98 5+
code ST0389107 PM_718139

Pivoting LCD Mount 13” - 26”

- VESA 75 and 100 compatible
- 0.3m arm length
- Three tension pivot points
- 180° Tilt, turn & swing
- 360° Rotation
- Maximum screen weight: 10kg

£14.85 1+ £12.98 5+
code ST0178407 PM_540173

LCD Wall Mounts 13” – 27”

Model: PSG03389
- Long reach dual arm design
- VESA 75 & 100 compatible
- 180° Swivel & 45° tilt
- GS/TUV Approvals
- Supplied with an assortment of popular fixings
- Max screen weight: 15kg
- TV to Wall: Min 50mm, Max 372mm

£9.50 1+ £7.95 5+
code ST0190507 PM_550680

Multi Position TV Wall Mount - Up to 39”

Model: AL240
- VESA compatibility: 75x75mm to 200x200mm
- Tilt: 14° down
- Distance from wall: 59-400mm
- Maximum screen weight: 20kg

£10.06 1+ £9.02 5+
code ST0400007 PM_61255314

Double Arm TV Mount - 23” to 42”

Model: PS-DATS23428
- VESA compatibility: 100x100mm to 200x200mm
- Built in ±5° level adjustment for perfect positioning
- Mounts TV 52-392mm from wall
- Tilt: 5° (up); 8° (down)
- Swivel: ±180°
- Maximum weight: 30kg

£10.50 1+ £8.95 5+
code ST042807 PM_64480289

360° Digital Signage TV Wall Mount

Model: LP12-46F
- 360° Rotation
- Integrated bubble level
- VESA: 200x200 to 600x400
- Distance from wall: 51mm
- Maximum screen weight: 50kg

£18.50 1+ £15.24 5+
code ST04252466

Full Motion TV Wall Mount - 23” to 55”

Model: PS-FM5A1443
- VESA compatibility: 100x100mm to 400x400
- Tilt: 5° (up); 8° (down)
- Swivel: ±90°
- Level adjustment: ±5°
- Distance from wall: 58-612mm
- Maximum screen weight: 35kg

£14.95 1+ £12.75 5+
code ST0403907 PM_61289576

Single Arm TV Mount - 23” to 55”

Model: PS-TSSA2355B
- VESA compatibility: 75x75mm to 400x400mm
- Mounts TV 88-201mm from wall
- Tilt: ±20°
- Swivel: ±45°
- Maximum screen weight: 30kg

£7.50 1+ £5.95 5+
code ST0412507 PM_61480226

Dual Pivot Tilt & Swivel TV Mounting Bracket - 26”-55”

- Mounts your TV up to 413mm from the wall
- Integrated spirit level for level installation
- Mounting hardware included
- Fits VESA size 400x400
- Tilt: ±5° to ±15°
- Swivel: ±180°
- Maximum load: 45kg

£21.30 1+ £19.98 5+
code ST0390107 PM_718154

Tilt & Swivel Pedestal TV Stand

PS-SAT3247
- Black glass base
- Tilt: 5° (up); 10° (down)
- Swivel: ±45°
- Load capacity: 40kg
- Fits 32” to 47” flat screens
- VESA compatibility up to 400x400mm
- Base (WxD): 400x280mm
- Stand (LxW): 480x280mm
- Height: 496mm
- 567mm or 637mm

£20.11 1+ £19.06 5+
code ST0403407 PM_61279932

Flat Screen TV Trolley Stand - 32” to 60” Screens

Without MDB Base
- Supports VESA patterns up to 660x400mm
- Study base with four heavy duty castors
- Front locking castors
- Height adjustable: Up to 1765mm
- Shelf dimensions: 475x375mm
- Base dimensions: 95x660mm

£66.66 1+ £56.45 5+
code ST0414207 PM_61623723

For VAT inclusive prices visit cpc.co.uk
# AUDIO VISUAL

## Fixed TV Wall Mount – Up to 25"

**Model: AL100**  
- VESA compatibility: 50x50mm to 100x100mm  
- Distance from wall: 15mm  
- Maximum screen weight: 15kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£3.60</td>
<td>£2.78</td>
</tr>
</tbody>
</table>

**Fixed TV Wall Mount – 26" to 55"**

**Model: AL400**  
- VESA compatibility: 50x50mm to 400x400mm  
- Distance from wall: 23mm  
- Maximum screen weight: 40kg

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£5.65</td>
<td>£4.98</td>
</tr>
</tbody>
</table>

**Fixed TV Wall Mount – 37" to 80"**

**Model: AL600**  
- VESA compatibility: 100x100mm to 600x400mm  
- Distance from wall: 23mm  
- Maximum screen weight: 60kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£9.05</td>
<td>£6.80</td>
</tr>
</tbody>
</table>

## Fixed TV Wall Mount – Up to 39"

**Model: AL200Q**  
- VESA compatibility: 75x75mm to 200x200mm  
- Distance from wall: 20mm  
- Maximum screen weight: 20kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£5.31</td>
<td>£4.27</td>
</tr>
</tbody>
</table>

**Fixed TV Wall Mount – Up to 39"**

**Model: AL110**  
- Fits flat panel screens up to 25"  
- VESA compatibility: 75x75mm to 100x100mm  
- Tilt: 14° down  
- Distance from wall: 28mm  
- Maximum screen weight: 15kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£4.85</td>
<td>£2.98</td>
</tr>
</tbody>
</table>

## Tilting TV Wall Mount – Up to 25"

**Model: AL210Q**  
- Fits flat panel screens up to 39"  
- VESA compatibility: 75x75mm to 200x200mm  
- Allows better viewing angles to reduce glare  
- Tilt: 10° down  
- Easy to install design  
- Distance from wall: 36mm  
- Maximum screen weight: 20kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£6.71</td>
<td>£4.75</td>
</tr>
</tbody>
</table>

## Tilting TV Wall Mount – 26" to 55"

**Model: AL440**  
- VESA compatibility: 50x50mm to 400x400mm  
- Ideal for corner positioning  
- Offers tool-free adjustments  
- Easy to install design  
- Tilt: 15.5° down  
- Distance from wall: 80-476mm  
- Maximum screen weight: 40kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£24.15</td>
<td>£19.50</td>
</tr>
</tbody>
</table>

## Tilting TV Wall Mount – 37" to 80"

**Model: AL610**  
- Fits flat panel screens from 37" to 80"  
- VESA compatibility: 100x100mm to 600x400mm  
- Tilt: 15.5° down  
- Easy to install design  
- Distance from wall: 76.7mm  
- Maximum screen weight: 60kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£11.72</td>
<td>£8.14</td>
</tr>
</tbody>
</table>

## Tilting TV Wall Mount – Up to 39"

**Model: AL210**  
- Fits flat panel screens from 37" to 80"  
- VESA compatibility: 100x100mm to 600x400mm  
- Distance from wall: 23mm  
- Maximum screen weight: 60kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£6.17</td>
<td>£4.75</td>
</tr>
</tbody>
</table>

## Multi Position TV Wall Mount – Up to 25"

**Model: AL140**  
- VESA compatibility: 75x75mm to 100x100mm  
- Distance from wall: 53-274mm  
- Maximum screen weight: 15kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£8.55</td>
<td>£5.98</td>
</tr>
</tbody>
</table>

## Multi Position TV Wall Mount – 26" to 55"

**Model: AL440**  
- VESA compatibility: 50x50mm to 400x400mm  
- Ideal for corner positioning  
- Offers tool-free adjustments  
- Easy to install design  
- Tilt: 15.5° down  
- Distance from wall: 80-476mm  
- Maximum screen weight: 40kg

<table>
<thead>
<tr>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£24.15</td>
<td>£19.50</td>
</tr>
</tbody>
</table>

*All prices exclude VAT*
For VAT inclusive prices visit cpc.co.uk
OFFICE & STATIONERY

A4 White Copier Paper
- Quality 75gsm paper
- Supplied in reams of 500 sheets
- Suitable for laser and inkjet printers
- Made from 100% planted and renewable forests

<table>
<thead>
<tr>
<th></th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Code</td>
<td>OE0734707</td>
<td>PM_61672470</td>
</tr>
<tr>
<td>Price</td>
<td>£2.98</td>
<td>£2.85</td>
</tr>
</tbody>
</table>

Bubble Wrap
- Designed to cushion and protect fragile, delicate articles from shock and vibration when in transit
- Barrier sealed Air Cap bubbles ensure ultimate cushioning performance

<table>
<thead>
<tr>
<th></th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Code</td>
<td>OE0758207</td>
<td>PM_62306833</td>
</tr>
<tr>
<td>Width</td>
<td>3m x 50cm</td>
<td>£1.08</td>
</tr>
<tr>
<td></td>
<td>5m x 50cm</td>
<td>£1.08</td>
</tr>
</tbody>
</table>

Finepoint Felt Tip Pens
- 0.4mm Fine tip and a triangle shape barrel, making it easier to write, draw or colour
- Supplied in a solid plastic case to protect the pens
- Available in black, blue or assorted colours

<table>
<thead>
<tr>
<th></th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Colour</td>
<td>OE0761007</td>
<td>Blue</td>
</tr>
<tr>
<td></td>
<td>OE0761207</td>
<td>Blue</td>
</tr>
<tr>
<td></td>
<td>OE0761307</td>
<td>Assorted</td>
</tr>
</tbody>
</table>

Clear Adhesive Tape (4 Rolls)
A value pack, consisting of 4 rolls of clear adhesive tape.
- 25mm x 50m (75mm Ø core)

<table>
<thead>
<tr>
<th></th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Code</td>
<td>OE0517407</td>
<td>PM_276536</td>
</tr>
<tr>
<td>Price</td>
<td>£1.62</td>
<td>£1.31</td>
</tr>
</tbody>
</table>

SALES COUNTER
OPEN 7 DAYS A WEEK
2192Y 2-Core Mains Cable

- Conforms to BS6500, <HAR> and RoHS standards
- Plain Annealed Copper conductors
- Voltage classification: 300/300V

**Technical Data**

<table>
<thead>
<tr>
<th>Conductor CSA</th>
<th>Outside Dia.</th>
<th>Current</th>
<th>Max DC Res.</th>
</tr>
</thead>
<tbody>
<tr>
<td>2-Core</td>
<td>6.1mm²</td>
<td>10A</td>
<td>19.5Ω/km</td>
</tr>
<tr>
<td>1.5mm²</td>
<td>15A</td>
<td>13.3Ω/km</td>
<td></td>
</tr>
<tr>
<td>3-Core</td>
<td>6.8mm²</td>
<td>10A</td>
<td>19.5Ω/km</td>
</tr>
<tr>
<td>1.5mm²</td>
<td>15A</td>
<td>13.3Ω/km</td>
<td></td>
</tr>
</tbody>
</table>

**Dimensions**

- Length: 100m
- Inner conductor: 0.5x0.49mm² (CCA)
- Insulation: PVC
- Wall thickness: Approximately 0.8mm
- Size: Ø2.2x4.4±0.2mm

**Material**

- PVC insulation
- Plain annealed copper conductors

**Order Code**

- CB1144207 50m 2.5mm² £27.48
- CB1144307 50m 2.5mm² £27.48
- CB1144407 50m 2.5mm² £27.48
- CB1144507 50m 2.5mm² £27.48
- CB1144607 50m 2.5mm² £27.48
- CB1144707 50m 2.5mm² £27.48
- CB1144807 50m 2.5mm² £27.48
- CB1144907 50m 2.5mm² £27.48

**Additional Information**

- Low current, figure of 8 bell wire with solid CCA conductor
- Ideal for indoor use
- Insulation: PVC
- Size: Ø2.2x4.4±0.2mm
- Wall thickness: 0.8mm
- Conductor resistance: ≤140Ω/km
- Testing voltage: 50Hz
- Permissible temperature: -15°C to 75°C

**Price**

- £4.45
- £3.90

Screened Alarm Cable - Type 3

- 4-8 Core, general purpose signal and alarm cables
- Ideal for use in alarm installations where low Voltages are used
- Copper clad aluminium conductors
- Aluminium foil screen
- Length: 100m

**Technical Data**

<table>
<thead>
<tr>
<th>No. of Cores</th>
<th>Core Make-Up</th>
<th>Outside Dia.</th>
<th>Core</th>
<th>Wall Thickness</th>
<th>Outer Diameter</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+ 5+</td>
<td>PVC</td>
<td>1.0mm²</td>
<td>0.5mm²</td>
<td>1.78mm</td>
<td>9.6x19.5mm</td>
</tr>
<tr>
<td>1+</td>
<td>Aluminum</td>
<td>1.0mm²</td>
<td>0.5mm²</td>
<td>1.78mm</td>
<td>9.6x19.5mm</td>
</tr>
<tr>
<td>1+</td>
<td>PVC</td>
<td>1.0mm²</td>
<td>0.5mm²</td>
<td>1.78mm</td>
<td>9.6x19.5mm</td>
</tr>
</tbody>
</table>

**Price**

- £4.45
- £3.90

ORDER ONLINE CPC.CO.UK

For VAT inclusive prices visit cpc.co.uk
CABLES, CONNECTORS & FUSES

Coiled Mains Flex
- 3 Core, coiled mains flex (blue, brown and green/yellow)
- PVC insulated, available in three current ratings

H07RN-F Type Rubber Cables
- Manufactured to DIN VDE0282-4
- HD22 A, VDE 0472
- Operating temperature range: -20°C to 60°C
- Voltage: 450V/750V
- Test Voltage: 2500V

Cable 4 Pair - 50m
- Copper clad aluminium conductors
- Braid: 46/0.10mm OFC
- Spiral braid, Aluminium foil + cotton yarn
- OFC conductors

High Performance Cable 100m
- Spiral braid, Aluminium foil + cotton yarn
- Braid: 46/0.10mm OFC
- OFC conductors

High Quality Microphone Cable - 100m (LSF)
- OFC conductors
- Spiral braid, Aluminium foil + cotton yarn
- Braid: 46/0.10mm OFC

Figure-8 Car Audio Cable
- Plain copper conductors

Figure-8 Speaker Cable
- 0.2mm Copper coated aluminium conductors

High Quality Microphone Cable - 100m
- OFC conductors
- Spiral braid, Aluminium foil + cotton yarn
- Braid: 46/0.10mm OFC

Balanced Multicore Cable 4 Pair - 50m
- Balanced multicore cable ideal for use in studio, stage and general A/V applications
- Ultra flexible
- Aluminium Foil Screen
- PE Insulation
- OFC conductors
- Numbered Pairs

Balanced Multicore Cable 8 Pair - 50m
- Aluminium Foil Screen
- PE Insulation
- OFC conductors
- Numbered Pairs

High Performance Speaker Cable - 100m
- OFC conductors
- Spiral braid, Aluminium foil + cotton yarn
- Braid: 46/0.10mm OFC
**CABLE, CONNECTORS & FUSES**

### Tri-Rated Switchgear Wire - 100m
- Maximum Operating Temperature: 105°C
- Cond. Dia.: 0.9mm
- Ave. Ins. Thickness: 0.8mm
- Electric Resis. @ 20°C: 39Ω/km

<table>
<thead>
<tr>
<th>Size</th>
<th>AWG</th>
<th>Ext. Dia.</th>
<th>Current @ 45°C</th>
<th>Colour</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.5mm</td>
<td>22</td>
<td>0.6mm</td>
<td>11A</td>
<td>Black</td>
<td>CB1511007</td>
</tr>
<tr>
<td>0.75mm</td>
<td>20</td>
<td>2.8mm</td>
<td>14A</td>
<td>Blue</td>
<td>CB1511007</td>
</tr>
<tr>
<td>1.00mm</td>
<td>18</td>
<td>3.9mm</td>
<td>17A</td>
<td>Green</td>
<td>CB1511007</td>
</tr>
<tr>
<td>1.50mm</td>
<td>16</td>
<td>3.2mm</td>
<td>21A</td>
<td>Grey</td>
<td>CB1511007</td>
</tr>
<tr>
<td>2.50mm</td>
<td>14</td>
<td>3.2mm</td>
<td>2A</td>
<td>Red</td>
<td>CB1511007</td>
</tr>
<tr>
<td>4.00mm</td>
<td>12</td>
<td>4.2mm</td>
<td>40A</td>
<td>Yellow</td>
<td>CB1511007</td>
</tr>
<tr>
<td>6.00mm</td>
<td>10</td>
<td>4.8mm</td>
<td>55A</td>
<td>White</td>
<td>CB1511007</td>
</tr>
<tr>
<td>10.0mm</td>
<td>8</td>
<td>6.3mm</td>
<td>75A</td>
<td>Green, Yellow</td>
<td>CB1511007</td>
</tr>
<tr>
<td>16.0mm</td>
<td>6</td>
<td>8.0mm</td>
<td>100A</td>
<td>Black</td>
<td>CB1511007</td>
</tr>
</tbody>
</table>

### Double Shielded Balanced Professional Microphone Cable - 100m
- Low noise transmission
- Twisted conductors
- OFC conductors and braid
- Copper braid + PE shield
- Super flexible
- Spiral bare copper braid + tissue
- 20/0.12mm Conductors, 6.5mm O/D

- **£49.98**
- **£46.80**

**code CB1330807 PIM_530043**

### Screened 2-Core Audio Connection Cable - 100m
- The cable is constructed using 99.999% OFC conductors that are twisted and an OFC screen, thus enabling signal distortion, resistance and interference to be kept to a minimum.

- **£11.98**
- **£10.84**

**code CBR4R17807 PIM_254400**

### 4-Core Individually Screened Audio Cable
- **£22.75**
- **£21.20**

**code CBR4R41607 PIM_254430**

### 7/0.20mm Equipment Wire
- **£2.45**
- **£2.44**

**code CB1955407 PIM_61343915**

---

For VAT inclusive prices visit cpc.co.uk
CABLE, CONNECTORS & FUSES

7/0.2mm Type 2 Equipment Wire

These equipment cables are used for general internal wiring of electronic equipment, control systems, security and a variety of industrial applications.

- Flexible, PVC insulated wire in various colours
- Tinned, annealed, copper conductors
- Supplied in various lengths

<table>
<thead>
<tr>
<th>Color</th>
<th>10m</th>
<th>500m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>Blue</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>Green</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>Grey</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>Orange</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>Pink</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>Red</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>White</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
<tr>
<td>Yellow</td>
<td>£0.85</td>
<td>£0.70</td>
</tr>
</tbody>
</table>

Equipment Wire - 10m

- Tinned, annealed, copper conductors
- Voltage rating: 41V
- Min. insulation resistance: 50MΩ/km @ 20°C
- Rated conductor temperature: 85°C

<table>
<thead>
<tr>
<th>Color</th>
<th>10m</th>
<th>50m</th>
<th>500m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£0.25</td>
<td>£0.22</td>
<td>£0.22</td>
</tr>
<tr>
<td>Green</td>
<td>£0.25</td>
<td>£0.22</td>
<td>£0.22</td>
</tr>
<tr>
<td>Red</td>
<td>£0.25</td>
<td>£0.22</td>
<td>£0.22</td>
</tr>
</tbody>
</table>

24 x 0.2mm

<table>
<thead>
<tr>
<th>Color</th>
<th>10m</th>
<th>50m</th>
<th>500m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Blue</td>
<td>£0.58</td>
<td>£0.48</td>
<td>£0.48</td>
</tr>
<tr>
<td>Green</td>
<td>£0.58</td>
<td>£0.48</td>
<td>£0.48</td>
</tr>
<tr>
<td>White</td>
<td>£0.58</td>
<td>£0.48</td>
<td>£0.48</td>
</tr>
</tbody>
</table>

16/0.2mm Equipment Wire

- Tinned, annealed, copper conductors

<table>
<thead>
<tr>
<th>Color</th>
<th>10m</th>
<th>500m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£1.25</td>
<td>£1.15</td>
</tr>
<tr>
<td>Blue</td>
<td>£1.25</td>
<td>£1.15</td>
</tr>
<tr>
<td>Green</td>
<td>£1.25</td>
<td>£1.15</td>
</tr>
<tr>
<td>Yellow</td>
<td>£1.25</td>
<td>£1.15</td>
</tr>
</tbody>
</table>

100m Twin RG6U Coax Cable

- Copper clad steel inner Ø: 1.0mm
- Aluminium/PET shield, 100% coverage
- Aluminium wire coverage 38%, Ø 0.12mm

<table>
<thead>
<tr>
<th>Impedance</th>
<th>Nominal Capacitance</th>
<th>Screening Efficiency</th>
<th>Return Loss</th>
<th>Nominal Cable Dia.</th>
<th>Attenuation</th>
</tr>
</thead>
<tbody>
<tr>
<td>53pf/m</td>
<td>900-2150MHz</td>
<td>20</td>
<td>750</td>
<td>862-2150MHz</td>
<td>85</td>
</tr>
<tr>
<td>5.7 - 70MHz</td>
<td>dB &gt; 20</td>
<td></td>
<td>50</td>
<td>600MHz - dB &gt; 20</td>
<td>123</td>
</tr>
<tr>
<td>700</td>
<td></td>
<td></td>
<td>7.1</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Semi Air Spaced

<table>
<thead>
<tr>
<th>Color</th>
<th>10m</th>
<th>50m</th>
<th>500m</th>
</tr>
</thead>
<tbody>
<tr>
<td>Black</td>
<td>£24.00</td>
<td>£22.00</td>
<td>£21.00</td>
</tr>
<tr>
<td>White</td>
<td>£24.00</td>
<td>£22.00</td>
<td>£21.00</td>
</tr>
<tr>
<td>Black</td>
<td>£55.00</td>
<td>£53.00</td>
<td>£52.00</td>
</tr>
<tr>
<td>White</td>
<td>£21.25</td>
<td>£19.45</td>
<td>£18.65</td>
</tr>
</tbody>
</table>
Category 5E UTP

- Unshielded twisted pair (UTP) construction
- Suitable for up to 100Mbps

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Colour</th>
<th>Price (£)</th>
</tr>
</thead>
<tbody>
<tr>
<td>5</td>
<td>Grey</td>
<td>1.45</td>
</tr>
<tr>
<td>10</td>
<td>Grey</td>
<td>2.05</td>
</tr>
<tr>
<td>100</td>
<td>Grey</td>
<td>12.25</td>
</tr>
<tr>
<td>305</td>
<td>Red</td>
<td>40.85</td>
</tr>
<tr>
<td></td>
<td>Yellow</td>
<td>21.64</td>
</tr>
<tr>
<td></td>
<td>Grey</td>
<td>23.14</td>
</tr>
</tbody>
</table>

Test Lead Wire

- Leads used mainly as a flexible connection to or from test equipment
- Ideal for test lead applications
- Tin-coated copper conductors
- Highly flexible with black or red silicone rubber jacket
- Rated Voltage: 300/500V
- Length: 25m

Digital Coaxial Cable - CP100

- Foamed dielectric

<table>
<thead>
<tr>
<th>Component</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Conductor Resistance</td>
<td>≤110Ω/km @ 20°C</td>
</tr>
<tr>
<td>Sheath diameter</td>
<td>4.8mm nominal</td>
</tr>
<tr>
<td>Insulation diameter</td>
<td>0.87mm</td>
</tr>
<tr>
<td>Inner conductor diameter</td>
<td>0.48mm</td>
</tr>
<tr>
<td>Number of Conductors</td>
<td>8x</td>
</tr>
<tr>
<td>Type</td>
<td>Solid, plain, annealed copper</td>
</tr>
<tr>
<td>UL recognised</td>
<td>Yes</td>
</tr>
<tr>
<td>Impedance</td>
<td>50Ω</td>
</tr>
</tbody>
</table>

Category 5E FTP

- Foiled Twisted Pair (FTP) construction
- Suitable for up to 100Mbps

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Colour</th>
<th>Price (£)</th>
</tr>
</thead>
<tbody>
<tr>
<td>100</td>
<td>Red</td>
<td>20.85</td>
</tr>
<tr>
<td>305</td>
<td>Yellow</td>
<td>49.98</td>
</tr>
<tr>
<td></td>
<td>Green</td>
<td>49.98</td>
</tr>
</tbody>
</table>

Cat5e F/UTP LSZH Communications Cable - 305m

- Solid, plain, annealed copper conductors
- 8x insulated wires formed into 4x pairs cabled together
- Shielded with aluminium-polyester foil with a tinned copper drain wire
- Cable meets the specified performance for Cat5e F/UTP
- Supports all Class D applications as defined within ISO/IEC 11801 2nd Edition
- Insulation resistance (500V DC): ≥25,000MΩ/km
- Resistance (unbalanced): ≤3Ω/
- Propagation delay @ 4MHz: ≤552ns/100m
- External diameter: ≤6.25mm

<table>
<thead>
<tr>
<th>Frequency (MHz)</th>
<th>UTP Return Loss (dB)</th>
<th>F/UTP Return Loss (dB)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>3</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>5</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>10</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>20</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>40</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>80</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>160</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>320</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>640</td>
<td>1.9</td>
<td>2.0</td>
</tr>
<tr>
<td>1280</td>
<td>1.9</td>
<td>2.0</td>
</tr>
</tbody>
</table>

Category 5E UTP Outdoor

- Bare copper conductors
- Conforms to ISO/IEC 11801, ANSI/TIA/EIA-568A
- Suitable for up to 100Mbps

<table>
<thead>
<tr>
<th>Length (m)</th>
<th>Colour</th>
<th>Price (£)</th>
</tr>
</thead>
<tbody>
<tr>
<td>100</td>
<td>Grey</td>
<td>23.58</td>
</tr>
<tr>
<td>305</td>
<td>Grey</td>
<td>62.68</td>
</tr>
</tbody>
</table>
CABLE, CONNECTORS & FUSES

Outdoor CAT5E UTP
- CAT5E - 4 pair network cable
- Solid bare copper conductor
- Double jacket
- PE insulation
- Suitable for up to 100Mbps

All prices exclude VAT

<table>
<thead>
<tr>
<th>Code</th>
<th>Size</th>
<th>Description</th>
<th>Price Inc VAT</th>
<th>Price Exc VAT</th>
</tr>
</thead>
<tbody>
<tr>
<td>CB1477607</td>
<td>100m</td>
<td>CB1477607 100m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
<tr>
<td>CB1477607</td>
<td>50m</td>
<td>CB1477607 50m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
<tr>
<td>CB1477607</td>
<td>305m</td>
<td>CB1477607 305m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
</tbody>
</table>

Cat5e Cable CMX UL - 305m
- Quality Cat5e, 4-pair network cable
- Unshielded Twisted Pair (UTP)
- Conforms to ISO/IEC 11801, ANSI/TIA-568A
- Reference standard: UL444, UL1581

<table>
<thead>
<tr>
<th>Code</th>
<th>Size</th>
<th>Description</th>
<th>Price Inc VAT</th>
<th>Price Exc VAT</th>
</tr>
</thead>
<tbody>
<tr>
<td>CB1477607</td>
<td>100m</td>
<td>CB1477607 100m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
<tr>
<td>CB1477607</td>
<td>50m</td>
<td>CB1477607 50m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
<tr>
<td>CB1477607</td>
<td>305m</td>
<td>CB1477607 305m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
</tbody>
</table>

Networking Cable, UTP CCA Conductors
- CCA (Copper Clad Aluminium) conductors
- Available in indoor and outdoor versions
- Impedance: 100 ±15Ω

<table>
<thead>
<tr>
<th>Code</th>
<th>Size</th>
<th>Description</th>
<th>Price Inc VAT</th>
<th>Price Exc VAT</th>
</tr>
</thead>
<tbody>
<tr>
<td>CB1477607</td>
<td>100m</td>
<td>CB1477607 100m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
<tr>
<td>CB1477607</td>
<td>50m</td>
<td>CB1477607 50m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
<tr>
<td>CB1477607</td>
<td>305m</td>
<td>CB1477607 305m £30.85</td>
<td>£27.32</td>
<td>£21.94</td>
</tr>
</tbody>
</table>

Category 6 UTP Outdoor Cable
- Single bare copper conductor
- Insulation: HDPE
- Size of insulation: Ø1.030±0.05mm
- Wall thickness: 0.6mm
- Conductor resistance: 970 Ohm/km
- Insulation resistance: 5000M Ohm/km
- Testing voltage: Wire/ wire 50Hz 1MHz = 1.5KV

High Spec Cat6 UTP Outdoor Cable Solid 4 Pairs - 305m
- Jelly filled
- Suitable for outdoor use
- Single bare copper conductor
- Insulation: HDPE
- Size of insulation: Ø0.50±0.02mm
- PVC jacket
- Size of insulation: Ø0.6mm
- Wall thickness: 0.6mm
- Conductor resistance: 70 Ohm/km
- Insulation resistance: ≥ 5000MΩ/km
- Testing voltage: Wire/wire 50Hz 1MHz = 1.5KV

Cat5e Low Smoke, None Halogen - 305m
- Single bare copper conductor
- HDPE insulation
- Size of insulation: (Ø0.93±0.05mm
- Jacket material: Low Smoke, None Halogen
- Jacket size: Ø1.03±0.05mm
- Wall thickness: 0.6mm
- Conductor resistance: ≥86.0 Ohm/km
- Insulation resistance: ≥25,000 Ohm/km
- Test Voltage: Wire/wire 50Hz 1 MHz = 1.5KV
- Permissible temperature: -10°C to 60°C

Cat6 Low Smoke, None Halogen Network Cable - 305m
- Single bare copper conductor
- HDPE insulation
- Size of insulation: Ø1.03±0.05mm
- Jacket material: Low Smoke, None Halogen
- Jacket size: Ø1.03±0.05mm
- Wall thickness: 0.6mm
- Conductor resistance: ≥86.0 Ohm/km
- Insulation resistance: ≥25,000 Ohm/km
- Test Voltage: Wire/wire 50Hz 1 MHz = 1.5KV
- Permissible temperature: -10°C to 60°C
### Cat7 S/FTP Cable

- Single bare copper conductor: 80.57 ± 0.005mm
- Foamed PE insulation
- Size of insulation: 0.14 ± 0.005mm
- Shielded foiled twisted pair (S/FTP)
- Purple, LSOH jacket
- External diameter: 7.8mm
- Wall thickness: 0.6mm
- Conductor resistance: ≤7.00Ω/km
- 100m, White

### Technical Data

<table>
<thead>
<tr>
<th>Pair No.</th>
<th>'A' Wire</th>
<th>'B' Wire</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>White/Blue</td>
<td>White/White</td>
</tr>
<tr>
<td>2</td>
<td>White/Orange</td>
<td>Orange/White</td>
</tr>
<tr>
<td>3</td>
<td>White/Green</td>
<td>Green/White</td>
</tr>
<tr>
<td>4</td>
<td>White/Brown</td>
<td>Brown/White</td>
</tr>
<tr>
<td>5</td>
<td>White/Grey</td>
<td>Grey/White</td>
</tr>
<tr>
<td>6</td>
<td>Red/Blue</td>
<td>Blue/Red</td>
</tr>
</tbody>
</table>

**Physical Characteristics**
- Insulation resistance: ≥5,000Ω/km
- Conductor resistance: ≤70Ω/km
- Wall thickness: 0.6mm
- Unshielded twisted pair (UTP)
- Size of insulation: Ø1.02mm
- Single bare copper

**Cable Specifications**
- Insulation resistance: ≥5,000Ω/km
- Conductor resistance: ≤70Ω/km
- Wall thickness: 0.6mm
- External diameter: 7.8mm
- Shielded foiled twisted pair (S/FTP)
- Size of insulation: Ø1.45±0.05mm
- Foamed PE insulation
- Single bare copper

### Cat6 U/UTP

- Solid, plain, annealed copper conductors
- 8x insulated wires formed into 4x pairs cabled together
- Designed to support horizontal networking applications over channel distances up to 100m
- Cable meets the specified performance for Cat6 U/UTP
- Supports all Class E applications as defined within ISO/IEC 11801 2nd Edition
- Grey, PVC jacket
- Insulation resistance (500V DC): ≥5000Ω/km
- Resistance (unbalanced): ±2%
- Delay skew: 45ns/100m
- Propagation delay (nominal): 552ns/100m
- External diameter: 8.5mm
- Length: 305m

### Technical Data

<table>
<thead>
<tr>
<th>Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>1m</td>
</tr>
<tr>
<td>10m</td>
</tr>
<tr>
<td>50m</td>
</tr>
<tr>
<td>100m</td>
</tr>
</tbody>
</table>

### Figure-8 Speaker Cable - 100m

<table>
<thead>
<tr>
<th>Conductor</th>
<th>Colour 1+</th>
<th>Ømm</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 Core</td>
<td>White</td>
<td>6</td>
<td>£10.33</td>
</tr>
<tr>
<td>4 Core</td>
<td>White</td>
<td>7.5</td>
<td>£12.99</td>
</tr>
</tbody>
</table>

### LSHF Loudspeaker Cable - Pink

- Stranded plain annealed copper wire
- PE insulation
- Rip cord
- Low smoke halogen free (LSHF) jacket
- 2 or 4-Cores
- For connecting control equipment and instruments

### Telephone Cable - CW 1308

These cables are manufactured to BT specification CW1308 and are internal cables designed for the connection of telecom equipment.
- Solid, plain, annealed copper conductor to EN60228
- Multiple coloured coded pairs cabled together
- 10, 20 and 50 Twisted pairs include earth wire
- 2 - 50x Twisted pairs
- Multiple coloured coded pairs cabled together
- Solid, plain, annealed copper conductor to EN60228
- 8x Insulated wires formed into 4x pairs cabled together
- 2 or 4-Cores
- For connecting control equipment and instruments

### Cat5E Outdoor - 100m

- Copper conductors
- Suitable for up to 100Mbps

<table>
<thead>
<tr>
<th>Length</th>
<th>Colour 1+</th>
<th>Ømm</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 Core</td>
<td>White</td>
<td>6</td>
<td>£10.33</td>
</tr>
<tr>
<td>4 Core</td>
<td>White</td>
<td>7.5</td>
<td>£12.99</td>
</tr>
</tbody>
</table>

### Telephone Cable - CC5 Conductors

- Max. current per core: 0.25A
- Nom. conductor area: 0.20mm²
- Testing Voltage: 50Hz 1min = 800V
- Conductor resistance: ≤7.00Ω/km
- 100m, White

### Data Cable - 100m

- FCC 68 Telephone & Data Cable - Pink
- Nom. conductor area: 0.20mm²
- Solid, plain, annealed, 0.15mm copper conductors
- Min. Insulation Resistance: 50MΩ/km @ 20°C
- 10, 20 and 50 Twisted pairs include earth wire
- 2 - 50x Twisted pairs
- Multiple coloured coded pairs cabled together
- Solid, plain, annealed, copper conductor to EN60228
- 8x Insulated wires formed into 4x pairs cabled together
- 2 or 4-Cores
- Solid, plain, annealed copper conductor to EN60228
Speaker Cables

- 2 or 4 core speaker cables
- Primarily used in domestic sound systems
- Stranded plain, annealed copper conductors
- Unscreened, so should not be run in close proximity to mains cabling to avoid interference
- PE Insulation
- LSZH jacket in various colours

Cable, Connectors & Fuses

4:1 Adhesive-Lined Dual Wall Heatshrink Kit

- Irradiated polyolefin heatshrink tubing
- Approved to UL224, 125°C 600V VW-1
- 4:1 Adhesive-lined, dual wall tubing
- Contains 120x black sleeves
- Sizes range from 4.0mm to 16.0mm diameter

Kit Contents (No. x Dimensions (Unshrunk ØxL))

- 40x Ø:19.1mm, Length: 70mm
- 10x Ø:16.0mm, Length: 70mm
- 20x Ø:12.7mm, Length: 70mm
- 20x Ø:9.5mm, Length: 70mm
- 10x Ø:6.4mm, Length: 70mm

Technical Data

- Dielectric Strength 20kV/mm
- Temperature Range -55°C to +125°C
- Shrink Temperature 70°C

Price: £20.89

Code: CB1781207

2:1 Heatshrink Kit

- Thin wall, polyolefin heatshrink tubing kits
- 2:1 Heatshrink ratio with 2.4-38.1mm expanded inner diameters
- Approved flammability to UL224 and FMVSS 302
- Pack of 12x 250mm tubes in black, blue, red and yellow colours

Kit Contents (No. x Dimensions (Unshrunk ØxL))

- 10x Ø:16.0mm, Length: 70mm, Shrink Ratio: 4:1
- 20x Ø:9.5mm, Length: 70mm, Shrink Ratio: 2:1
- 20x Ø:6.4mm, Length: 45mm, Shrink Ratio: 2:1

Technical Data

- Dielectric Strength 14.8Mpa
- Temperature Range -55°C to +125°C
- Shrink Temperature 70°C

Price: £8.90

Code: CB1781507

3:1 Normal Wall Flame Retardant Heatshrink Tubing

- Shrink temperature: 70°C to 110°C
- Operating temperature: ±5°C to 125°C
- Material: Cross-linked, thermally stabilized flame retardant polyolefin
- UL/CSA recognised (E307734) UL224, VW-1, CUL CSA 22.2 OFF

Technical Data

- Tensile Strength
- Tensile Strength After Ageing
- Elongation
- Elongation After Ageing
- Dielectric Strength

Price: £8.32

Code: CB1781507

2:1 Heatshrink Kits 2.1

- Approved to MII1:23053/5 and UL224/CSA (E307734)
- Contains 180 heatshrink
- Diameters range from 3.2mm to 12.7mm

Technical Data

- Shrink Temperature 70°C

Price: £10.19

Code: CB1046807-2.1

2:1, 3:1 & 4:1 Heatshrink Kits

- Irradiated polyolefin heatshrink tubing
- Approved to UL224, 125°C 600V VW-1, CSA2.2
- 2:1 Normal wall tubing
- 3:1 & 4:1 Dual wall tubing
- Contains 140x black sleeves
- Sizes range from 3.2mm to 16.0mm diameter

Kit Contents

- 50x Unshrunk Ø:3.2mm, Length: 45mm, Shrink Ratio: 2:1
- 30x Unshrunk Ø:4.8mm, Length: 45mm, Shrink Ratio: 2:1
- 20x Unshrunk Ø:6.4mm, Length: 45mm, Shrink Ratio: 2:1
- 10x Unshrunk Ø:9.5mm, Length: 70mm, Shrink Ratio: 2:1
- 10x Unshrunk Ø:12.7mm, Length: 70mm, Shrink Ratio: 3:1
- 10x Unshrunk Ø:16.0mm, Length: 70mm, Shrink Ratio: 4:1

Technical Data

- Dielectric Strength 17kV/mm
- Elongation 460%
- Tensile Strength After Ageing 14.5Mpa
- Tensile Strength 14.8Mpa

Price: £15.33

Code: CB1781007

All prices exclude VAT
Coloured Cable Ties - 100 Pack

- Manufactured from Nylon 66
- They are resistant to petrol, oil, grease and alkalis
- Operating temperature: -40°C to +85°C

Standard Non-Releasable Cable Ties

- Flame retardant
- Cable ties with write on area (25x8mm)
- They are resistant to petrol, oil, grease and alkalis
- Manufactured from Nylon 6.6
- Minimum shrink temperature 70°C
- Operating temperature: -40°C to +85°C

For VAT inclusive prices visit cpc.co.uk

<table>
<thead>
<tr>
<th>Diameter</th>
<th>Length/Width</th>
<th>Qty</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>1x25m</td>
<td>200mm x 4.8mm</td>
<td>100</td>
<td>£0.93</td>
<td>£8.39</td>
</tr>
<tr>
<td>1x 10m</td>
<td>100mm x 2.5mm</td>
<td>1000</td>
<td>£0.72</td>
<td>£6.44</td>
</tr>
<tr>
<td>1m</td>
<td>20mm x 1.6mm</td>
<td>800</td>
<td>£0.89</td>
<td>£7.78</td>
</tr>
</tbody>
</table>

Polyester Expandable Braided sleeving

- Open weave construction allows for easy installation
- Durable abrasion resistance
- Flame retardant
- Melt point: 240°C
- Operating temperature: -50°C to +150°C

Heathshrink sleeving 2:1 shrunk ratio

- Manufactured from modified radiation cross linked Polyolefin
- Operating temperature: 0°C to +125°C
- Minimum shrunk temperature 70°C

For VAT inclusive prices visit cpc.co.uk
CABLE, CONNECTORS & FUSES

Heat Shrink End Caps - 3:1
• Used to seal cable ends during installation or to protect cable ends against oxidation, ozone, UV, etc.
• Coated with hot-melt adhesive to ensure reliable seal of cable ends.
• Continuous operation temperature: 45°C to 200°C.
• Shrink temperature: start at 110°C, and fully recovered at 130°C.

Weather Resistant Cable Ties - 100 Pack
High quality, durable cable ties that are specifically manufactured for use in outdoor environments.
- Suitable for 1.0/1.5mm wires and 400 clips, 400 suitable for 2.5mm thickness.
- Clips boast thick steel construction.
- Made from high-grade tough polyethylene.

Releasable & Reusable Cable Ties
- Packs of 10 and a mixed pack of 40.
- Mixed pack contains 5x each colour in 135mm and 210mm sizes.

Releasable & Reusable Cable Ties - 100 Pack
- Made from high-grade tough polyethylene.
- Clips boast thick steel construction.
- Suitable for 1.0/1.5mm wires and 400 clips, 400 suitable for 2.5mm thickness.

Flat Cable Clips - 100 Pack
- Thick steel nail prevents snapping.
- Clips boast good self-grip design.
- Made from high grade tough polyethylene.

Cable Tie Bases
- Natural Dimensions (WxHxD)
  - CBRR091207 19x4x19mm £0.26 £0.22
  - CBRR091407 26x5x28mm £0.39 £0.34

Releasable & Reusable Cable Grommets
- Assorted, 280-piece kits consisting of various types of open or closed cable grommets.
- Supplied in a clear, compact case.
- Assorted, 280-piece kits consisting of various types of open or closed cable grommets.
- Supplied in a clear, compact case.

Flat Grey Cable Clips
- Suitable for use with flat twin and earth cable of 1.0mm, 1.5mm and 2.5mm thickness.
- For internal and external use.
- Supplied with 800 clips, 400 suitable for 1.0/1.5mm wires and 400 suitable for 2.5mm wires.

Rollerball Stainless Steel Cable Ties
- Suitable for use with flat twin and earth cable of 1.0mm, 1.5mm and 2.5mm thickness.
- For internal and external use.
- Supplied with 800 clips, 400 suitable for 1.0/1.5mm wires and 400 suitable for 2.5mm wires.

Cable Grommet Kits
- Assorted, 280-piece kits consisting of various types of open or closed cable grommets.
- Supplied in a clear, compact case.

All prices exclude VAT
### Cable Grommets

<table>
<thead>
<tr>
<th>Type</th>
<th>Description</th>
<th>Diameter</th>
<th>Dimensions</th>
<th>Length</th>
<th>Material</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>Round</td>
<td>Protects cable from chafing. Open or closed versions</td>
<td>25mm</td>
<td>60mm</td>
<td>100m</td>
<td>PE, Polyethylene</td>
<td>High impact</td>
</tr>
<tr>
<td>Flat</td>
<td>Tough PE clip, High impact nail</td>
<td>16mm</td>
<td>6mm</td>
<td>1000m</td>
<td>PE</td>
<td>Open or closed versions</td>
</tr>
</tbody>
</table>

### Cable Tidy with Tool

Cables are easily installed using a special plastic tool, which enables the split harness wrap to be quickly, and easily wrapped around the cables.

- Manufactured from polypropylene
- Supplied complete with wrapping tool

### Spiral Wrap

Black coloured, polyethylene spiral wrapping for bundling cables in wiring looms etc.

<table>
<thead>
<tr>
<th>Diameter</th>
<th>Wrap Range</th>
<th>10m</th>
<th>25m</th>
</tr>
</thead>
<tbody>
<tr>
<td>2mm</td>
<td>2.5m</td>
<td>£0.68</td>
<td>£0.90</td>
</tr>
<tr>
<td>3mm</td>
<td>3.5m</td>
<td>£0.74</td>
<td>£1.05</td>
</tr>
<tr>
<td>4mm</td>
<td>4.5m</td>
<td>£0.84</td>
<td>£1.20</td>
</tr>
<tr>
<td>5mm</td>
<td>5.5m</td>
<td>£0.94</td>
<td>£1.35</td>
</tr>
<tr>
<td>6mm</td>
<td>6.5m</td>
<td>£1.04</td>
<td>£1.50</td>
</tr>
<tr>
<td>7mm</td>
<td>7.5m</td>
<td>£1.16</td>
<td>£1.65</td>
</tr>
<tr>
<td>8mm</td>
<td>8.5m</td>
<td>£1.28</td>
<td>£1.80</td>
</tr>
<tr>
<td>9mm</td>
<td>9.5m</td>
<td>£1.40</td>
<td>£2.00</td>
</tr>
</tbody>
</table>

### Rubber-Lined Cable P-Cips

- Ideal for securing cables and wires
- Rubber lining protects cable and wire from damage
- Supplied in packs of 25 (stainless steel) or packs of 50 ( zinc-plated) clips

<table>
<thead>
<tr>
<th>Diameter</th>
<th>Size</th>
<th>10m</th>
<th>25m</th>
</tr>
</thead>
<tbody>
<tr>
<td>3mm</td>
<td>12.5mm</td>
<td>£0.74</td>
<td>£1.05</td>
</tr>
<tr>
<td>4mm</td>
<td>15mm</td>
<td>£0.84</td>
<td>£1.20</td>
</tr>
<tr>
<td>5mm</td>
<td>17.5mm</td>
<td>£0.94</td>
<td>£1.35</td>
</tr>
<tr>
<td>6mm</td>
<td>20mm</td>
<td>£1.04</td>
<td>£1.50</td>
</tr>
<tr>
<td>7mm</td>
<td>22.5mm</td>
<td>£1.16</td>
<td>£1.65</td>
</tr>
<tr>
<td>8mm</td>
<td>25mm</td>
<td>£1.28</td>
<td>£1.80</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
CABLE, CONNECTORS & FUSES

IP68 Nylon Cable Glands with Strain Relief
- Supplied complete with locknut
- Locking Nuts available

<table>
<thead>
<tr>
<th>Connector</th>
<th>Size</th>
<th>Description</th>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>M20</td>
<td>PG-07 12.5mm</td>
<td>100 pieces</td>
<td>£2.50</td>
<td></td>
</tr>
<tr>
<td>M20</td>
<td>PG-09 15.2mm</td>
<td>100 pieces</td>
<td>£2.50</td>
<td></td>
</tr>
<tr>
<td>M20</td>
<td>PG-11 16.5mm</td>
<td>100 pieces</td>
<td>£2.50</td>
<td></td>
</tr>
<tr>
<td>M20</td>
<td>PG-13.5 20.4mm</td>
<td>100 pieces</td>
<td>£2.50</td>
<td></td>
</tr>
<tr>
<td>M20</td>
<td>PG-16 22.5mm</td>
<td>100 pieces</td>
<td>£2.50</td>
<td></td>
</tr>
</tbody>
</table>

Spiral Cable Wrap
- Polyethylene spiral wrapping for bundling cables in wiring looms etc.
- Protects, insulates and keeps cable bundles looking neat and tidy
- Inside/outside diameter: 1.5/3mm
- Wrap range: 1.5-10mm
- Length: 50m

<table>
<thead>
<tr>
<th>Code</th>
<th>Diameter</th>
<th>Wrap Range (mm)</th>
<th>Length (m)</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>CBBR794007</td>
<td>12.5</td>
<td>3-6.5</td>
<td>50</td>
<td>£2.65</td>
</tr>
<tr>
<td>CBBR794007</td>
<td>15.2</td>
<td>4-8</td>
<td>50</td>
<td>£2.65</td>
</tr>
<tr>
<td>CBBR794007</td>
<td>16.5</td>
<td>5-10</td>
<td>50</td>
<td>£2.65</td>
</tr>
<tr>
<td>CBBR794007</td>
<td>20.4</td>
<td>6-12</td>
<td>50</td>
<td>£2.65</td>
</tr>
<tr>
<td>CBBR794007</td>
<td>22.5</td>
<td>10-14</td>
<td>50</td>
<td>£2.65</td>
</tr>
</tbody>
</table>

Self-Adhesive Miniature Cable Trunking
- Mini trunking manufactured from high impact, white PVC that will withstand the most rigorous demands of home and office use. It is ideal for use with security, lighting and power and is manufactured in accordance with BS4678 part 4. The trunking has a self-adhesive backing, which saves both time and cost. Supplied in 3m lengths and multi-packs.

<table>
<thead>
<tr>
<th>Code</th>
<th>Diameter</th>
<th>Width (mm)</th>
<th>Height (mm)</th>
<th>Length (m)</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>CBBR791207</td>
<td>18</td>
<td>9</td>
<td>14</td>
<td>30</td>
<td>£2.23</td>
</tr>
<tr>
<td>CBBR791407</td>
<td>16</td>
<td>16</td>
<td>21</td>
<td>30</td>
<td>£2.80</td>
</tr>
<tr>
<td>CBBR791507</td>
<td>25</td>
<td>25</td>
<td>25</td>
<td>30</td>
<td>£2.80</td>
</tr>
<tr>
<td>CBBR791607</td>
<td>38</td>
<td>38</td>
<td>38</td>
<td>30</td>
<td>£2.80</td>
</tr>
</tbody>
</table>

Nylon Cable Glands - IP68
- Supplied complete with locknut

<table>
<thead>
<tr>
<th>Code</th>
<th>Diameter</th>
<th>Pitch</th>
<th>Gland Type</th>
<th>Ring Type</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>CBBR182107</td>
<td>12.5</td>
<td>M12</td>
<td>Black</td>
<td>Grey</td>
<td>£1.16</td>
</tr>
<tr>
<td>CBBR662207</td>
<td>16</td>
<td>M12</td>
<td>Black</td>
<td>Grey</td>
<td>£1.16</td>
</tr>
</tbody>
</table>

Nylon Cable Glands - PG Thread, IP68
- Supplied complete with Locknut

<table>
<thead>
<tr>
<th>Code</th>
<th>Diameter</th>
<th>Length</th>
<th>Width</th>
<th>Height</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>CBBR180307</td>
<td>12.7mm</td>
<td>£1.51</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CBBR180407</td>
<td>15.8mm</td>
<td>£1.51</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CBBR180507</td>
<td>18.8mm</td>
<td>£1.51</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CBBR180607</td>
<td>21.9mm</td>
<td>£1.51</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CBBR180707</td>
<td>25.0mm</td>
<td>£1.51</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CBBR180807</td>
<td>29.1mm</td>
<td>£1.51</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Ferrules
<table>
<thead>
<tr>
<th>Code</th>
<th>Diameter</th>
<th>Pitch</th>
<th>Length</th>
<th>Width</th>
<th>Height</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>CBBR900907</td>
<td>2.54mm</td>
<td>M12</td>
<td>27</td>
<td>9</td>
<td>24</td>
<td>£1.00</td>
</tr>
<tr>
<td>CBBR901007</td>
<td>3.05mm</td>
<td>M12</td>
<td>27</td>
<td>9</td>
<td>24</td>
<td>£1.00</td>
</tr>
<tr>
<td>CBBR901107</td>
<td>3.56mm</td>
<td>M12</td>
<td>27</td>
<td>9</td>
<td>24</td>
<td>£1.00</td>
</tr>
<tr>
<td>CBBR901207</td>
<td>4.06mm</td>
<td>M12</td>
<td>27</td>
<td>9</td>
<td>24</td>
<td>£1.00</td>
</tr>
</tbody>
</table>

All prices exclude VAT
**CABLE, CONNECTORS & FUSES**

**Flexible Conduit Contractor Packs - IP40**

These packs provide the busy electrical installer with a fast and efficient PVC conduit system. For use where wiring requires protection against dust, dirty and abrasive environments.

**Pack includes:**
- 10m Corrugated tube
- 10x Snap-on fittings
- 10x Locknuts

**Contents:**
- 10x Locknuts
- 10x Snap-on fittings
- 10m Corrugated tube

<table>
<thead>
<tr>
<th>Dia. 1+</th>
<th>1+</th>
<th>3+</th>
</tr>
</thead>
<tbody>
<tr>
<td>OB1978307 20mm</td>
<td>£5.57</td>
<td>£5.08</td>
</tr>
<tr>
<td>OB1978407 25mm</td>
<td>£7.25</td>
<td>£6.45</td>
</tr>
</tbody>
</table>

**FireBreak Electrical Conduit**

- Meets the fire-stopping requirements of the 17th edition of the IEE Wiring Regulations!
- Tested to BS476 Part 20: EN 1366-3 for up to 2 hours with variable cable fill.
- Can be used in masonry, stud walls and concrete floors.
- For use in offices, schools, hotels, data-centres, hospitals, clean rooms, armed forces, nursing & student accommodation and other commercial properties or multiple occupancy residential buildings.
- Suitable for most data-cabling and wiring installations.
- Simple, quick and error free installation.
- No need for rescaling conduit after carrying out upgrade cabling works.
- Forms an integral part of the conduit installation.
- No earth bonding required.
- Supplied in 300mm lengths and can be cut to length.

**Technical Data**
- **Code:** CB2000507
- **External Dia.:** 1.1+ mm
- **Nominal Thickness:** 0.15mm
- **Dielectric Breakdown:** 40kV/mm
- **Operating Temperature:** 0°C to +80°C

**Contents:**
- 15x Female spade terminals (6x blue, 5x red, 4x yellow)
- 15x Male spade terminals (6x blue, 5x red, 4x yellow)
- 59x Ring terminals (24x blue, 15x red, 20x yellow)
- 34x Fork terminals (12x blue, 10x red, 12x yellow)
- 57x Butt terminals (25x blue, 25x red, 7x yellow)
- 15x Female spade terminals (6x blue, 5x red, 4x yellow)

**Price:**
- 1+ £19.98
- 3+ £19.10

**Cable, Connectors & Fuses**

**French Cord End Terminal Kit**

- Assorted, 2,600-piece French cord end terminal kit
- Various sizes (0.5 - 10mm) and colours
- Supplied in a clear, compact case

**Contents:**
- 500x 0.50mm², White
- 500x 0.75mm², Blue
- 500x 1.00mm², Red
- 500x 1.50mm², Black
- 500x 2.50mm², Grey
- 50x 4.00mm², Orange
- 25x 6.00mm², Green
- 25x 10.00mm², Brown

**Price:**
- 1+ £24.84
- 3+ £22.95

**Cord End Terminal Kit & Crimp Tool**

A kit of 500x cable ends comprising a tinned copper tube with a moulded, isolating collar at the end.

- The copper tube envelopes the strands of the flexible conduit
- Facilitates introduction into terminals
- Ends are available for conductors with cross-sections from 0.5-4mm
- Case dimensions (WxHxD): 255x45x200mm

**Contents:**
- Crimp tool and 500x terminals (90x 4.0-9 (Orange), 50x 2.5-8 (Grey), 100x 1.5-8 (Black), 100x 1.0-8 (Red), 100x 0.75-8 (Blue), 100x 0.5-8 (White))

**Price:**
- 1+ £15.05
- 3+ £13.68

**Heatshrink Terminal Kit**

- Assorted, 180-piece terminal kit consisting of various butts, spades, rings and forks
- 3:1 Shrink ratio and adhesive lined
- Red, blue or yellow in colour
- Supplied in a clear, compact case

**Contents:**
- 57x Butt terminals (25x blue, 25x red, 7x yellow)
- 34x Fork terminals (12x blue, 10x red, 12x yellow)
- 59x Ring terminals (24x blue, 15x red, 20x yellow)
- 15x Male spade terminals (6x blue, 5x red, 4x yellow)
- 15x Female spade terminals (6x blue, 5x red, 4x yellow)

**Price:**
- 1+ £19.98
- 3+ £19.10

**Heatshrink Solder Sleeves Kit**

- 2:1 Shrink ratio, adhesive-lined heatshrink sleeves
- Wire-to-wire connection, no crimping required
- Transparent insulation sleeve provides encapsulation, inspectability, strain relief and insulation
- Heat melts solder and heatshrinks the connector
- Supplied in a clear, compact case

**Contents:**
- 25x White sleeves, 26 - 24 AWG wire
- 25x Red sleeves, 22 - 18 AWG wire
- 25x Blue sleeves, 16 - 14 AWG wire
- 25x Yellow sleeves, 12 - 10 AWG wire

**Price:**
- 1+ £39.01
- 3+ £37.02

**Coloured Insulating Tape**

**Technical Data**
- **Operating Temperature:** 0°C to +80°C
- **Dielectric Breakdown:** 40kV/mm
- **Elongation:** 170%
- **Nominal Thickness:** 0.15mm

**Contents:**
- 900x cable ends comprising a tinned copper tube with a moulded, isolating collar at the end.
- The copper tube envelopes the strands of the flexible conduit
- Facilitates introduction into terminals
- Ends are available for conductors with cross-sections from 0.5-4mm
- Case dimensions (WxHxD): 255x45x200mm

**Price:**
- 1+ £15.05
- 3+ £13.68

**For VAT inclusive prices visit cpc.co.uk**
CABLES, CONNECTORS & FUSES

**Gaffer Tape 4 Pack**
A pack of 4 economy waterproof cloth tape. Length 4.5m, width 50mm

<table>
<thead>
<tr>
<th>1+</th>
<th>£1.05</th>
<th>£1</th>
</tr>
</thead>
</table>

code CB0997607  
PM_436262

**Silicone Tape**
- Self-fusing, multi-purpose repair tape
- Flexible, durable, waterproof and insulates up to 8,000V
- Can be used around the handles of garden tools, golf clubs, tennis rackets, bicycle handles etc.
- Wrap around electrical connections to ensure airtight seal and weather-resistance

<table>
<thead>
<tr>
<th>Width</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>19mm</td>
<td>£0.87</td>
<td>£0.69</td>
</tr>
<tr>
<td>6mm</td>
<td>£0.57</td>
<td>£0.45</td>
</tr>
</tbody>
</table>

code CB02002607  
PM_61679849

**Double-Sided Foam Tape - 10m**
- Double sided, black foam tape with acrylic glue
- 1mm Thick foam

<table>
<thead>
<tr>
<th>Width</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>6mm</td>
<td>£1.11</td>
<td>£0.99</td>
</tr>
<tr>
<td>12mm</td>
<td>£1.33</td>
<td>£1.15</td>
</tr>
<tr>
<td>25mm</td>
<td>£1.84</td>
<td>£1.64</td>
</tr>
<tr>
<td>38mm</td>
<td>£3.71</td>
<td>£3.46</td>
</tr>
<tr>
<td>50mm</td>
<td>£3.95</td>
<td>£3.73</td>
</tr>
</tbody>
</table>

code CB2000707  
PM_61679588

**Fleece Harnessing Tape**
- Fleece wire harness/looming tape with excellent noise damping properties
- Abrasion-resistant and hand-tearable
- Holds cables used on aftermarket installations as neatly as those in the original manufacture

<table>
<thead>
<tr>
<th>Width</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>3mm</td>
<td>£0.25</td>
<td>£0.23</td>
</tr>
<tr>
<td>5mm</td>
<td>£0.76</td>
<td>£0.71</td>
</tr>
<tr>
<td>10mm</td>
<td>£1.65</td>
<td>£1.49</td>
</tr>
</tbody>
</table>

code CB1759907  
PM_707774

**Self-Amalgamating Tape - 19mm x 10m**
- Good anti-aging and weathering tolerances
- Strong anti-corrosiveness
- Thickness: 0.8mm
- Tensile Strength: 1.5MPa
- Elongation: 700%
- Disruptive Strength: 10kV/mm

<table>
<thead>
<tr>
<th>Width</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>8mm</td>
<td>£1.28</td>
<td>£1.22</td>
</tr>
<tr>
<td>10mm</td>
<td>£1.58</td>
<td>£1.52</td>
</tr>
<tr>
<td>12mm</td>
<td>£1.68</td>
<td>£1.62</td>
</tr>
</tbody>
</table>

code CB2002707  
PM_61356106

**Clear Tape**
- Multi-purpose polypropylene easy tear tape.
- All rolls are 66m in length

<table>
<thead>
<tr>
<th>Size (WxL)</th>
<th>Pack</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>12mm x 66m</td>
<td>4</td>
<td>£2.88</td>
<td>£2.76</td>
</tr>
<tr>
<td>24mm x 66m</td>
<td>4</td>
<td>£2.98</td>
<td>£2.85</td>
</tr>
<tr>
<td>38mm x 66m</td>
<td>4</td>
<td>£2.66</td>
<td>£2.53</td>
</tr>
<tr>
<td>48mm x 66m</td>
<td>3</td>
<td>£2.46</td>
<td>£2.05</td>
</tr>
</tbody>
</table>

code CB018307  
PM_6269553

All prices exclude VAT
USB to Micro USB Cables

- Model: CNE-USBM1
- Charge and sync USB to micro USB cable
- Easily connects to a USB port or charger
- Syncs music and pictures in seconds
- Round cable design
- Cable length: 1m
  - Price: £1.42
  - Code: CN1134307
- 1+ 10+
  - Price: £1.50
  - Code: CN1134407

Telephone Extension Leads

- Model: PIFCO
- BF style plug to socket telephone extension lead
- 4 Way (431A)
  - Price: £0.77
  - Code: PM_61545933
- 1+ 10+
  - Price: £1.05
  - Code: CN0467107

Samsung S10/ S10+/S10E Charging Cables

- Supports fast charging for even quicker charge times
- Fast data transfer speed for accessing and copying files
- 1m Length
  - Price: £2.71
  - Code: PIM_62102302

Lightning Charging Cable

- For iPhone 5 and later models
- USB 2.0 compatible with 2A (10W) 5V charger
- Colour: White
- Black
  - Price: £2.79
  - Code: TE0843607
- White
  - Price: £2.79
  - Code: TE0843807

For VAT inclusive prices visit cpc.co.uk
**Terminal Kit**

- Contains 163 assorted terminals
- Colour coded PVC shell
- Copper, crimp butt splice terminals
- Supplied in packs of 100

<table>
<thead>
<tr>
<th>Colour</th>
<th>Internal Dia.</th>
<th>External Dia.</th>
<th>Length</th>
<th>AWG</th>
</tr>
</thead>
<tbody>
<tr>
<td>Grey</td>
<td>1.2mm</td>
<td>2.7mm</td>
<td>9.7mm</td>
<td>10+</td>
</tr>
<tr>
<td>Blue</td>
<td>17.6mm</td>
<td>21mm</td>
<td>9.9mm</td>
<td>10+</td>
</tr>
<tr>
<td>Light Red</td>
<td>22mm</td>
<td>27.4mm</td>
<td>12.7mm</td>
<td>10+</td>
</tr>
</tbody>
</table>

**Twist On Wire Connectors - Pack of 10**

- A simple and effective method of joining stranded cables without the use of any tooling
- Colour coded PVC shell

**Insulated Crimp Terminal Kit**

- Partitioned box loaded with common types of insulated crimp terminals
- Contains 163 assorted terminals

**Butt Splice Terminals - Pack of 100**

- Copper, crimp butt splice terminals with flared vinyl insulation
- Dimensions (LxD): 24x11mm (red) or 27x6.4mm (yellow)

**Heatshrinkable Butt Splice Terminals - 100Pk**

**Solder Bucket - Economy D-Sub**

- Plugs Contacts
  - CN1586707 9 £0.10
  - CN1586753 25 £0.14
  - CN1586754 25 £0.14
  - CN1586807 37 £0.11

**Uninsulated Bootlace Ferrules**

- Designed to be crimped or lightly soldered to stranded cable
- Manufactured from electrolytic copper, tin plated
- Supplied in packs of 100
## CABLE, CONNECTORS & FUSES

### TNC Crimp Sockets

- **Type:** Brass body, nickel plated
- **Code:** CN1604007
- **Price:** £39

### BNC Socket - F Type Plug

- **Type:** Brass body, nickel plated
- **Code:** CN1599907
- **Price:** £35

### F Type Socket - TV Coax Socket

- **Type:** Brass body, nickel plated
- **Code:** CN1611307
- **Price:** £26

### BNC Socket - F Type Plug

- **Type:** Brass body, nickel plated
- **Code:** AP0175007
- **Price:** £55

### BNC Crimp Socket - RG59U

- **Type:** Brass body, zinc plated
- **Code:** CN1597307
- **Price:** £28

### Coax Socket Screw Type

- **Type:** Brass body, zinc plated, claw cable grip
- **Code:** CN1603107
- **Price:** £24

### BNC Crimp Plugs - RG59U - 75Ohm

- **Type:** Brass, nickel plated
- **Code:** CN1610207
- **Price:** £0.38
  - **Code:** CN1610307
  - **Price:** £0.16

### BNC Plug Twist on Connector RG58U

- **Type:** Moulded
- **Code:** CN1597007
- **Price:** £0.52
  - **Code:** CN1597107
  - **Price:** £0.25

### TV Coax Plug - Screw Type

- **Type:** 4-claw cable grip
- **Code:** CN1602907
- **Price:** £0.27
  - **Code:** CN1603007
  - **Price:** £0.15

### F Type T Socket Adaptor

- **Type:** Brass, nickel plated
- **Code:** CN1602107
- **Price:** £0.09
  - **Code:** CN1602307
  - **Price:** £0.09
  - **Code:** CN1602507
  - **Price:** £0.09

### BNC Plug & F Type Socket

- **Type:** Gold plated contacts
- **Code:** CN1598407
- **Price:** £0.45
  - **Code:** CN1598507
  - **Price:** £0.25

### BNC to Phono Adaptors

- **Type:** Zinc body
- **Code:** CN1599207
- **Price:** £0.45
  - **Code:** CN1599307
  - **Price:** £0.22

### Twist-On F Plugs

- **Type:** Zinc body
- **Code:** CN1602407
- **Price:** £0.09
  - **Code:** CN1602607
  - **Price:** £0.08
  - **Code:** CN1602807
  - **Price:** £0.05

### F Type Couplers

- **Type:** Zinc body with nut
- **Code:** CN1609707
- **Price:** £0.08
  - **Code:** CN1609807
  - **Price:** £0.08

### Twist-On F Type Plug with Weatherproof Boot

- **Type:** Suitable for CT100U, RG59U and RG6U cable
- **Code:** CN1610607
- **Price:** £0.21

---

For VAT inclusive prices visit cpc.co.uk

EXPRESS NEXT DAY UK DELIVERY AVAILABLE ON IN-STOCK ORDERS
Quick Blow - Glass Body
- Glass cartridge with Nickel plated end caps
- Breaking Capacity: 30A/250V or 10xIn (whichever is greater)

**Technical Data**
- **Voltage Rating:** Breakdown 32Vdc
- **Operating Temperature:** 100°C to 205°C

**Fuse Rating**
- 10+ 100+

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Rating</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>FF0306107</td>
<td>10A</td>
<td>£0.06</td>
</tr>
<tr>
<td>FF0306207</td>
<td>10A</td>
<td>£0.07</td>
</tr>
<tr>
<td>FF0306307</td>
<td>20A</td>
<td>£0.08</td>
</tr>
<tr>
<td>FF0306407</td>
<td>30A</td>
<td>£0.09</td>
</tr>
<tr>
<td>FF0306507</td>
<td>40A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0306607</td>
<td>50A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0306707</td>
<td>60A</td>
<td>£0.09</td>
</tr>
<tr>
<td>FF0306807</td>
<td>80A</td>
<td>£0.09</td>
</tr>
<tr>
<td>FF0306907</td>
<td>10A</td>
<td>£0.07</td>
</tr>
</tbody>
</table>

Time Delay - Glass Body
- Glass cartridge with Nickel plated end caps
- Breaking Capacity: 30A/250V or 10xIn (whichever is greater)

**Technical Data**
- **Current Rating:** 10A
- **Voltage:** 250V ac
- **Body Material:** Nylon

**Fuse Rating**
- 10+ 100+

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Rating</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>FF0308507</td>
<td>10A</td>
<td>£0.06</td>
</tr>
<tr>
<td>FF0308607</td>
<td>10A</td>
<td>£0.07</td>
</tr>
<tr>
<td>FF0308707</td>
<td>20A</td>
<td>£0.09</td>
</tr>
<tr>
<td>FF0308807</td>
<td>30A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0308907</td>
<td>40A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0309007</td>
<td>50A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0309107</td>
<td>60A</td>
<td>£0.09</td>
</tr>
<tr>
<td>FF0309207</td>
<td>80A</td>
<td>£0.09</td>
</tr>
</tbody>
</table>

Chassis Mounting Blade Fuse Boxes
- Each fuse circuit rated 30A @ 32Vdc
- Input Rating 100A @ 32Vdc
- Versions available for ATO Blade & ATM Mini Blade fuses
- Each circuit has LED indication when a fuse blows
- Fuse circuits are connected via 6.35mm Faston connectors
- Input connection via UHF 10-32 stud
- Chassis mounting, with mounting holes

**Part No.**
- ATM Mini Blade Fuseboxes
  - FF0312007
  - FF03121007

Part No. (Retail Packs of 10)
- PL0998107
- PL0998207

Domestic Fuses
- Each fuse circuit rated 30A @ 32Vdc
- Input Rating 100A @ 32Vdc

**Part No.**
- ATM Mini Blade Fuseboxes
  - FF0312007
- FF03121007

Quick Blow - Ceramic Body
- Ceramic cartridge with Nickel plated brass end caps
- Sand filled
- Breaking Capacity: 1.500A/250V

**Technical Data**
- **Breaking Capacity:** 1,500A/250V
- **Sand filled**

**Fuse Rating**
- 10+ 100+

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Rating</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>FF0310107</td>
<td>1A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310207</td>
<td>2A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310307</td>
<td>3.15A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310407</td>
<td>2A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310507</td>
<td>250mA</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310607</td>
<td>315mA</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310707</td>
<td>2.5A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310807</td>
<td>4A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0310907</td>
<td>5A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311007</td>
<td>6.3A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311107</td>
<td>10A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311207</td>
<td>10A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311307</td>
<td>15A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311407</td>
<td>15A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311507</td>
<td>2A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311607</td>
<td>5A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311707</td>
<td>6.3A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311807</td>
<td>8A</td>
<td>£0.10</td>
</tr>
<tr>
<td>FF0311907</td>
<td>10A</td>
<td>£0.10</td>
</tr>
</tbody>
</table>

Panel Mounting, Finger or Screw Cap Release
- Suitable for 20x5mm fuses
- Anti rotation key fixing
- Combined solder / 2.8mm quick connect terminals
- Black plastic body
- IEC 427-3

**Technical Data**
- **Rating:** 6.3A @ 250V
- **Power Rating:** 2.5W
- **Dimensions (LxWxH):** 34.2x16.0x1.3mm
- **Panel Cutout:** Ø13.3mm, Key: 1.8x1.0mm

**Code**
- 51+ 50+ 50+ 50+ 51+ 51+ 51+ 51+ 51+
**Digital Multimeter with Diode & Continuity Test**

**Model: D03047**
- 3½ Digit, 1999 series display
- AC/DC voltage measurement
- DC current
- Resistance measurement
- Diode, continuity & transistor tester
- Low battery indication

**Technical Data**
- DC Voltage: 200mV to 500V
- AC Voltage: 200V to 500V
- Resistance: 2mΩ to 2MΩ
- Power: 1x 9V PP3 battery (not included)
- Weight: 138g (incl. Holster)

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£3.45</td>
</tr>
<tr>
<td>3+</td>
<td>£10.35</td>
</tr>
</tbody>
</table>

**Pen Type Multimeter with NCV Detection**

**Model: D03127**
- A multifunction pen type digital multimeter with a useful NCV function.
- 2000 count LCD display with worklight
- 600V AC/DC Voltage, 100mA AC/DC Current, Resistance measurement ranges
- Diode and continuity test
- Data hold and maximum value hold functions
- Meets EN61010-1 and CAT III 600V standards
- Supplied with carry pouch

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£17.42</td>
</tr>
<tr>
<td>5+</td>
<td>£87.10</td>
</tr>
</tbody>
</table>

**Network Cable Tester & Tracker**

**Model: TEN01099**
- Tests all types of a speakon, 8-pin speakon, RJ45 and USB and DIN, 4-pin S type jack 4-pin 3-pin, DIN, 5-pin DIN, 8-pin 2-pin XLR, 5-pin XLR, RCA, 3-pin, DIN, 5-pin DIN, 8 pin DIN, 4 pin S type jack 4-pin speak, 8 pin speak, RJ45 and USB
- Sends a single solid tone or dual alternating tone down busy telephony lines (clear, ring, busy)
- Tracks cables and wires and locate break points
- Determines the states of working telephone lines
- Allows testing of ground connections
- Easy to read LED display
- Requires 2x 9V PP3 batteries (not included)
- Supplied with earphones and carrying case

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£26.88</td>
</tr>
<tr>
<td>5+</td>
<td>£134.40</td>
</tr>
</tbody>
</table>

**Universal AV Cable Tester**

**Model: D03181**
- Tests cables with RJ11 or RJ45 connections
- Tests short/ open circuits and wrong connections
- Tests cables and wires
- Allows testing of ground connections
- Easy to read LED display
- Requires 1x 9V PP3 battery (not included)
- Supplied with earphones and carrying case

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£20.10</td>
</tr>
<tr>
<td>5+</td>
<td>£100.50</td>
</tr>
</tbody>
</table>

**Tone and Probe Kit**

**Model: D0304**
- Visual and audible indication of voltage
- Green LED indicates test is operational; red LED shows that a voltage is detected
- Auto power off feature
- Test voltage range: 50V to 14V
- CAT IV 1000V rated
- Requires 2x AAA batteries (not included)

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£9.99</td>
</tr>
<tr>
<td>3+</td>
<td>£29.97</td>
</tr>
</tbody>
</table>

**Digital Probe Thermometer**

**Model: 72-2675**
- Multipurpose digital thermometer with probe
- Memory of last reading
- Low battery indication
- Auto shut off after 10 minutes
- Dry-off & “C”/”F” buttons
- Data hold and max/ min functions
- Range: -50°C to 300°C (58°F to 572°F)
- Power: 1x LIR44 (not included)
- Probe length: 148mm

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£2.95</td>
</tr>
<tr>
<td>3+</td>
<td>£8.85</td>
</tr>
</tbody>
</table>

**Vine Type Probe**

**Model: D0303**
- Multipurpose digital thermometer with probe
- Memory of last reading
- Low battery indication
- Auto shut off after 10 minutes
- Dry-off & “C”/”F” buttons
- Data hold and max/ min functions
- Range: -50°C to 300°C (58°F to 572°F)
- Power: 1x LIR44 (not included)
- Probe length: 148mm

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1+</td>
<td>£2.43</td>
</tr>
<tr>
<td>3+</td>
<td>£7.29</td>
</tr>
</tbody>
</table>

**For VAT inclusive prices visit cpc.co.uk**
Network Digital Multimeter

Model: D03305
- 3½ Digt. 1999 count LCD display
- 200-6000V AC/DC Voltage, 10A DC current and resistance ranges
- Diode and transistor test
- Network cable test (R11/R12/R145)
- 500mA Current protection
- Outputs 50Hz square wave as a signal source
- Low battery indication
- Supplied with 2x test leads

1+ 5+ £4.95 £3.95 code IN0836007 PM_62065607

Automotive Current Testers

1999 count digital current meter for easy measurements on blade type automotive fuse boxes.
- Max current 20A
- Max. measuring voltage 48V

1+ 5+ Fuse Type 1+ 6+
PIM4874007 Standard Blade £7.30 £5.66
PIM5470007 Mini Blade £7.25 £5.79

400V Voltage Tester

Model: D03307
- Simple, low cost Voltage tester
- Test for Voltages between 6-400V AC/DC
- DC Voltage polarity indicator
- 6V, 12V, 24V, 50V, 120V, 230V and 400V LED Voltage indication
- CAT III 1000V rated
- IP54 Rated
- Lead length: 800mm

1+ 5+ £1.95 £1.60 code IN0836207 PM_62065828

TEST EQUIPMENT

Mini Digital Multimeter

72-7770A
- 2000 Count LCD
- 2500V AC/DC Voltage, 10A DC Current, Resistance ranges
- Continuity buzzer
- Diode test
- Data hold
- Backlight LED display
- Includes test leads

1+ 5+ £6.08 £5.06 code IN0740107 PM_718997

Handheld Anemometers

Model: D02377
- 4 Digit LED display with backlight
- Flow area setting
- Max/ min and auto power off functions
- Wind speed measurement in m/s, ft/min km/h, mph, knots
- Supplied with carry case

1+ 5+ £21.95 £19.50 code IN0747307 PM_61122892

Digital Multimeter

D03143
- 1999 Count LCD display
- 600V AC/DC Voltage, 10A AC/DC Current, Resistance ranges
- Data hold function
- Diode, transistor and continuity test
- Power: 9V PP3 battery (not included)
- Supplied with test leads

1+ 5+ £7.61 £6.25 code IN0752107 PM_61110985

Mini Digital Multimeter

D03048
A small, low cost multimeter with data hold function and supplied with test leads and a holder.
- 1999 count backlit display
- 500V AC/DC Voltages, 5A DC Current, Resistance ranges
- Resistance measurement
- Diode, continuity & transistor tester
- Data hold
- 9V PP3 Battery (Not included)

1+ 5+ £4.95 £4.62 code IN0722207 PM_713789

Pocket Moisture Meter

Model: D03309
- Dual, backlit LCD display
- Displays both moisture and temperature
- Selectable wood or building material moisture in °C or °F
- 8mm Electrodes
- Auto power off
- Supplied with 4 LR44 batteries
- Measuring range: Wood 6-44%, building material 0.2-2%

1+ 5+ £11.95 £10.32 code IN0836807 PM_62076948

Power-Over-Ethernet Checkers

Model: 72.13130
- Determines if a network cable or port is providing Power-over-Ethernet (PoE)
- Indicates endspan, midspan or 4 pair detection
- Plugs into RJ45 jack if PoE is present

Model: 72-13135, as above plus:
- Identifies type of power source

1+ 5+ Part No. 1+ 5+
IN0777007 72.13130 £3.49 £2.78
IN0777107 72.13135 £6.77 £5.93

Digital Thermometer

D03129
- LCD display
- Measures in °C and °F
- Data hold function
- Measuring range: -50°C to +750°C
- Contents: Thermometer, K Type thermocouple and pouch

1+ 5+ £8.20 £7.21 code IN0744907 PM_60960312

Mini Sound Level Meter

- LCD display with backlight
- Microphone ½ electret condenser microphone
- Frequency range: 31.5Hz - 8kHz
- Measuring range: 35 - 130dB
- Frequency Weighting: A and C
- Bluetooth interface transferring files to portable devices
- Min/Max values
- Data hold
- Supplied with microphone windsheld

1+ 5+ £23.19 £19.84 code IN0798807 PM_61786558

All prices exclude VAT
**Magnifying Lamp with Third Hand**

- LED illumination powered either by 4x AA batteries or an external power supply (both not provided)
- Base size: 190x170mm
- Magnifying glass neck length: 260mm
- Alligator clip neck length: 250mm
- Magnifier Lens size: 90mm
- Magnification: 3x
- LED illumination: 16x pitch type LEDs

**Contents:** Magnifying glass with LED illumination, soldering wire spool holder, third hand with alligator clips, soldering iron holder, sponge, solder paste and cleaning ball.

**Third-Hand with Magnifying Glass & Soldering Iron Holder**

- Adjustable joints
- Strong alligator clips
- Distortion-free magnifying glass
- Heavy, cast iron base for added stability

**Magnifying Lamp with Third Hand**

- Helping hand magnifier with LED light and soldering iron stand.
- Adjustable crocodile holding clamps
- Cast iron base for added stability
- Requires 3x AAA batteries (not included)

For VAT inclusive prices visit cpc.co.uk
### Soldering

**Soldering Station, 48W**
- Variable temperature control, 150°C to 450°C
- Integrated safety iron holder
- 48W Soldering iron and 1.0mm pointed tip also supplied
- Mains powered

<table>
<thead>
<tr>
<th>1+</th>
<th>£9.99</th>
<th>10+</th>
<th>£8.75</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0169607</td>
<td>PM_647138</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Soldering Station, 60W**
- Long-life heating element for rapid heating
- Electronically controlled temperature with LED display
- Include base, Soldering iron, cable, built-in stand and sponge holder.
- Temperature Range: 50-480°C

<table>
<thead>
<tr>
<th>1+</th>
<th>£9.99</th>
<th>10+</th>
<th>£8.75</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0169607</td>
<td>PM_647138</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Digital Soldering Station, ESD Safe, 48W**
- Rotary temperature control, 160°C to 480°C
- Digital temperature read-out (Switchable between °C and °F)
- Set/read display
- Integral stand (can be placed on left or right)

<table>
<thead>
<tr>
<th>1+</th>
<th>£37.95</th>
<th>5+</th>
<th>£32.45</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0111707</td>
<td>PM_438534</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Digital Soldering Iron**
- 48W

<table>
<thead>
<tr>
<th>1+</th>
<th>£37.95</th>
<th>10+</th>
<th>£32.45</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0111707</td>
<td>PM_438534</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Twin Soldering Iron Stand**
- Two available stands for soldering/desoldering tools
- Cleaning sponge and brass wire cleaning ball included
- Stable metal base

<table>
<thead>
<tr>
<th>1+</th>
<th>£5.95</th>
<th>5+</th>
<th>£4.52</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0228107</td>
<td>PM_62079193</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Soldering Iron Stand

- Hollow base - only sides are in contact with the work surface
- Sponge included
- Technical Data: Base Dims (HxWxD): 28x86x130mm
  - Spring Holder Length: 100mm
  - Inner Cup Dia. 23mm

<table>
<thead>
<tr>
<th>1+</th>
<th>£1.59</th>
<th>10+</th>
<th>£1.05</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0112307</td>
<td>PM_516737</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Soldering Gun, 100W**
- 100W Soldering gun heats in less than 20 seconds
- Ideal for cutting and sealing as well as soldering
- Replacement, high efficiency plated copper tips available

<table>
<thead>
<tr>
<th>1+</th>
<th>£8.23</th>
<th>10+</th>
<th>£7.20</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0170107</td>
<td>PM_640066</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Micro-Jet Gas Torch**
- Model: MJ-330
  - Auto ignition
  - 1300°C Windproof flame
  - Safety lock
  - Fuelled by a standard cigarette lighter (included) - Refill with any branded butane gas
  - Dimensions (HxWxD): 110x65x25mm
  - Weight: 60g

<table>
<thead>
<tr>
<th>1+</th>
<th>£15.41</th>
<th>5+</th>
<th>£12.37</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0111007</td>
<td>PM_650670</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Gas Torch**
- Model: PT-200
  - State of the art waterproof piezo electronic ignition
  - Up to 60 minutes use between fills
  - Powerful wind resistant flame
  - Child-resistant ignition
  - Easily filled with any brand of butane gas
  - Flame adjustment for any application

<table>
<thead>
<tr>
<th>1+</th>
<th>£8.23</th>
<th>10+</th>
<th>£7.20</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0142107</td>
<td>PM_6180407</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Portable Vacuum Pick-Up Tool
- For use with static sensitive components
- Storage for the probes and cups in the handle (132mm)
- Supplied with 3x angled and 3x straight pick-up hands with 4mm, 6mm or 10mm cap diameters

<table>
<thead>
<tr>
<th>1+</th>
<th>£3.97</th>
<th>10+</th>
<th>£3.12</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0170107</td>
<td>PM_644066</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Fume Absorbing Bench Fan
- Functions as a fume absorber or as a standard fan
- Bench or wall-mounted
- Adjustable angle and speed
- Supplied with activated carbon filter

<table>
<thead>
<tr>
<th>1+</th>
<th>£17.95</th>
<th>5+</th>
<th>£14.83</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0220907</td>
<td>PM_6194403</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### 360° Adjustable PCB Holder
- Adjustable base and clamp to hold various sizes of PC Boards
- Max. holding size: 200x140mm

<table>
<thead>
<tr>
<th>1+</th>
<th>£3.97</th>
<th>10+</th>
<th>£3.12</th>
</tr>
</thead>
<tbody>
<tr>
<td>code SD0220907</td>
<td>PM_6194403</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Technical Data

<table>
<thead>
<tr>
<th>Base Dims (HxWxD)</th>
<th>28x86x130mm</th>
</tr>
</thead>
<tbody>
<tr>
<td>Spring Holder Length</td>
<td>100mm</td>
</tr>
<tr>
<td>Inner Cup Dia.</td>
<td>23mm</td>
</tr>
</tbody>
</table>

**ORDER ONLINE AT CPC.CO.UK**
Security Bit Set, 100 Piece

- **Contents:**
  - 4x Square: 0, 1, 2, 3mm
  - 3x Torx set: 6, 8, 10mm
  - 4x Spanner: 4, 6, 8, 10mm
  - 4x T-wrench: 1, 2, 3, 4
  - 6x Hollow metric: 2, 2.5, 3, 4, 5, 6
  - 6x Hollow SAE Hex: 5/32, 9/64, 1/8, 7/64, 3/32, 5/64
  - 3x Clutch: 1, 2, 3
  - 9x Slotted: 3, 4, 4.5, 5, 5.5, 6, 6.5, 7, 8, 8mm
  - 8x Phillips: PH0, PH2, PH2, PH2, PH3, PH3

**£6.94**
**£4.85**
**Code TL039907 PIM_461033**

6" & 8" Adjustable Spanner Set

- Made from drop forged steel
- Hardened and tempered smooth jaws
- Corrosion resistant
- 6"/150mm Max Jaw Capacity: 20mm
- 8"/200mm Max Jaw Capacity: 25mm

**£3.79**
**10+ £3.12**
**Code TL1831107 PIM_6104036**

6 Piece Needle File Set

- **Contents:**
  - 4x Square: 0, 1, 2, 3mm
  - 3x Torx set: 6, 8, 10mm
  - 4x Spanner: 4, 6, 8, 10mm
  - 4x T-wrench: 1, 2, 3, 4
  - 6x Hollow metric: 2, 2.5, 3, 4, 5, 6
  - 6x Hollow SAE Hex: 5/32, 9/64, 1/8, 7/64, 3/32, 5/64
  - 3x Clutch: 1, 2, 3
  - 9x Slotted: 3, 4, 4.5, 5, 5.5, 6, 6.5, 7, 8mm
  - 8x Phillips: PH0, PH2, PH2, PH2, PH3, PH3

**£6.94**
**£4.85**
**Code TL039907 PIM_461033**

22 Piece Screwdriver Set

- **Slotted:** 9x 250mm, 6x 38mm stubby, 8x 200mm, 3x 75mm, 4x 100mm, 4x 100mm with screw holder, 5x 100mm, 5x 150mm, 6x 150mm, 6x 100mm
- **Phillips:** PH0 x 75mm, PH1 x 75mm, PH2 x 38mm stubby, PH2 x 100mm, PH3 x 150mm
- **Tors:** T10, T15, T20, T25, T30
- **AVL & tack puller**

**£5.97**
**10+ £4.79**
**Code TL036907 PIM_467090**

25 Piece Mini Tool Kit

- The kit contains: 9x Bit assortment: PH1, PH2, PH3, slotted 5, 6 and 7mm, & torque 10, 15 and 20mm, 1x Adaptor, 1x Magnetic tip handle, 1x 5" Mini long nose pliers, 1x 115mm Tweezers, 4x 1/4" Drive sockets: 5, 6 and 10mm, 1x Extension bar, 6x Precision screwdrivers - 4 slotted and 2 phillips

**£4.15**
**10+ £3.79**
**Code TL1040607 PIM_458184**

For VAT inclusive prices visit cpc.co.uk
**Internal & External Circlip Plier Set**
- Four interchangeable heads: 2x 180°, 1x 45°, 1x 90°
- Effective range: 10 – 50mm
- 2x Internal heads
- 2x External heads

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£2.79</td>
<td>£2.19</td>
</tr>
</tbody>
</table>

**Plastic Pipe and Conduit Cutter, 42mm**
- Razor sharp stainless steel, replaceable blade
- Strong and comfortable aluminium handle
- For use on both plastic and aluminium pipes

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£3.94</td>
<td>£2.59</td>
</tr>
</tbody>
</table>

**Pipe Cutter, 6 - 42mm**
- Suitable for copper, aluminium and plastic

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£4.97</td>
<td>£3.95</td>
</tr>
</tbody>
</table>

**Craft Knives**
- Fully retractible into the plastic handle and can be locked in position
- Each knife supplied with spare snap-off blade

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£0.71</td>
<td>£0.81</td>
</tr>
<tr>
<td>£0.84</td>
<td>£0.99</td>
</tr>
</tbody>
</table>

**5” Economy Side Cutters**
- Pressed steel construction, hardened and tempered with sprung jaws. Red plastic handles.

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.84</td>
<td>£1.49</td>
</tr>
</tbody>
</table>

**5 Piece Mini Pliers Set**

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£6.94</td>
<td>£5.89</td>
</tr>
</tbody>
</table>

**6” 150mm Forceps**

<table>
<thead>
<tr>
<th>Standard</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Straight</td>
<td>£2.47</td>
<td>£2.74</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Dipped Handle</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Straight</td>
<td>£2.64</td>
<td>£2.98</td>
</tr>
</tbody>
</table>

**230mm (9”) Magnetic Level**

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.59</td>
<td>94p</td>
</tr>
</tbody>
</table>

**Stainless Steel Rulers**
- Satin finish stainless steel rulers
- Conversion chart on reverse
- Metric and imperial markings

<table>
<thead>
<tr>
<th>Length</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>6” / 150mm</td>
<td>£0.89</td>
<td>£0.94</td>
</tr>
<tr>
<td>18” / 450mm</td>
<td>£2.19</td>
<td>£1.49</td>
</tr>
<tr>
<td>24” / 600mm</td>
<td>£2.76</td>
<td>£1.94</td>
</tr>
</tbody>
</table>

**Stainless Steel Bore Gauges**
- Metric bore gauge, made from stainless steel. Ideal for measuring deep bores etc.
- 0.1mm Graduation

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.69</td>
<td>£1.45</td>
</tr>
</tbody>
</table>

**Tape Measures**
- Thumb operated blade lock
- Belt clip and wrist strap

<table>
<thead>
<tr>
<th>Length</th>
<th>Width</th>
<th>Colour</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>5m/18ft</td>
<td>19mm</td>
<td>Orange</td>
<td>£1.59</td>
<td>£1.15</td>
</tr>
<tr>
<td>8m/26ft</td>
<td>25mm</td>
<td>Green</td>
<td>£2.79</td>
<td>£2.17</td>
</tr>
</tbody>
</table>

**Self Lock Rubber Tape Measures**
- Impact resistant rubber coated case
- Push button retract
- Secure belt clip
- Tape width: 25mm

<table>
<thead>
<tr>
<th>Length</th>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>5m</td>
<td>£2.69</td>
<td>£1.79</td>
</tr>
<tr>
<td>8m</td>
<td>£3.59</td>
<td>£2.67</td>
</tr>
</tbody>
</table>

All prices exclude VAT
Security Bit Set, 33 Piece

Contents: Star (Tamperproof): T8, T10, T15, T20, T25, T27, T30, T35 and T40, Hex Metric (Tamperproof): 2, 2.5, 3, 4, 5 and 6mm, Hex AF (Tamperproof): ⁵⁄₃₂", ⁹⁄₆₄", ¹⁄₈", ⁷⁄₆₄", ³⁄₃₂" and ⁵⁄₆₄".

- Drop forged, high speed steel
- Contents: 1x 4-12mm nine step bit, 1x 4-20mm nine step bit, 1x 4-30mm fourteen step bit

1+ 5+ £2.89

code TL1981307 PIM_61792258

3 Piece Step Drill Bit Set

- Contents: 1x 4-12mm nine step bit, 1x 4-20mm nine step bit, 1x 4-30mm fourteen step bit

1+ 5+ £23.89

code TL1051207 PIM_462298

550W 4½" Angle Grinder

900W SDS Hammer Drill

- Model: D03224
  - 3 Mode SDS Drill - Impact drilling function, Rotary drilling function & Light chiselling function
  - 2m Cable

Contents: 3x SDS-Plus Drill Bit (6/ 8/ 10/ 12 x 150mm), 1x SDS-Point Chisel (14 x 250mm), 1x SDS-Plus Flat Chisel (14 x 250mm) & Carry Case

1+ 5+ £39.96

code TL1969407 PIM_61792257

Telescopic Magnetic Pick Up Tool

- Extends to 625mm

1+ 10+ £1.69

code TL1048207 PIM_452313

Automatic Centre Punch

- No hammer needed
- This punch is made with a knurled brass handle and hardened tip for instant marking
- Size (Lx Dia): 130mm (⁷⁄₈")

1+ 5+ £2.98

code TL1036407 PIM_462139

PZ2 x 25mm Drill Bits

- Chrome - Vanadium Steel
- Supplied in packs of 10

1+ 5+ £1.94

code TL1981907 PIM_61792258

Masonry Drill Bit Set - 40mm Long

- All sizes 400mm in length
- Hard alloy tipped, for drilling concrete, brick, stone and slate
- Sizes: 8, 10, 12mm

1+ 5+ £3.29

code TL1132307 PIM_473737

ABS Magnetic Parts Tray 150mm

- Model: D03150
  - There is a magnet in the rised part inside the middle of the base to give extra magnet power.
  - The protective vinyl feet prevent damage to valuable surfaces.

1+ 5+ £2.47

code TL1884807 PIM_61370005

Magnetic Clip Set - 2 Piece

- Model: D03163
  - Non-slip jaws for secure hold
  - Magnetic strength: 0.22kg (each)
  - Supplied in pack of 2

1+ 5+ £1.79

code TL1885007 PIM_61371320

Panel Dent Puller

410mm Magnetic Tool Holder

- Mounts onto walls, workbenches or shelving
- 410mm in length
- Supplied complete with screws and wall plugs

1+ 5+ £3.47

code SG3310807 PIM_611951

4 Piece Wood Chisel Set

- Sizes: 12, 19, 25, 32mm

1+ 5+ £7.26

code TL1046207 PIM_462255

Cavity Anchor Set - 141 PC

- Includes 9 different sized anchor fixings
- Visit cpc.co.uk for more details

1+ 5+ £9.94

code FN0378607 PIM_61866804

Cavity Anchor and Tool Set - 72PC

The set includes 4 different sized anchor fixings made from A3 steel:
25 x M4x32, 18 x M4x38, 20 x M5x37, 8 x M5x52

1+ 5+ £9.98

code FN0378507 PIM_61866802

For VAT inclusive prices visit cpc.co.uk
<table>
<thead>
<tr>
<th>Product</th>
<th>Description</th>
<th>Price</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>Magnetic Dish</td>
<td>Stainless steel magnetic dish 150mm diameter</td>
<td>£2.59</td>
<td>TL1042507</td>
</tr>
<tr>
<td>300kg Tool Cart</td>
<td>Technical Data: Dimensions (WxHxD) 450 x 135 x 450mm Load Capacity: 300kg Wheel Diameter: 75mm Weight: 6kg</td>
<td>£18.79</td>
<td>TL1058007</td>
</tr>
<tr>
<td>Contractor’s Tool Bags</td>
<td>All have reinforced carrying handles and heavy-duty stitching. Small:</td>
<td>£15.96</td>
<td>TL1058007</td>
</tr>
<tr>
<td>8 Compartment Box</td>
<td>Fixings Not Included:</td>
<td>£9.86</td>
<td>SG3289607</td>
</tr>
<tr>
<td>15 Compartment Box</td>
<td>Fixings Not Included:</td>
<td>£4.76</td>
<td>SG3289407</td>
</tr>
<tr>
<td>19 Compartment Box</td>
<td>Fixings Not Included:</td>
<td>£7.96</td>
<td>SG3289507</td>
</tr>
<tr>
<td>Compartment Boxes</td>
<td>Removable sections</td>
<td>£3.14</td>
<td>TL1042507</td>
</tr>
<tr>
<td>Tool Box</td>
<td>Robust plastic construction</td>
<td>£1.23</td>
<td>SI596907</td>
</tr>
<tr>
<td>Plastic Compartment Box</td>
<td>Transparent hinged lid</td>
<td>£1.38</td>
<td>SG3316107</td>
</tr>
<tr>
<td>Flexible Funnel</td>
<td>Includes Brass, steel and nylon brush</td>
<td>£1.98</td>
<td>TL1042907</td>
</tr>
<tr>
<td>6 Piece Mini Brush Set</td>
<td>Includes 175mm (7”) mini wire brush set with plastic handles.</td>
<td>£1.57</td>
<td>TL1042907</td>
</tr>
</tbody>
</table>

All prices exclude VAT
For VAT inclusive prices visit cpc.co.uk

**TOOLS & MAINTENANCE**

**Magnetic Hook**
- Supplied in pack of 2
- Diameter: 2.5mm
- Pull Strength: 1" - 3lbs, 2" - 15lbs

**Heavy Duty Wall Hook**
- Protrudes 190mm when mounted
- Max load 20kg

**S Shaped Storage Hooks**
- Large: 160 x 7mm (PK2)
- Small: 80 x 7mm (PK5)

**24" Tool Rack**
- Wall mountable polypropylene rack will hold 96 separate tools.
- Dimensions: (LxWxH) 610x155x70mm

**Polypropylene Rope**
- Colour may vary

**Magnetic Glove/Tissue Dispenser**
- Attach this glove dispenser to a cabinet or toolbox
- Conveniently attaches to any metal surface
- Four magnets hold dispenser in place

**All Purpose Cleaning Cloths**
- Packs of 50

**Hand Axe**
- 1½lb (0.57kg) high visibility hand axe with fibreglass shaft
- Drop forged head
- 41cm in length

**Hand Wipes**
- Supplied in a tub of 80 wipes
- **Trade Wipes**
  - Rapidly removes dirt, soil & clay from hands & tools
- **Heavy Duty Wipes**
  - Rapidly removes deeply ingrained dirt, grease, sealants and paints from hands, hard surfaces and tools

**Tarpaulins**
- Polythene coating on both sides
- Reinforcing rope inside welded hem

**Garden Refuse Bag**
- 55 Litre capacity

**80m Twisty Tie with Cutter**
- 80m Twisty tie in dispenser with cutter
- Ideal for garden, greenhouse, shed workshop, home or office

For VAT inclusive prices visit cpc.co.uk
**Tools & Maintenance**

### Countersunk Pozidriv ZYP Multi Purpose Screws
- Countersunk head
- Single thread
- Yellow zinc passivated finish

#### M3.5 Thread (3.5mm Ø)
- FN0391507 13 200 £0.37 £0.33
- FN0391607 16 200 £0.44 £0.39
- FN0391707 17 200 £0.48 £0.43
- FN0391807 20 200 £0.56 £0.49
- FN0392007 25 200 £0.61 £0.55
- FN0392107 32 200 £0.66 £0.60

#### M4 Thread (4mm Ø)
- FN0392207 30 200 £0.65 £0.60
- FN0392307 35 200 £0.76 £0.71
- FN0392407 40 200 £0.78 £0.73

#### M5 Thread (5mm Ø)
- FN0392507 60 100 £1.16 £0.98
- FN0392607 68 100 £1.16 £0.98

### Rubber Door Wedge
- Dimensions (WxHxD): 43x30x140mm
- Supplied in packs of 5
- £1.16

### Long Bit Holders
- 1x Double Ended Barb, 1x 1/4" BSP Barb Connector
- 5 Piece clamp & barb set
- £3.98

### M8 Brass Washers
- Brass plated
- Pack of 50
- £6.80

### Torch and Gun Accessories
- 2x 1/4" Female Quick Plug, 3x 1/4" Male Quick Plug
- Connector, Thread Seal Tape, 1/4" Female Quick Coupler, Adaptor, 3x Blow Gun Nozzle, Safety Nozzle, 2x Hose Connector, Thread Seal Tape, 1/4" Female Quick Plug, 3x 1/4" Male Quick Plug

#### 6 Gauge (3.5mm Ø)
- FN0394607 15.8 5/8" 200 £0.63 £0.57
- FN0394707 19 3/4" 200 £0.85 £0.78
- FN0394807 25.4 1" 200 £0.71 £0.65
- FN0394907 31.7 1.25" 200 £0.76 £0.70

#### 7 Gauge (4mm Ø)
- FN0395007 37.1 1.5" 200 £0.76 £0.70
- FN0395107 44.4 1.75" 200 £0.76 £0.70

#### 8 Gauge (4.5mm Ø)
- FN0395207 51.7 2" 200 £0.76 £0.70

### 280mm Quick Change Flexible Bit Holder
- £3.98

### Order Online CPC CO.UK

---

### Countersunk Twinthread Wood Screws
- For use in wood in addition to plastic and nylon wall plugs
- Countersunk pozi head

#### 6 Gauge (3.5mm Ø)
- FN0394607 15.8 5/8" 200 £0.63 £0.57
- FN0394707 19 3/4" 200 £0.85 £0.78
- FN0394807 25.4 1" 200 £0.71 £0.65
- FN0394907 31.7 1.25" 200 £0.76 £0.70

#### 7 Gauge (4mm Ø)
- FN0395007 37.1 1.5" 200 £0.76 £0.70
- FN0395107 44.4 1.75" 200 £0.76 £0.70

#### 8 Gauge (4.5mm Ø)
- FN0395207 51.7 2" 200 £0.76 £0.70

### 280mm Quick Change Flexible Bit Holder
- £3.98

### Air Hose Repair Kit, 5 Piece
- Model: 3000006
- Suitable for 10mm hose
- £1.70

### Air Inflator Tyre, 20 Piece
- Model: 4472360
- £8.94

### Long Bit Holders
- Model: 3000002 & 3000003
- £2.67

### Pistol Grip Tyre Inflator
- Model: 4472339
- £2.98

---

All prices exclude VAT
<table>
<thead>
<tr>
<th>Product Type</th>
<th>Description</th>
<th>Capacity</th>
<th>P.O. Code 1+</th>
<th>P.O. Code 12+</th>
<th>Price 1+</th>
<th>Price 12+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Label Remover</td>
<td>Neutralises the label’s adhesive backing, to allow rapid removal</td>
<td>200ml</td>
<td>SA0189907</td>
<td>PIM_435827</td>
<td>£3.79</td>
<td>£2.94</td>
</tr>
<tr>
<td></td>
<td>Note: May affect some plastics, test small area first</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Switch and Contact Cleaner</td>
<td>Removes dirt, grease and oil. Residual oil film increases with the contact area and reduces resistance</td>
<td>200ml</td>
<td>SA01890107</td>
<td>PIM_435830</td>
<td>£4.79</td>
<td>£3.94</td>
</tr>
<tr>
<td>Air Dusters</td>
<td>Removes dust, dirt and loose contaminants. Safe, non-flammable formula.</td>
<td>400ml</td>
<td>SA0359307</td>
<td>PIM_61795464</td>
<td>£9.97</td>
<td>£7.98</td>
</tr>
<tr>
<td>Foam Cleaner</td>
<td>For cleaning and degreasing. May affect some fabrics, test before use.</td>
<td>400ml</td>
<td>SA0188107</td>
<td>PIM_435821</td>
<td>£2.98</td>
<td>£2.39</td>
</tr>
<tr>
<td>Moisture Repelling Lubricant</td>
<td>Displaces moisture, cleans and protects electronic and mechanical equipment</td>
<td>400ml</td>
<td>SA0189207</td>
<td>PIM_435827</td>
<td>£2.67</td>
<td>£1.96</td>
</tr>
<tr>
<td>Glass Cleaner</td>
<td>Leaves a bright, residue-free finish. Ideal for cleaning windows, mirrors.</td>
<td>400ml</td>
<td>SA0188307</td>
<td>PIM_435825</td>
<td>£2.80</td>
<td>£1.96</td>
</tr>
<tr>
<td>Silicone Lubricant</td>
<td>Lubricates, protects and waterproofs all types of mechanical devices.</td>
<td>400ml</td>
<td>SA0188407</td>
<td>PIM_435821</td>
<td>£2.80</td>
<td>£1.96</td>
</tr>
<tr>
<td>Degreasing Cleaner</td>
<td>Ideal for cold cleaning of electronic equipment. Effectively cleans electric motors, switches and relays</td>
<td>400ml</td>
<td>SA0188507</td>
<td>PIM_435821</td>
<td>£2.98</td>
<td>£2.39</td>
</tr>
<tr>
<td>Freezer Sprays</td>
<td>Provides heat sink protection during soldering and calibration. Tests trace continuity in PCB’s. Cools components to -50°C</td>
<td>500ml</td>
<td>SA0188607</td>
<td>PIM_435821</td>
<td>£3.19</td>
<td>£2.79</td>
</tr>
<tr>
<td>Spray Adhesive</td>
<td>Suitable for wood, metal, most plastics, rubber, glass, paper and card etc.</td>
<td>500ml</td>
<td>SA0399707</td>
<td>PIM_435821</td>
<td>£3.19</td>
<td>£2.79</td>
</tr>
<tr>
<td>IPA Cleaning Solvent</td>
<td>Removes moisture from components by forming an azetrop. Leaves no visible residue</td>
<td>400ml</td>
<td>SA0188807</td>
<td>PIM_435821</td>
<td>£4.79</td>
<td>£3.94</td>
</tr>
<tr>
<td>Butane Gas Refill</td>
<td>Suitable for refilling portable gas soldering irons and other Butane operated products</td>
<td>200ml</td>
<td>SA0188907</td>
<td>PIM_435821</td>
<td>£2.49</td>
<td>£1.98</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
SECURITY

1080p HD Varifocal Hybrid Bullet Camera
- 1/2.7, 2MP CMOS Sensor
- 2.8-12mm Varifocal lens
- Day and night selection
- IR LED range: Up to 40m
- Auto gain control (AGC)
- On-screen display (OSD)
- Metal housing & bracket
- IP66 Rated

1+ £36.66 5+ £29
Code SR1038507

1080p HD Varifocal Hybrid Dome Cameras
- 1/2.7, 2MP CMOS Sensor
- 2.8-12mm Varifocal lens
- Video output to AHD, CVI, CVBS and TVI
- Day and night selection
- IR Cut filter
- Auto gain control (AGC)
- On-screen display (OSD)
- IP66 Rated
- Metal housing & bracket
- IR LED range: Up to 30m
- Min. Illumination: 0.01 Lux

5+ £13.50
White

1080p Dome CCTV Cameras
- Sensor: 2.1MP Sony Starvis back-illuminated
- Video output: CVBS/CV/TVI and AHD
- Lens: 2.8-12mm Manual zoom + focus
- IR Range: 30m
- Robust metal housing
- IP rating: IP66
- BNC connection

White £23.32 5+ £18.50

CCTV DC Power Socket Adaptor
- Convert the DC plug on your PSU in to a terminal connection.
- 2.1mm Plug

57p 1+ 49p

1080p HD Hybird DVRs
- 4, 8, 16 Channel DVRs with H.265 compression for faster recording and playback
- Multi mode inputs - 4x, 8x or 16x analogue (AHD/TVI/CVI)
- 1080p/720p, IP 5MP, 4MP, 3MP, 2MP/1080p, 1MP/720p, 960H
- Signal output: analogue/AHD/CVI/TVI 2.0 or 3.0/network
- Optional RS485 PTZ control using RS485 with PELCO protocol
- Recording and playback with H.265/H.265+/H.264/H.264+ via Web (IP), Android/IOS app or DVR smart playback
- HDMI (4K) and VGA outputs
- USB 2.0 Backup to external HDD or USB drive
- Available with no HDD, 1TB or 2TB installed (max. 8TB supported)

4 Channel £40.16
4 Channel £41.15
Code SR1073207 No HDD £43.32
Code SR1073907 1TB £85.82
Code SR1073607 2TB £110.66
Code SR1073807 4TB £223.32

8 Channel £70.82
8 Channel £79.32
Code SR1073507 No HDD £94.46
Code SR1073607 1TB £119.49

16 Channel £110.92
16 Channel £130.33
Code SR1073707 No HDD £110.92
Code SR1074007 1TB £145.88

5MP Hybrid DVRs
- 4, 8 or 16-Channel DVRs with H.265 compression for faster recording and playback
- Multi mode inputs - 4x, 8x or 16x analogue (AHD/TVI/CVI)
- 1080p/720p, IP 5MP, 4MP, 3MP, 2MP/1080p, 1MP/720p, 960H
- Signal output: analogue/AHD/CVI/TVI 2.0 or 3.0/network
- Optional RS485 PTZ control using RS485 with PELCO protocol
- Recording and playback with H.265/H.265+/H.264/H.264+ via Web (IP), Android/IOS app or DVR smart playback
- HDMI (4K) and VGA outputs
- USB 2.0 Backup to external HDD or USB drive
- Available with no HDD, 1TB, 2TB or 4TB HDD installed (max. 8TB supported)

4 Channel £41.15
4 Channel £44.10
Code SR1073207 No HDD £43.32
Code SR1073907 1TB £85.82
Code SR1073607 2TB £110.66
Code SR1073807 4TB £223.32

8 Channel £79.32
8 Channel £94.46
Code SR1073507 No HDD £94.46
Code SR1073607 1TB £119.49

16 Channel £130.33
16 Channel £173.32
Code SR1073707 No HDD £110.92
Code SR1074007 1TB £145.88

All prices exclude VAT

1080p Hybrid Bullet Camera
- 1/2.7, 2MP CMOS Sensor
- 3.6mm Fixed lens
- Video output to AHD, CVI, CVBS and TVI
- Day and night selection
- IR Cut filter
- Auto gain control (AGC)
- On-screen display (OSD)
- IP66 Rated
- IR LED range: Up to 20m

Grey £16.66 5+ £12.75

Power Cables
- Pre terminated cables with no crimping required
- Active UTP receiver
- 550m with up to 330m of copper wire
- Sensor: 2.1MP Sony Starvis back-illuminated
- Video output: CVBS/CV/TVI and AHD
- Lens: 2.8-12mm Manual zoom + focus
- IR Range: 30m
- Robust metal housing
- IP rating: IP66
- BNC connection

20m £1.79 5+ £1.50

CCTV BNC & Power Cables
- Pre terminated cables with no crimping required
- Active UTP receiver
- 550m with up to 330m of copper wire
- Sensor: 2.1MP Sony Starvis back-illuminated
- Video output: CVBS/CV/TVI and AHD
- Lens: 2.8-12mm Manual zoom + focus
- IR Range: 30m
- Robust metal housing
- IP rating: IP66
- BNC connection

20m £1.79 5+ £1.50

CCTV DC Power Plug Adaptor
- Convert the DC socket on your camera in to a terminal connection.
- 2.1mm Plug

55p 5p 48p

All prices exclude VAT
**SECURITY**

**UV Note Detector Lamp**
- Requires 4x AA batteries (not included)
- Dimensions (LxWxD): 162x55x20mm

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£3.80</td>
<td>£3.49</td>
</tr>
</tbody>
</table>

code SR058707 PIM_417892

**Security Marker Pen**
- Permanent UV pen that leaves an indelible mark
- No need to purchase overseals to protect the mark
- Doesn’t fade like a standard UV pen

**Self-Retracting Key Reels**
- 610mm stainless steel chain
  - Type 2 – Heavy Duty
    - 1200mm high strength Kevlar cord
  - Type 3 – Deluxe Heavy Duty
    - Suitable for industrial use

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.29</td>
<td>£1.14</td>
</tr>
</tbody>
</table>

code SR090907 PIM_703339

**M aster Key Rings**
- Supplied as a pack of 12x key rings in various colours

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.29</td>
<td>£1.14</td>
</tr>
</tbody>
</table>

code SR090907 PIM_703339

**‘Breakaway’ Neck Lanyards**
- Supplied as a pack of 12x key rings in various colours

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.23</td>
<td>£0.98</td>
</tr>
<tr>
<td>£1.23</td>
<td>£1.01</td>
</tr>
<tr>
<td>£1.18</td>
<td>£0.87</td>
</tr>
</tbody>
</table>

code SR0218407 SR0231207 SR0231407

**Key Reels**
- 610mm stainless steel chain
- Type 2 – Heavy Duty
- Type 3 – Deluxe Heavy Duty
- Suitable for industrial use

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£14.59</td>
<td>£13.77</td>
</tr>
<tr>
<td>£16.23</td>
<td>£14.00</td>
</tr>
<tr>
<td>£14.00</td>
<td>£12.00</td>
</tr>
</tbody>
</table>

code SR0114007 SR0114107 SR0410607 PIM_264383

**Mini Keyring Torch Alarm**
- Ear piercing, 130dB siren audible up to 1/2 a mile away
- Bright white LED torch feature
- Supplied with 3x LR44 batteries
- 5-Year manufacturer’s replacement warranty
- Dimensions (WxHxD): 40x60x18mm

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£5.09</td>
<td>£4.37</td>
</tr>
</tbody>
</table>

code SR0678407 PIM_436771

**Personal Alarm**
- Ear piercing 140dB siren audible up to 1/2 a mile away
- Torch facility
- Window/door mounting bracket
- Supplied with 9V PP3 battery
- 5 year manufacturer’s replacement warranty
- Dimensions (WxHxD): 60 x 70 x 20mm

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£5.55</td>
<td>£4.93</td>
</tr>
<tr>
<td>£5.55</td>
<td>£4.77</td>
</tr>
</tbody>
</table>

code SR0678007 SR0678107 PIM_436785

**Door Loops**
- Surface mounted
- Cable diameter: 8mm
- Sprung loop designed to fit between the door and the frame where the cable for the lock is required to transfer from the frame to the door
  - Model: DEF-0250-A
    - Surface mounted
    - Cable diameter: 8mm

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£7.40</td>
<td>£6.80</td>
</tr>
<tr>
<td>£7.70</td>
<td>£7.00</td>
</tr>
</tbody>
</table>

code SR0927207 DEF-0250-A SR0927907 DEF-0250-S

**Surface Contacts - Non Wired**
- 5 Terminal
- Available as normally open
- 20mm operating gap
- 65 x 13.5 x 13mm

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.28</td>
<td>£1.13</td>
</tr>
<tr>
<td>£1.28</td>
<td>£1.13</td>
</tr>
</tbody>
</table>

code SR0841907 SR0842007 PIM_677586

**Brass Resettable Combination Padlocks**
- Solid brass bodies

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£4.06</td>
<td>£3.49</td>
</tr>
<tr>
<td>£4.06</td>
<td>£3.49</td>
</tr>
</tbody>
</table>

code SR1049307 PIM_61991113

**Steel Padlocks**
- Keyed-alike or keyed-to-differ (1,000 key differs)
- 2x Keys supplied with each lock
- Supplied complete with straight 30mm cam

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£4.52</td>
<td>£4.00</td>
</tr>
<tr>
<td>£4.74</td>
<td>£4.29</td>
</tr>
<tr>
<td>£4.55</td>
<td>£4.02</td>
</tr>
</tbody>
</table>

code SR0902107 SR0926207 SR0926307

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£6.41</td>
<td>£5.82</td>
</tr>
<tr>
<td>£6.41</td>
<td>£5.82</td>
</tr>
<tr>
<td>£6.41</td>
<td>£5.82</td>
</tr>
</tbody>
</table>

code PIM_657117 PIM_61664720 PIM_61664720

**Steel Bodies**
- Steel body and shackle
- Brass cylinder
- Supplied with 3x keys

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£1.13</td>
<td>£1.03</td>
</tr>
<tr>
<td>£1.13</td>
<td>£1.03</td>
</tr>
<tr>
<td>£1.13</td>
<td>£1.03</td>
</tr>
</tbody>
</table>

code PIM_61864720 PIM_61864720 PIM_61864720

**Combination Padlock Set**
- Combination padlock set comprising 1x 3 digit and 1x 4 digit combination padlock
- Body width: 20mm

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£8.05</td>
<td>£7.42</td>
</tr>
<tr>
<td>£8.99</td>
<td>£8.42</td>
</tr>
<tr>
<td>£8.99</td>
<td>£8.42</td>
</tr>
</tbody>
</table>

code SR1049307 PIM_6199113

**Spider Repellent**
- Designed to stop spiders spinning webs and nesting on CCTV cameras
- Suitable for use in other areas to deter spiders, indoors or outdoors
- Also use on PIRs to reduce false alarms
- Can be used to remove other crawling insects
- 300ml Aerosol

<table>
<thead>
<tr>
<th>1+</th>
<th>10+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£6.88</td>
<td>£6.37</td>
</tr>
</tbody>
</table>

code SR0841707 PIM_676932

**ORDER ONLINE CPC.CO.UK**

For VAT inclusive prices visit cpc.co.uk
**SECURITY**

**Key Storage Box**
- 4 Dial resettable combination lock
- Weather-resistant
- Dimensions: (HxWxD) 120x88x40mm

1+ £12.75 5+ £11.50

**Digital Combination Safe**
- Digital lock with time delay function
- Separate emergency key/lock override
- 5mm Door, 2.5mm body
- Strong mechanism with 2x locking bolts
- Interior carpet
- 2-Year manufacturer’s warranty
- Capacity: 5 litres
- Dimensions - interior (WxHxD): 226x166x120mm
- Dimensions - exterior (WxHxD): 230x170x170mm
- Weight: 4.4kg

1+ £28.25 5+ £24.86

**Select Access™ Key Safes**
- Large key storage compartment
- 4 digit resettable combination
- Reinforced body
- Standard or Large Wall mounted models
- Harden shackle model is portable and suitable to fit around doorknobs or fix to gates etc.
- Standard size (HxWxD): 116x63x34mm
- Large size (HxWxD): 146x100x53mm

1+ £20.30 5+ £19.32

**Combination Locking Key Cabinet**
- Model: KC36C
- 36 key hooks
- 3 Dial combination lock
- Complete with colour key tags
- Indexed system for easy selection
- 10 Year guarantee

1+ £20.50 10+ £19.73

**Combination Key Cabinet**
- Complete with colour key tags
- Strong steel construction
- Locked / unlock indicator
- 3 Dial combination lock
- Resettable combination

1+ £16.95 5+ £15

**Combination 20-Key Cabinet**
- Heavy duty steel construction
- Organises and secures up to 20x keys
- Includes wall mountings
- Dimensions (WxHxD): 160x200x75mm

1+ £9.23 10+ £7.95

**Electronic Digital Safe**
- Steel construction
- External dimensions (HxWxD): 310x200x200mm
- Supplied with 2x emergency override keys
- Requires 4xAA batteries (not included)

1+ £25.40 5+ £23.60

**Series 8 Flat Key Camlock**
- 2 Keys supplied with each lock
- Supplied complete with straight 30mm cam and fixing nuts
- Camlock length (Ref.A) 30mm

1+ £10.22 5+ £8.99

**Illuminated Combination Coil Cable Bike Lock**
- Dial illumination system
- Resettable 4 dial combination
- Unlock via the combination or key
- Versatile quick release mounting bracket
- Supplied with 2x dimple keys
- 10 Years guarantee

1+ £11.28 5+ £9.89

**Brass Padlocks**
- Solid brass body and multi-pin tumbler mechanism
- Chrome-plated, hardened steel shackle
- Supplied with 3x brass keys
- 10 Years guarantee

**Rhombic Chrome-Plated Iron Padlocks**
- Durable iron body padlocks with a corrosion-resistant plastic housing
- Anti-saw and anti-cut hardened steel shackle
- Anti-pick precision pin tumbler and domino key mechanism
- Supplied with 3x keys

**All prices exclude VAT**
### Security

#### 10-Year Alarm Safety Pack
- Pack comprises a carbon monoxide alarm and 2x smoke alarms
- Sealed-in, Lithium batteries last the full 10-year alarm life without needing to be replaced

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£24.14</td>
<td>£22.40</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>SR1029707</td>
<td>PM_61540437</td>
</tr>
</tbody>
</table>

#### Fire Blanket
- Wall mountable
- Dimensions (WxL): 1.1 x 1.1m

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£10.26</td>
<td>£9.45</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>SR0966407</td>
<td>PM_61029839</td>
</tr>
</tbody>
</table>

#### Car Powder Fire Extinguisher
- Can be used on most types of fire common to the home or vehicle
- Supplied with bracket
- 5A 21B C Rated
- Weight: 1kg

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£9.85</td>
<td>£8.72</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>CP0778107</td>
<td>PM_61812893</td>
</tr>
</tbody>
</table>

#### Dummy Bullet Camera
- Photocell activated infrared, flashing LED
- Fully adjustable mounting bracket
- Ideal for both indoor and outdoor use
- Supplied with fixing kit and CCTV window sticker
- Requires 2x AA batteries (not included)

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£5.55</td>
<td>£4.47</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>SR1029607</td>
<td>PM_61051614</td>
</tr>
</tbody>
</table>

#### Smoke Alarms
- Models: KF10 & KF20
  - Mains-powered smoke and heat alarms that can be interlinked with up to 23 other Kidde mains alarms, be they ionisation, optical or heat. Once interlinked, the detection of the relevant danger by an individual unit will sound across all the connected alarms.
  - Model: KF10 Ionisation smoke alarm
    - For use in areas where there is danger from fast-flaming fires
  - Model: KF20 Optical smoke alarm
    - For use in escape or circulation routes and in areas where there is a danger of ignition of furniture and surroundings

#### Fire Blanket
- Wall mountable
- Dimensions (WxL): 1.1 x 1.1m

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£10.26</td>
<td>£9.45</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>SR0966407</td>
<td>PM_61029839</td>
</tr>
</tbody>
</table>

#### High Impact Exit Button
- (To surface mount use SR0841107)
- NO/NC contacts
- Engraved ‘PRESS TO EXIT’

<table>
<thead>
<tr>
<th>Description</th>
<th>Width</th>
<th>Height</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ext. Button</td>
<td>170mm</td>
<td>595mm</td>
<td>£15.92</td>
<td>£14.59</td>
</tr>
<tr>
<td>Surface Box</td>
<td>390mm</td>
<td>720mm</td>
<td>£2.88</td>
<td>£2.57</td>
</tr>
<tr>
<td>code</td>
<td>SR0841007</td>
<td>PM_682079</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Pressure Mats
- Only 3mm thick
- 4 wires - 2 normally open, closing when a person treads on the mat

<table>
<thead>
<tr>
<th>Description</th>
<th>Width</th>
<th>Height</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>SR0667707</td>
<td>170mm</td>
<td>595mm</td>
<td>£5.79</td>
<td>£5.39</td>
</tr>
<tr>
<td>SR0667807</td>
<td>390mm</td>
<td>720mm</td>
<td>£4.80</td>
<td>£4.40</td>
</tr>
<tr>
<td>code</td>
<td></td>
<td>PM_715804</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Contactless Card Protector
- Simply place this plastic card in your wallet alongside your contactless card and you are protected against digital robbery and accidental payment (works if your contactless card protector is in contact with your contactless card).
- Credit card size
- One protector card is recommended for every two contactless payment cards

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£2.50</td>
<td>£2.20</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>SR0997307</td>
<td>PM_61169935</td>
</tr>
</tbody>
</table>

#### Ultimate Cash Box
- Powder-coated steel with foam-lined lid
- Cylinder lock and 2x keys
- Dimensions (WxHxD): 300x90x240mm

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£16.74</td>
<td>£15.90</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>SR0997407</td>
<td>PM_6112469</td>
</tr>
</tbody>
</table>

#### Fire/Waterproof Filing Chest
- 30 Minute U/L test
- Accepts A4 size documents (six hanging files included)
- Internal capacity without files 17.6 litres
- Free lifetime replacement in the event of fire
- External Dimensions: (DxWxH) 330x410x330mm

<table>
<thead>
<tr>
<th>Description</th>
<th>Price 1+</th>
<th>Price 5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£68.32</td>
<td>£65.24</td>
<td></td>
</tr>
<tr>
<td>code</td>
<td>SR0767507</td>
<td>PM_548229</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
**In-Car HD Camera Recorder**

**Model: RoadRunner 140**
- Records high quality video in 1920x1080 at 25 fps (11.76GB per hour) 1280x720p at 30 fps
- 1.5" 480x240 LCD display
- 12MP Still camera with 4x Digital zoom
- Built in microphone
- Dimensions (WxHxD): 65x41x41mm
- Weight: 37.2g

**Anti-Theft RFID Protection Pouch**
- Universal size, designed to be simple to use whilst providing the protection required
- Strong, secure fastening and keyring hook

**Paint Scratch Repair Pen - 4ml**
- Safe to use on all paintwork

**Fire Stop Extinguisher**
- Ideal for keeping in the car, van, caravan, motorhome, boat and even around the house in case of emergency
- Impregnates minor fires whatever their cause
- Supplied with bracket
- Volume: 400ml

**4 Piece Ratchet Tie Down Set**
- Adjusts from 1.2m-4.5m
- Breaking strength 450kg
- Safe working capacity 225kg

**Automotive Blade Fuse Assortment Packs**
- Replacement zinc alloy blade fuses
- Supplied in a pack of 10x mini or standard fuses
- Fuses:
  - 5A Gold
  - 7.5A Brown
  - 2x 10A Red
  - 2x 15A Blue
  - 2x 20A Yellow
  - 25A Clear
  - 30A Green

**Automotive BC Powder 1kg Fire Extinguisher**
- Fitting bracket included
- According to En3 & CE0062 standards
- Class B - FLAMMABLE FUELS/LIQUIDS SUCH AS PETROL, DIESEL, OIL PARAFFIN
- Class C - FLAMMABLE GASES SUCH AS ACETYLENE, LPG, NATURAL GAS
- Dry powder can also be used on electrical fires as powder is not a conductor of electricity

**Bungee Cords with Clips**
- Heavy duty bungee cords approx.
- Spring-loaded carabiner clip at either end

**Bulb Kit H7 Standard**
- Kit Contents: 1xH7, 1xR5W, 1xP21W, 1xP21/5W, 1x10A blade fuse, 1x15A blade fuse

**All Season Screenwash + 4x Eco Tablets**
- Blended surfactants remove dirt, grime, mud and insects
- Includes ‘Rain Guard’
- Reduces wiper blade ‘chatter’ when in use
- Supplied with pouring nozzle to avoid spillages
- Bottle can be reused with supplied Eco Tablets
- Each tablet makes 5 litres of screen wash solution
- Volume: 5 litres

**All Season Screen Wash Eco Tablets**
- High strength tablets that create a ready-to-use, non-smearing screen wash solution
- Includes ‘Rain Guard’
- One tablet is used per solution or 2x tablets for wintry or extreme conditions
- Makes 20 litres of screen wash solution in total (5 litres per tablet)
- Will not harm rubber, metal or plastics
- Pack of 4x tablets

*All prices exclude VAT*
**Cordless Air Pump & Compressor Kit**

**Model:** A81-16 Li
- LED at front of body for use in low light conditions
- High speed charger recharges the battery in approx. 1 hour

**Contents:** Air compressor, air pump, Li-ion battery, rubber hose, 2x bicycle valves, ball needle, 3x adaptors, high speed charger, carry case and user manual

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£65.40</td>
<td>£63.50</td>
</tr>
<tr>
<td>code CP0802207</td>
<td>PM_61926541</td>
</tr>
</tbody>
</table>

**Booster Cables**
- Booster cables with heavy duty, colour-coded, insulated clamps
- Copper-coated, stranded aluminium conductors for improved flexibility
- Supplied with handy storage bag
- Lengths: 2.5m (100-500A)

<table>
<thead>
<tr>
<th>Current</th>
<th>Length</th>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£4.60</td>
<td>500A</td>
<td>£9.90</td>
<td>£18.85</td>
</tr>
<tr>
<td>£4.56</td>
<td>2.5m</td>
<td>£7.80</td>
<td>£14.74</td>
</tr>
<tr>
<td>£5.46</td>
<td>3.5m</td>
<td>£18.98</td>
<td>£37.96</td>
</tr>
<tr>
<td>code CP0806607</td>
<td>PM_62002414</td>
<td></td>
<td></td>
</tr>
<tr>
<td>code CP0807007</td>
<td>PM_62105308</td>
<td></td>
<td></td>
</tr>
<tr>
<td>code CP0807107</td>
<td>PM_62249090</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Leather Cleaner - 600ml**
- Feeds and conditions
- Reduces signs of aging
- Leather-scented

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£3.90</td>
<td>£3.49</td>
</tr>
<tr>
<td>code CP0790807</td>
<td>PM_61598208</td>
</tr>
</tbody>
</table>

**AdBlue Diesel Exhaust Fluid - 5L**
- Helps to reduce diesel exhaust emissions
- Fast-dispensing

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£9.03</td>
<td>£8.58</td>
</tr>
<tr>
<td>code CP0812907</td>
<td>PM_61598214</td>
</tr>
</tbody>
</table>

**Waterless Wash & Wax - 1L**
- Contains carnauba wax
- Anti-oxidation barrier, salt and corrosion protection

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£5.75</td>
<td>£5.46</td>
</tr>
<tr>
<td>code CP0815907</td>
<td>PM_61599141</td>
</tr>
</tbody>
</table>

**XXL Microfibre Drying Towel**
- Soft and durable drying towel
- Ultra-absorbent material, holds up to 20 litres of water
- Can be washed and reused
- Dimensions (LxW): 800x600mm

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£12.75</td>
<td>£12.11</td>
</tr>
<tr>
<td>code CP0816007</td>
<td>PM_62249094</td>
</tr>
</tbody>
</table>

**Air Conditioning Cleaner**
- Eliminates odours and bacteria
- Cleans, disinfects and refreshes
- Fast and easy to use
- Works in 10 minutes
- Fresh, citrus scent lasts for days
- Volume: 200ml

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£5.40</td>
<td>£4.60</td>
</tr>
<tr>
<td>code CP0811007</td>
<td>PM_62133200</td>
</tr>
</tbody>
</table>

**Glass Cleaner - 600ml**
- Anti-fog coating
- Alcohol-free solution
- Removes tar, sap and bug splatter

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£3.90</td>
<td>£3.49</td>
</tr>
<tr>
<td>code CP0790907</td>
<td>PM_61598214</td>
</tr>
</tbody>
</table>

**All-Seasons Concentrated Screen Wash**
- Works down to -5°C
- Preventing water bottle contents from freezing

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£3.28</td>
<td>£3.18</td>
</tr>
<tr>
<td>code CP0801107</td>
<td>PM_61899046</td>
</tr>
</tbody>
</table>

**Car Wash & Wax**
- A blend of surfactants, high foaming agents and carnauba wax
- Removes grease, oil, finger marks, petrol stains and traffic film
- Suitable for all types of paintwork
- Leaves a high gloss finish
- Volume: 1 Litre

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£4.80</td>
<td>£4.56</td>
</tr>
<tr>
<td>code CP0801007</td>
<td>PM_62129580</td>
</tr>
</tbody>
</table>

**Varo Brush Washing System**
- Interchangeable, 1-Click System for brushes, poles and hose

**Brush Heads:**
- 360° Swivel head
- Rubber edges for safety
- 2x Nozzles for pre and post-wash
- 50% Lower water usage compared to ordinary wash brushes
- Ultra soft brush - for use with cars, motorbikes, solar panels and conservatories
- Soft brush - for use with cars, trucks, caravans or windows
- Hard brush - for use with tiles/decking, floors, pools or patios/driveways

**Hose:**
- Flexible and durable 3-layer construction
- Kink and UV-resistant

**Cleaning Products:**
- Shampoo & Wax (1 litre) - Formulated to wash/wax and protect your vehicle; removes bird lime, ground-in dirt, mud and brake dust
- Outdoor Cleaner (1 litre) - For cleaning paths, driveways, patios, decking, conservatories, solar panels etc.

<table>
<thead>
<tr>
<th>1+</th>
<th>5+</th>
</tr>
</thead>
<tbody>
<tr>
<td>£18.52</td>
<td>£18.17</td>
</tr>
<tr>
<td>code CP0810607</td>
<td>PM_62105308</td>
</tr>
<tr>
<td>code CP0810707</td>
<td>PM_62105309</td>
</tr>
<tr>
<td>code CP0810807</td>
<td>PM_62105310</td>
</tr>
<tr>
<td>code CP0810907</td>
<td>PM_62105311</td>
</tr>
<tr>
<td>code CP0811007</td>
<td>PM_62105312</td>
</tr>
<tr>
<td>code CP0811107</td>
<td>PM_62105313</td>
</tr>
<tr>
<td>code CP0811207</td>
<td>PM_62105314</td>
</tr>
</tbody>
</table>

For VAT inclusive prices visit cpc.co.uk
Although every effort has been made to ensure prices are correct at the time of going to print, CPC reserves the right to change all prices without notice and at any time. All prices are subject to the current rate of VAT. Products may be available elsewhere from CPC at a different price. Prices in this brochure are only valid during the dates stated on the front of this brochure, and are subject to change in line with market and economic conditions without notice and at any time. Discounts shown throughout are against the original Catalogue price or a previously published price. Some goods are supplied with a manufacturers or CPC guarantee; please check at the time of purchase. Full terms and conditions are available upon request, alternatively view our main catalogue or online at cpc.co.uk. Battery Producer Registration Number: BPRN00563. WEE Producer Registration Number: WEE/AK0049TZ.

All prices exclude VAT

Offers valid until 1st May 2020

Outdoor Enclosures with 4-Gang 2m Extension - IP64
code PL1532607

1+£13.45
£12.50

see page 43

13A Easy Pull Plug
code PL1341107

1+99p
84.10p

see page 29

50W Slimline LED Floodlight
code LP1025407

1+£8.25
£7.80

5+

5+

see page 14

see page 62

Fixed TV Wall Mount
26” to 55”
code ST0400207

1+£13.65
£4.98

see page 93

see page 99

* % discount against recently promoted standard website price

Foam Cleaner
code SA0188107

1+ 2.98
£2.39

4+

50W Slimline LED Floodlight
code LP1025407

SAVE OVER*
15%

Fixed TV Wall Mount – 26” to 55”
code ST0400207

SAVE OVER*
25%

see page 3

see page 14

see page 62

see page 29

see page 93

see page 99

SAVE OVER*
15%

see page 93

see page 99

* % discount against recently promoted standard website price on one or more items listed

Order: orders@cpc.co.uk
Queries: sales@cpc.co.uk

Tel Orders and Enquiries: 03447 88 00 88
Fax: 08447 88 00 89

Orders: orders@cpc.co.uk
Queries: sales@cpc.co.uk

Return address: Marketing Department, CPC, Faraday Drive, Fulwood, Preston PR2 9PP.